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PREFACE 


he purpose of this manual is to integrate survivability into the over- 

all AirLand battle structure. Survivability doctrine addresses when, 
where, and how fighting and protective battlefield positions are prepared 
for individual soldiers, troop units, vehicles, weapons, and equipment. This 
manual implements survivability tactics for all branches of the combined 
arms team. 


Battlefield survival critically depends on the quality of protection afforded 
by the positions. The full spectrum of survivability encompasses planning 
and locating position sites, designing adequate overhead cover, analyzing 
terrain conditions and construction materials, selecting excavation 
methods, and countering the effects of direct and indirect fire weapons. 


This manual is intended for engineer commanders, noncommissioned 
officers, and staff officers who support and advise the combined arms team, 
as well as combat arms commanders and staff officers who establish 
priorities, allocate resources, and integrate combat engineer support. 


The proponent of this publication is the US Army Engineer School. Submit 
changes for improving this publication on DA Form 2028 (Recommended 
Changes to Publications and Blank Forms) and forward it directly to 
Commandant, US Army Engineer School, ATTN: ATZA-TD-P, Fort 
Belvoir, VA 22060-5291. 


Unless otherwise stated, whenever the masculine or feminine gender is 
used, both men and women are included. 
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CHAPTER 1 


SURVIVABILITY ON THE BATTLEFIELD 


ae ie 
pig: Poser 


ha concept of surviva tity on the AiurLand battletield 
iodludes all aspects of protecting personnel, weapons, 
and eupplies whilesimultancously deociving the enemy. The 
Vethal hattlefield requires commandara te know all sureiv- 
ability tactics available including building a good defense; 


*. oroaployiapy Frespuend coves b; erie 9 conceal neenk, dacep- 


tior, and camoutlage: and conatructing figh-ing and pro- 
tective posiiiuns fur budh imdividuacs aed ey spent. The 
worth ofsurmivabilily powtions as keen proven theoug heat 
higtocy. Protective construction m the torn of fighting and 
procective positions by itaelf earnot eliminate vulnerability 
on the modern battledield. li can, hewever, limit perannnel 
anc eqvipmenl .asees by reducing expoaure lo Threat 
BeQuisiiwn, turmeliny, and engagement. Priolecive con- 
alruction ules pies confidences to soldiem in Tehting posri- 
Livi le use thei weapuud, on Weapona aystem, more eter 
tively. This chapter discusses basic aurvivalluty dctriae, 
Threat doctrine, and the made of ble United Glave (75) 
forced on the Ait lane beatee Geld, 


THE AIRLAND BATTLEFIELD 


The purpose of military operations in the next battle is to win. To achieve success, our forces 


must gain the initiative, deploy in depth, and stress agility and synchronization of activities and 
functions. Such an approach will prevent the enemy from freely maneuvering forces in depth to 
reinforce an attack, build up a defense, or counterattack. In the next fast-paced battle, our forces 
must protect themselves as never before from a wide range of highly technical weapons systems. 
Thus, in both the offense and defense, we will have to be ever-conscious of the enemy's ability to 


detect, engage, and destroy us. Careful planning and diligent work will enhance our ability to 


survive. 


Survivability doctrine addresses five major points significant to the AirLand battlefield: 


1. Maneuver units have primary responsibility to develop, position, and begin building their own 


positions. 


2. The engineer's ultimate role in survivability is set by the maneuver commander controlling 


engineer resources. 


3. Based on those resources, engineer support will supplement units as determined by the 
supported commander's priorities. 
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4. Engineer support will concentrate on missions requiring unique engineer skills or equipment. 


5. Survivability measures begin with using all available concealment and natural cover, followed 
by simple digging and constructing fighting and protective positions. As time and the tactical 
situation permit, these positions are improved. 


The following AirLand battle conditions will shape our protection and survivability efforts: 


e The need to win at the forward line of our own troops (FLOT), conduct deep battle 
operations, and overcome threats in the rear area. 

e The use of effective firepower and decisive maneuver. 

e The existence of a nonlinear battlefield resulting from dissolution of battle lines and areas 
due to maneuvering, and rapid dispersion from areas of nuclear and chemical weapons 
effects. 

e Coordinated air/ground operations involving frequent movement by friendly troops. 

e Proliferation of nuclear and chemical tactical weaponry. 

e Active reconnaissance, surveillance, and target acquisition efforts through visual, remote 
sensing radar, and tactical radio direction finding procedures. 

e Reliance on electronic warfare as a combat multiplier. 


THE THREAT 


During the next battle, US forces are likely to encounter or work with nations of widely diverse 
political systems, economic capabilities, cultures, and armies. Whether the battle is with Warsaw 
Pact or Third World countries, US forces will be exposed to Soviet-style weaponry and tactics. 
The following outline of Threat tactics and battle priorities provides a key to understanding 
survivability requirements for US forces. (See Field Manuals (FMs) 100-2-1, 100-2-2, and 100- 
2-3 for more detailed information.) 


DIRECT FIRE WEAPONS 


The opposing Threat is an offensively-oriented force that uses massive amounts of firepower to 
enhance the maneuverability, mobility, agility, and shock of its weaponry. It seeks to identify 
and exploit weak points from the front to the rear of enemy formations. The tank is the Threat's 
primary ground combat weapon, supplemented by armored personnel carriers (APCs) and other 
armored fighting vehicles. Large mechanized formations are used to attack in echelons, with 
large amounts of supporting suppressive direct and indirect fire. To achieve surprise, Threat 
forces train to operate in all types of terrain and during inclement weather. Threat force 
commanders train for three types of offensive action: the attack against a defending enemy, the 
meeting engagement, and the pursuit. 


The Attack Against a Defending Enemy 


Threat forces concentrate their attack at a weak point in the enemy's defensive formation. Threat 
doctrine emphasizes three basic forms of maneuver when attacking a defending force: 
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envelopment, frontal attack, and flank attack. Penetration of enemy defenses is the ultimate 
objective in all three operations. The Threat force uses echeloned forces in this effort, and their 
goal is to fight through to the enemy rear and pursue retreating forces. 


Threat attacks of strongly-defended positions will usually have a heavy air and artillery 
preparation. As this preparation is lifted and shifted to the depths of the enemy, advance guard 
units conduct operations to test the strength of the remaining defenders. Critical targets are 
reduced by artillery or by ground attacks conducted by advancing armor-heavy main forces. 
These forces attack from the march unless they are forced to deploy into attack formations by 
either the defending force or terrain conditions. The Threat seeks to overwhelm its enemy by 
simultaneously attacking as many weak points as possible. If weak points cannot be found, the 
Threat deploys into concentrated attack formations, usually organized into two echelons and a 
small reserve. These formations are initially dispersed to limit nuclear destruction, but are 
concentrated enough to meet offensive norms for attack. The Threat attacks defensive positions 
in a column formation and continues the attack into depths of the defense. Threat regimental 
artillery directly supports battalions, companies, and platoons for the duration of the engagement. 


United States Forces 


United States defending forces conduct extensive survivability operations during an enemy 
attack. Preliminary activities include deliberate position construction and hardening for both 
weapons and command and supply positions. Alternate and supplementary positions are also 
located and prepared if time allows. Finally, covered routes between these positions are selected, 
and camouflage of all structures is accomplished. 


The Meeting Engagement 


The meeting engagement is the type of offensive action most preferred by Threat forces. It relies 
on a standard battle drill executed from the march using combined arms forces and attached 
artillery support. Threat doctrine stresses rapid maneuver of forces and attacking while its enemy 
is on the march--not when it is in a prepared defense. Attacking a defending enemy requires 
superiority of forces--a requirement the Threat seeks to avoid. 


The meeting engagement begins as the Threat advance guard of a combined arms force makes 
contact with the enemy advancing force. As soon as contact is made, the Threat battle drill 
begins. When possible, the main Threat force maneuvers its advance guard to a flank and attacks. 
This preliminary maneuver is supported by a barrage from the Threat force organic artillery 
which has deployed at the first sign of contact. The Threat force then makes a quick flank or 
frontal attack on enemy forces as they advance support their engaged advancing forces. 


Upon withdrawal from contact and as the enemy force reacts to the flank attack, the Threat 
reconnaissance force continues its advance. This tactic then relies on the elements of surprise and 
shock for success. The Threat seeks to disable the enemy force along the depth of the enemy's 
formation. 
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United States Forces 


When US forces are involved in a meeting engagement, survivability operations are needed, but 
not as much as in the deliberate defense. Hastily prepared fighting and protective positions are 
essential but will often be prepared without engineer assistance or equipment. Maneuver units 
must also use natural terrain for fighting and protective positions. 


The Pursuit 


The pursuit of retreating forces by a Threat advancing force takes place as leading echelons 
bypass strongpoints and heavy engagements and allow following echelons to take up the fight. 
After any penetration is achieved, Threat doctrine calls for an aggressive pursuit and drive into 
the enemy rear area. This often leaves encircled and bypassed units for follow-on echelon forces 
to destroy. 


United States Forces 


Survivability in retrograde operations or during pursuit by the Threat force presents a significant 
challenge to the survivability planner. During retrograde operations, protective positions--both 
within the delay and fallback locations--are required for the delaying force. Company-size delay 
and fall back fighting and protective positions are most often prepared. Planning and preparing 
the positions requires knowledge of withdrawal routes and sequence. 


INDIRECT FIRE WEAPONS 


Threat commanders want to achieve precise levels of destruction through implementation of the 
rolling barrage, concentrated fire, or a combination of the two. Combined with tactical air strikes 
and fires from direct fire weapons, these destruction levels are- 


e Harassment with 10 percent loss of personnel and equipment; organizational structure is 
retained. 

e Neutralization with 25 to 30 percent destruction of personnel and equipment; 
effectiveness is seriously limited. 

e Total destruction with 50 percent or more destruction of personnel and equipment. 


The Threat can plan for the total destruction of a strongpoint by delivering up to 200 rounds of 
artillery, or 320 rounds from their medium rocket launcher, per 100 meter square. Thus, the 
Threat force attacks with a full complement of direct and indirect fire weapons when targets of 
opportunity arise or when the tactical situation permits. 


United States Forces 


To survive against this tremendous indirect fire threat, US forces must counter the physical 
effects of indirect fire, such as fragmentation and blast. Protection from these effects creates a 
large demand for engineer equipment, materials, and personnel. Careful consideration of the time 
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and construction materials available for the desired level of survivability is necessary. Therefore, 
priorities of construction are necessary. Covered dismounted firing positions and shelters 
adjacent to large weapons emplacements are constructed by maneuver units, usually without 
engineer assistance. The maneuver commander must prioritize the construction of overhead 
cover for command, control, and supply positions. 


NUCLEAR WEAPONS 


Threat plans and operations for their nuclear systems are ranked in the following order: 


e Destroy US nuclear delivery systems, nuclear weapons stocks, and the associated 
command and control apparatus. 

e Destroy US main force groupings. 

e Breach US main lines of defense. 

e Establish attack corridors within US battlefield boundaries. 


Threat nuclear targeting plans are based on the use of massive amounts of supporting 
conventional direct and indirect fire. These massive artillery barrages enable the use of Threat 
nuclear weapons systems against targets which conventional weapons cannot destroy or disable. 


United States Forces 


Due to the multiple effects of a nuclear detonation, survivability operations against nuclear 
weapons are difficult. Thermal, blast, and radiation effects require separate consideration when 
designing protection. However, fortifications effective against modern conventional weapons 
will vary in effectiveness against nuclear weapons. 


CHEMICAL WEAPONS 


Often, Threat forces may use massive surprise chemical strikes in conjunction with nuclear and 
conventional attacks. These chemical strikes are aimed at destroying opposing force offensive 
capability, as well as disrupting logistics and contaminating all vulnerable rear area targets. 


United States Forces 


United States (US) forces must plan to fight, as well as survive, on a chemical contaminated 
battlefield. Open or partially open emplacements afford no protection from chemical or 
biological attack. Personnel in open emplacements or nonprotected vehicles must use proper 
chemical protective clothing and masks to avoid chemical vapors and biological aerosols. 


DEEP ATTACK 


Threat doctrine dictates that the attack must advance to the enemy rear area as quickly as 
possible. To supplement this main attack, the Threat may deploy its airborne, airmobile, or light 
forces to fight in the enemy rear until relieved by advancing forces. In most cases, smaller 
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airborne/airmobile forces (battalion or regimental sizes) are deployed to strike targets in the 
enemy rear which are critical to the success of Threat forces. Additionally, covert reconnaissance 
missions or sabotage and harassment missions are accomplished by small Threat teams deployed 
in the rear. All of the Threat forces involved in a deep attack are trained and equipped to operate 
in contaminated environments. 


Threat organization in the deep attack normally consists of the airborne/airmobile battalion for 
missions involving a long-range strike group. Operational maneuver groups will also conduct 
deep attacks using armor heavy forces. Organization for covert reconnaissance is normally a 
platoon-or company-size reconnaissance element. 


United States Forces 


When attacks on rear areas are made by Threat force aircraft, or by covert or overt 
airborne/airmobile forces, rear area activities are susceptible to many of the weapons 
encountered in the forward area. Thus, survivability of these rear area activities depends on 
adequate protective construction before the attack. Technical Manual (TM) 5-855-1 describes 
permanent protective construction in detail. 


ROLE OF US FORCES 
COMMANDER'S ROLE 


Commanders of all units must know their requirements for protection. They must also 
understand the principles of fighting positions and protective positions, as well as the level of 
protection needed, given limited engineer assistance. Survivability measures are subdivided into 
two main categories: fighting positions for protection of personnel and equipment 
directly involved in combat; and protective positions for protection of personnel and 
equipment not directly involved with fighting the enemy. In order to protect their troops in the 
combat zone, commanders or leaders must fully understand the importance of fighting positions, 
both in the offense and in the defense. The initial responsibility for position preparation belongs 
with the maneuver commander's own troops. Even within the fluid nature of the AirLand battle, 
every effort to fortify positions is made to ensure greater protection and survivability. 


ENGINEER'S ROLE 


The engineer's contribution to battlefield success is in the five mission areas of mobility, 
countermobility, survivability, general engineering, and topographic engineering. Although units 
are required to develop their own covered and/or concealed positions for individual and 
dismounted crew-served weapons, available engineer support will assist in performing major 
survivability tasks beyond the unit's capabilities. While the engineer effort concentrates on 
developing those facilities to which the equipment is best suited, the engineer also assists 
supported units to develop other survivability measures within their capabilities. Before the 
battle begins, training as a combined arms team allows engineers to assist other team members in 
developing the survivability plan. 
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Survivability on the modern battlefield, then, depends on progressive development of fighting 
and protective positions. That is, the field survivability planner must recognize that physical 
protection begins with the judicious use of available terrain. It is then enhanced through the 
continual improvement of that terrain. 


In the Offense 


In the offense of the AirLand battle, fighting and protective position development is minimal for 
tactical vehicles and weapons systems. The emphasis is on mobility of the force. Protective 
positions for artillery, air defense, and logistics positions are required in the offense and defense, 
although more so in the defense. Also, command and control facilities require protection to 
lessen their vulnerability. During halts in the advance, units should develop as many protective 
positions as possible for antitank weapons, indirect fire weapons, and critical supplies. For 
example, expedient earth excavations or parapets are located to make the best use of existing 
terrain. During the early planning stages, the terrain analysis teams at division, corps, and theater 
levels can provide information on soil conditions, vegetative concealment, and terrain masking 
along the routes of march. Each position design should include camouflage from the start, with 
deception techniques developed as the situation and time permit. 


In the Defense 


Defensive missions demand the greatest survivability and protective construction effort. 
Activities in the defense include constructing protective positions for command and control 
artillery, air defense, and critical equipment and supplies. They also include preparing individual 
and crew-served weapons positions and defilade fighting positions for fighting vehicles. 
Meanwhile, countermobility operations will compete with these survivability activities for 
engineer assistance. Here again, maneuver commanders must instruct their crews to prepare 
initial positions without engineer help. As countermobility activities are completed, engineers 
will help improve those survivability positions. 


Two key factors in defensive position fighting development are: proper siting in relation to the 
surrounding terrain, and proper siting for the most effective employment of key weapons systems 
such as antitank guided missiles (ATGMs), crew-served weapons, and tanks. Critical elements 
for protective positions are command and control facilities, supply, and ammunition areas since 
these will be targeted first by the Threat. The degree of protection for these facilities is 
determined by the probability of acquisition,and not simply by the general threat. Facilities 
emitting a strong electromagnetic signal, or substantial thermal and visual signature, require full 
protection against the Threat. Electronic countermeasures and deception activities are mandatory 
and an integral part of all activities in the defense. 


COMBAT/COMBAT SUPPORT ROLE 


The survivability requirements for the following units are shown collectively in the table on 
Survivability Requirements. 
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Light Infantry 


Light infantry units include rifle, airborne, air assault, and ranger units. They are ideally suited 
for close-in fighting against a force which has equal mobility or a mobility advantage which is 
degraded or offset. Difficult terrain, obstacles, and/or weather can degrade a mobility advantage. 
Surprise or stealth can offset a mobility advantage. In restricted terrain such as cities, forests, or 
mountains, light infantry units are also a challenge to enemy armor forces. 


Due to the lack of substantial armor protection, light infantry units may require extensive 
fighting positions for individual and crew-served weapons, antitank weapons, and vehicles. 
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Command and control facilities require protective positions. The defense requires fortified 
positions when terrain use is critical and when covered routes are required between positions. 


Light forces readily use local materials to develop fighting positions and bunkers rapidly. 
Priorities are quickly established for position development-first to antitank and crew-served 
weapon positions, and then to command and control facilities and vital logistics positions. 
Artillery positions must have hardening improvements soon after emplacement is complete. In 
air assault units, aircraft protection is given high priority. Aircraft is dispersed and parapets or 
walls are constructed when possible. 


Mechanized Infantry 


Mechanized infantry operations in both the offense and the defense are characterized by rapid 
location changes and changes from fighting mounted to fighting dismounted. Mechanized 
infantry units normally fight integrated with tanks, primarily to destroy enemy infantry and 
antitank defenses. When forced to fight dismounted, such units need support by fire from 
weapons on board their APCs or infantry fighting vehicles (IFVs). When the terrain is not 
suitable for tracked vehicles or visibility is severely restricted, mechanized infantry may have to 
fight dismounted without the support of APCs or IFVs. When mounted, mechanized forces rely 
heavily on terrain positioning for fighting positions. Fighting positions increase survivability 
when the situation and time permit construction. 


Armor 


The tank is the primary offensive weapon in mounted warfare. Its firepower, protection from 
enemy fire, and speed create the shock effect necessary to disrupt the enemy's operations. Tanks 
destroy enemy armored vehicles and suppress enemy infantry and ATGMs. Armor and infantry 
form the nucleus of the combined arms team and both complement and reinforce each other. 
Infantry assists the advance of tanks in difficult terrain, while armor provides protection in open 
terrain, thus providing flexibility during combined arms maneuver. 


Armor units rely on terrain positioning to decrease vulnerability. When possible, these terrain 
fighting positions are reinforced (deepened) by excavation. Protective positions for thin-skinned 
and lightly-armored support vehicles, as well as command posts and critical supplies, require 
significant hardening. Armor units enhance protection by constructing alternate and 
supplementary positions and defining routes between them. 


Armored and Air Cavalry 


Armored cavalry units need minimal fighting and protective positions. They rely almost totally 
on effective use of maneuver and terrain to reduce the acquisition threat. Air cavalry units, 
performing the same reconnaissance and security missions as ground armored cavalry, require 
somewhat more protective construction. Protective revetments and/or parapets are required at 
forward arming and refueling points (FARPs) and, in some cases, at forward assembly areas. 
These activities are always time consuming and supplement the basic survivability enhancement 
techniques of dispersion and camouflage. 
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Aviation 


Army aviation units, in addition to air cavalry units, consist of attack helicopter and combat 
support aviation forces. Attack helicopter units are aerial maneuver units which provide highly 
maneuverable antiarmor firepower. They are ideally suited for employment in situations where 
rapid reaction time is important, or where terrain restricts ground forces. 


Combat support aviation units give dismounted infantry and ground antitank units tactical 
mobility. This enables them to move rapidly to the enemy's flanks or rear, or to reposition 
rapidly in the defense. Combat support aviation units can quickly move towed field artillery units 
and other lighter combined arms team elements as the commander dictates. They also provide 
critical supplies to forward areas in the defense and attacking formations when groundlines of 
communications have been interdicted. 


Protection for Army aviation units is employed with full consideration to time constraints, 
logistical constraints, and the tactical situation. The primary means for aircraft protection on the 
ground is a combination of terrain masking, cover and concealment, effective camouflage, and 
dispersion. When possible, protective parapets and revetments are built. Aircraft logistics 
facilities, including FARPs and maintenance facilities, require additional protective construction. 
The FARPs require some protection of supplies and ordnance through the use of protective 
parapets and bunkers. They also require fighting positions for occupants of the points. 


Field Artillery 


Field artillery is the main fire support element in battlefield fire and maneuver. Field artillery is 
capable of suppressing enemy direct fire forces, attacking enemy artillery and mortars, 
suppressing enemy air defenses, and delivering scatterable mines to isolate and interdict enemy 
forces or protect friendly operations. It integrates all means of fire support available to the 
commander and is often as mobile as any maneuver force it supports. Fighting and protective 
position use is one of several alternatives the field artillery leader must evaluate. This alternate 
may be alone or in combination with other survivability operations, such as frequent moves and 
adequate dispersion. 


Counterfire from enemy artillery is the most frequent threat to artillery units. Dug-in positions 
and/or parapet positions, as well as existing terrain and facilities, can provide protection. Threat 
acquisition and targeting activities are heavily used against artillery and are supplemented by 
some covert Threat deep ground attacks. Thus, personnel and equipment need some direct fire 
protection. Fire direction centers and battery operation centers should be protected with hardened 
bunkers or positions to defeat counterfire designed to eliminate artillery control. 


In urban areas, existing structures offer considerable protection. Preparation for these is minimal 
compared to the level of protection. The use of self-propelled and towed equipment for 
positioning and hardening efforts enhance survivability. Some self-propelled units have 
significant inherent protection and maneuverability which allow more flexibility in protective 
structure design. 
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Combat Engineers 


Combat engineers contribute to the combined arms team by performing the missions of mobility, 
countermobility, survivability, topographic operations, general engineering, and fight as infantry. 
Mobility missions include breaching enemy minefield and obstacles, route improvement and 
construction, and water-crossing operations. Countermobility missions include the 
enhancement of fire through obstacle and minefield employment. Survivability missions 
enhance the total survivability of the force through fighting and protective position construction. 
Topographic operations engineering missions include detailed terrain analysis, terrain 
overlays, trafficability studies, evaluation of cover and concealment, soils maps, and other 
information to base mobility, countermobility, and survivability decisions. General 
engineering missions support theater armies with both vertical and horizontal construction 
capabilities. 


Combat engineer fighting and protective position requirements depend on the type and location 
of the mission being performed in support of the combined arms team. Personnel and equipment 
protective positions are used when project sites are located within an area that the Threat can 
acquire. Engineers have limited inherent protection in vehicles and equipment and will require 
fighting positions, protective command and control, and critical supply bunkers when under an 
enemy attack. When time is available and when the mission permits, revetments and parapets can 
protect construction equipment. Generally, engineers use the same methods of protection used to 
protect the maneuver force they are supporting. 


When engineers fight as infantry, they employ protective measures similar to those 
required by light or mechanized infantry forces. 


Air Defense Artillery 


Air defense units provide security from enemy air attack by destroying or driving off enemy 
aircraft and helicopters. Their fire degrades the effectiveness of enemy strike and reconnaissance 
aircraft by forcing the enemy to evade friendly air defense. Short-range air defense systems 
normally provide forward air defense protection for maneuver units whether the units are 
attacking, delaying, withdrawing, or repositioning in the defense. Air defense units also provide 
security for critical facilities and installations. 


The main technique for air defense artillery (ADA) survivability is frequent movement. Because 
their main mission is to protect divisional and corps assets, ADA units are a high-priority target 
for suppression or attack by enemy artillery and tactical aircraft. Signature acquisition 
equipment, smoke, dust, contrails associated with firing, and siting requirements allow them to 
conduct their mission. Available terrain is generally used for cover and concealment since little 
time is available for deliberate protective construction. Dummy positions are constructed 
whenever possible, since they may draw significant enemy artillery fire and aircraft attack. 


The ADA equipment used is usually protected by parapets, revetments, or dug-in positions 
similar to infantry and armor/tracked vehicle positions as long as fields of fire for the systems are 
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maintained. Deliberate protective construction is always done when systems are employed to 
defend fixed installations, command posts, or logistics systems. 


Unit Support Systems 


Several types of combat support equipment and their positions are considered unit support 
systems. These systems include communications and power generation equipment, field trains, 
forward supply points, decontamination sites, and water points. Protection for each of these 
positions depends greatly on their battlefield location and on the mission's complexity. Protective 
measures for both equipment and organic and supported personnel are normally provided. Initial 
positioning of these systems takes full advantage of terrain masking, cover and concealment, and 
terrain use to enhance camouflage activities. 


Major Logistics Systems and Rear Areas 


Major logistics systems and rear area operations include rear area supply depots; petroleum, oils, 
and lubricants (POL) tank/bladder farms; rear area/depot level maintenance activities; and so on. 
Survivability planners are most concerned with denial of acquisition and targeting of these 
positions by the Threat. A combination of camouflage and deception activities is usually used to 
conceal major logistics system activities. 


Actual survivability measures used to protect large activities depend on the type of threat 
anticipated and target analysis. The obvious threat to large facilities is conventional or 
nuclear/chemical artillery, or missile or air attack. These facilities need physical protection and 
built-in hardening. A less obvious threat is covert activities begun after a Threat insertion of 
deep-strike ground forces. Measures to counter this type of threat include some fighting and 
protective positions designed to defeat a ground force or direct fire threat. 
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CHAPTER 2 
SURVIVABILITY ANALYSIS 
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THE PLANNING PROCESS 


This section outlines the information needed and the decision-making process required for 
executing survivability missions. Increased engineer requirements on the AirLand battlefield will 
limit engineer resources supporting survivability. Mobility, countermobility, survivability (M- 
CM-S), and general engineering requirements are in competition for the same engineer assets. 
Survivability requirements are compared with the tactical need and the need for mobility and 
countermobility operations. The maneuver commander sets the priorities which allow the force 
to perform critical tasks. The successful force must have enough flexibility to recognize and 
make immediate necessary changes on the battlefield. 


DECISION MAKING 


Both the commander and staff are involved in the military decision-making process. It provides 
courses of action for the commander and, by selecting the best course, enhances survivability. 
The staff input in the decision-making process for planning survivability missions includes: 


e Military intelligence (enemy activity, terrain, weather, and weapon types). 
e Operations (tactical maneuver, fire support, and engineer support). 
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e Administration/logistics (personnel and combat services support activities). 
e Civil affairs (civilians possibly affected by military operations). 


PLANNING SEQUENCE 


The engineer prepares or assists in the preparation of survivability estimates and plans to support 
the survivability efforts of the entire unit. In organizations without a staff engineer, the 
operations officer performs the analysis and formulates survivability plans. The following 
sequence is used to develop survivability support options and plans. 


e Mission and commander's guidance are received. 

e Time available is considered. 

e Threat situation and Threat direct and indirect assets are analyzed. 

e Friendly situation and survivability support resources are evaluated. 

e Survivability data, including terrain analysis results, is evaluated. 

e Possible courses of action are developed. 

e The Survivability portion of the engineer estimate is prepared. 

e Courses of action constraints are compared with actual engineer resources available. 
e Plans are prepared, orders are issued, and staff supervision is conducted. 


The survivability planning process is completed when the survivability estimates and plans are 
combined with those for mobility, countermobility, and general engineering. The maneuver 
commander then has a basis for deciding task priorities and allocating support. 


DATA COLLECTION 
INFORMATION ON METT-T 


Information on mission, enemy, terrain and weather, time, and troops (METT-T) is compiled. 


The Mission 


Subordinate commanders/leaders must understand the maneuver commander's mission and 
guidance. The commander/ leader must know what survivability tasks are necessary and how 
they interface with mobility, countermobility, and other tasks necessary for completing the 
mission. In addition, the commander/leader implementing survivability tasks must know if any 
additional support is available. 


The Enemy 


The maneuver commander and engineer must fully understand the threat to the force. Weapon 
types, probable number of weapons and rounds, and types of attack to expect are critical in 
survivability planning. When these factors are known, appropriate fighting and protective 
positions are designed and constructed. 
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Terrain and Weather 


One of the most important sources of information the maneuver commander and supporting 
engineer receive is a detailed terrain analysis of the area. This analysis is provided by the 
division terrain team (DTT) or corps terrain team (CTT). It includes the types of terrain, soil, and 
weather in the area of operations. A good mental picture of the area of operations enables the 
commander to evaluate all M-CM-S and general engineering activities to create the best plan for 
attack or defense. 


Time 


Every survivability mission has a deadline for reaching a predetermined level of protection. 
Hardening activities will continue past the deadline and are done as long as the force remains in 
the position. Survivability time constraints are deeply intertwined with mobility and 
countermobility time constraints. If the level of protection required cannot be achieved in the 
time allotted, resources are then committed to mobility or countermobility operations, or as 
designated by the maneuver commander. 


Troops and Resources 


The commander must weigh available labor, material constraints, and engineer support before 
planning an operation. Labor constraints are identified through analysis of the three sources of 
labor-maneuver unit troops, engineer troops, and indigenous (host nation/local area) personnel. 
Supply and equipment constraints are identified through analysis of on-hand supplies, naturally- 
available materials, and supplies available through military and indigenous channels. Careful 
procurement consideration is given to available civilian engineer equipment to supplement 
military equipment. 


INFORMATION ON INTELLIGENCE 


The maneuver force commander and engineer must have access to available intelligence 
information provided by staff elements. Battalion S2 sections provide the bulk of reconnaissance 
and terrain information, and experts at the division level and above assist the commander. For 
example, the DS terrain team, the production section of the division tactical operations center 
(DTOC) support element, and the corps cartographic company can quickly provide required 
terrain products. In addition, the commander uses the division intelligence system which 
provides the Threat order of battle and war-damaged key facilities. When reconnaissance 
requirements exceed the capability of battalion reconnaissance elements, maneuver or supporting 
engineer units collect their own information. 


EVALUATION 
When the engineer or maneuver units have collected all data required for protective construction, 


the data is analyzed to evaluate possible courses of action. Alternatives are based on the 
commander's guidance on protection needs, priorities, and planning. 
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PROTECTION NEEDS 


Although the decision on what is to be protected depends on the tactical situation, the following 
criteria are used as a guide: 


e Exposure to direct, indirect, and tactical air fire. 

e Vulnerability to discovery and location due to electronic emissions (communications and 
radar), firing signature, trackable projectiles, and the need to operate in the open. 

e Capability to move to avoid detection, or to displace before counterfire arrives. 

e Armor suitable to cover direct small caliber fire, indirect artillery and mortar fire, and 
direct fire antitank weapons. 

e Distance from the FLOT which affects the likelihood of acquisition as a target, 
vulnerability to artillery and air bombardment, and chance of direct contact with the 
enemy. 

e Availability of natural cover. 

e Any unique equipment item, the loss of which would make other equipment worthless. 

e Enemy's engagement priority to include which forces the Threat most likely will engage 
first. 

e Ability to establish positions with organic equipment. 


Using these factors in a vulnerability analysis will show the maneuver commander and the 
engineer which maneuver, field artillery, and ADA units require the most survivability support. 
The table Equipment to be Protected lists weapons systems in these units requiring fighting 
position/protective position construction. 


PROTECTION PRIORITIES 


Based on a vulnerability analysis of systems that need protecting in the tactical situation, the 
maneuver commander develops the priorities for protective activities. Setting 
survivability priorities 1S a manuever commander's decision 
based on the engineer's advice. Using the protection criteria discussed earlier, 
and an up-to-date detailed terrain analysis portraying the degree of natural protection, a 
commander develops and ranks a detailed tactical construction plan to support survivability 
efforts. This detailed plan is usually broken down into several priority groupings or levels of 
protection. Primary, supplementary, and alternate positions are developed in stages or in 
increasing increments of protection. 
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Fournier to Se Protected 


Type of Unit 


Ait Betenga ArtHlary 


Armor and Armored Cavalry 


Field Artillery 


Infantry end Machsanized infantry 


Equipemnant 


Wragpond carrier 
APC 

Radar* 

Cantrol system 
Firing system 


Cavalry fighting wehicls 
Tank 

Morar carrier 

APG 

Command post carrer 


Artillery weapons 

AMMuUPF ION Carrier 

APC ; 
Command past earier 
Target acquisition radar van 
Other vehicles: ; 


Batter @xecutive pout 
Ratteary rommara 


Battery fire dracon 


Intentry fighting vehidle 
Command vehicle 
Mortar Carrier 

Cc TT peas oo ed 


APC 


* Includes FAR for Vulcan, Chaparral. and Stinger: and PAR. CWAR. and ROR for the Hawk. 


The table below shows example standard survivability levels for maneuver units in defensive 
positions. The levels and figures developed in the table are usually used by the maneuver 
commander in developing priorities, and by the engineer in advising the commander on 
survivability workloads. The number of vehicles or weapons systems in the table is modified 
after comparing with the actual equipment on hand. The table is used as a general planning 
guide. Weapon systems, such as missiles and nuclear-capable tube artillery, will require the 
maximum protection the tactical situation permits, regardless of whether the force is in an 


offensive or defensive posture. 
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Standard Saurerwabriy Estireies for igocuvever Lites 
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4 ThiWs, Tanks and APIS [alli - Fo Aland & 
TO - Fand A 
Combat Support - Fards4 
Canibst Train - F 765 330 45 45 


Motes: F = prirnary, A - allarnate, & = supplerantary hull dafilade positions. 
MUMmbers are rounded ta the nearest 6 
Combat Support vohiclea compriss mortars, “40.4, and oo forth, 
For Pit and Co HO. allow four APCs per plaiono and twa par Co HO 


In the Offense 


In offensive operations, fighting and protective positions are developed whenever time is 
adequate, such as during a temporary halt for regrouping and consolidation. Recommended 
priorities for protection at a halt in the offense are- 


e Antitank weapons. 

e Tanks. 

e Indirect fire weapons. 

e Critical supplies, such as ammunition and POL, as well as ground vehicles and aircraft 
(rotary winged). 
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These positions are usually expedient positions having the thickness necessary for frontal and 
side protection, making maximum use of the terrain. 


In the Defense 


In defensive operations, substantial effort for fighting and protective position construction is 
required. General priorities for protective construction in a defensive battle position are- 


e Antitank weapon protection. 

e Tank position development. 

e Armored personnel carrier (APC) position development. 

e Command post position hardening. 

e Combat support position (including field artillery, ADA, mortars, and so on) hardening. 

e Crew-served weapons position, individual fighting position, and covered routes between 
battle positions. 


PROTECTION PLANNING 
Operations Staff Officer 


Priorities of work are recommended by the maneuver operations staff officer with input from the 
engineer. Survivability requirements for a defensive operation might receive the commander's 
first priority for engineer work. However, these tasks may require using only 10 percent of the 
engineer resources, while countermobility tasks may demand 70 percent. 


The maneuver commander establishes engineer work priorities and sets priorities for tasks within 
the functions just mentioned. Using an analysis of what equipment requires protection, what 
priorities are set for sequential protection of the equipment, and which equipment and personnel 
require immediate protection, the maneuver commander can set individual priorities for 
survivability work. 


Engineer Staff Officer 


Survivability data and recommendations are presented to the commander Or supported unit 
through an engineer staff estimate. The engineer estimate includes a recommendation for task 
organization and mobility, countermobility, survivability, and general engineering task priorities. 
Instructions for developing the engineer estimate are contained in FM 5-100. 


Tasks Organizations 


Various command and support relationships under which engineer assets are task-organized can 
enhance mission accomplishment. The available assets are applied to each original course of 
action in a manner best suited to the METT-T factors and the survivability analysis. The table 
below lists the different command and support relationships and how they affect the engineer 
unit. The recommended command relationship for engineers is operational control (OPCON) to 
the supported unit. 
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Operations orders (OPORDs) are used by the commander or leader to carry out decisions made 
following the estimating and planning process. Survivability missions are usually prescribed in 
the OPORD for all units, including both engineers and nonengineers. Survivability priorities are 
specifically defined in the OPORD. Field Manual 5-100 discusses engineer input to OPORDs. It 
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COMMAND AND CONTROL 


COMMANDERS ' 


RESPONSIBILITIES 


is impossible to divide responsibilities in survivability missions between the maneuver 
commander and the engineer commander. 
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The maneuver commander is responsible for organizing, planning, coordinating, and effectively 
using engineer resources to accomplish the survivability mission. The maneuver commander 
must rely on the engineer staff officer or supporting engineer commander to provide analyses 
and recommendations for protective construction and fighting position employment. The 
commander implements decisions by setting priorities and further defining the constraints of the 
mission to the engineer. 


Engineer Commander 


The engineer commander, in addition to fulfilling advisory responsibilities to the maneuver 
commander, accomplishes tasks in support of the overall survivability mission as follows: 


e Insures timely reports concerning survivability tasks are made to the engineer staff officer 
or the operations and plans officer (G3/S3). 

e Develops survivability operational plans. 

e Insures engineer tasks are supervised, whether or not they are performed using engineer 
labor. 

e Inspects fighting and protective positions for structural soundness. 

e Provides advice and repair estimates for fighting and protective positions built or 
occupied by supported units. 

e Recommends and identifies uses for engineer support in survivability operations through 
the sequence of command and staff actions. 

e Evaluates terrain to determine the best areas for construction of survivability systems. 


Joint Responsibilities 


Based on knowledge of fighting and protective position effectiveness and protection ability, the 
engineer continues to advise the maneuver commander on survivability matters following the 
location, construction, and/or repair of these positions. The engineer provides valuable 
information to aid in decision-making for deployment to alternate and supplementary positions 
and retrograde operations. The engineer keeps the maneuver commander informed on the level 
of fighting that the existing fighting and protective positions support, and what protection the 
covered routes provide when movement between positions occurs. 


STAFF OFFICERS' RESPONSIBILITIES 


The engineer staff officers' (Brigade Engineer, Assistant Division Engineer) responsibilities 
include Coordination of mobility, countermobility, survivability, and general engineering tasks 
on the battlefield. As a special member of the commander's staff, the engineer interacts with 
other staff personnel. This is accomplished by integrating survivability considerations with plans 
and actions of the other staff members. Staff responsibilities concerning survivability plans and 
execution are as follows. 


G2/S2 
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The G2/S2 is the primary staff officer for intelligence matters and has responsibility for 
collecting information on Threat operations and types and numbers of weapons used. Using all 
available intelligence sources to predict enemy choices for avenues of approach, the G2/S2 
assists in survivability emplacement. It is the responsibility of the G2/S2 to receive survivability 
emplacement records from the G3/S3, disseminate the information, and forward records to the 
senior theater Army engineer. 


G3/S3 


The G3/S3 has primary staff responsibility for all plans and operations, and also develops the 
defensive and fire support plans considering survivability and other engineering support. The 
G3/S3 also receives progress/ completion reports for survivability construction and emplacement 
and records this information in conjunction with mobility and countermobility records (for 
example, minefield and obstacle records). The G3/S3 works closely with the staff engineer to 
develop the engineer support plans for the commander. 


G4/S4 


The G4/S4 is the primary staff coordinator for the logistic support required for survivability 
tasks. The G4/S4 works closely with the staff engineer to insure that types and quantities of 
construction materials for survivability emplacements are available. The G4/S4 also coordinates 
with the engineer to supply additional transportation and equipment in accordance with the 
commander's priorities for engineer support. Engineers alone do not have the assets to haul all of 
the class VI material necessary for hardened survivability positions. 
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CHAPTER 3 
PLANNING POSITIONS 
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WEAPONS EFFECTS 


A fighting position is a place on the battlefield from which 
troops engage the enemy with direct and indirect fire weapons. 
The positions provide necessary protection for personnel, yet 
allow for fields of fire and maneuver. A protective position 
protects the personnel and/or material not directly involved 
with fighting the enemy from attack or environmental extremes. 
In order to develop plans for fighting and protective positions, 
five types of weapons, their effects, and their survivability 
considerations are presented. Air-delivered weapons such as 
ATGMs, laser-guided missiles, mines, and large bombs require 
Similar survivability considerations. 


DIRECT FIRE 


Direct fire projectiles are primarily designed to strike a 
target with a velocity high enough to achieve penetration. The 
chemical energy projectile uses some form of chemical heat and 
blast to achieve penetration. It detonates either at impact or 
when maximum penetration is achieved. Chemical energy 
projectiles carrying impact-detonated or delayed detonation 
high-explosive charges are used mainly for direct fire from 
systems with high accuracy and consistently good target 
acquisition ability. Tanks, antitank weapons, and automatic 
Cannons usually use these types of projectiles. 
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The kinetic energy projectile uses high velocity and mass 
(momentum) to penetrate its target. Currently, the hypervelocity 
projectile causes the most concern in survivability position 
design. The materials used must dissipate the projectile's 
energy and thus prevent total penetration. Shielding against 
direct fire projectiles should initially stop or deform the 
projectiles in order to prevent or limit penetration. 


Direct fire projectiles are further divided into the categories 
of ball and tracer, armor piercing and armor piercing 
incendiary, and high explosive (HE) rounds. 


Ball and Tracer 


Ball and tracer rounds are normally of a relatively small 

caliber (5.56 to 14.5 millimeters (mm)) and are fired from 
pistols, rifles, and machine guns. The round's projectile 

penetrates soft targets on impact at a high velocity. The 

penetration depends directly on the projectile's velocity, 
weight, and angle at which it hits. 


Armor Piercing and Armor Piercing Incendiary 


Armor piercing and armor piercing incendiary rounds are designed 
to penetrate armor plate and other types of homogeneous steel. 
Armor piercing projectiles have a special jacket encasing a hard 
core or penetrating rod which is designed to penetrate when 
fired with high accuracy at an angle very close to the 
perpendicular of the target. Incendiary projectiles are used 
principally to penetrate a target and ignite its contents. They 
are used effectively against fuel supplies and storage areas. 


High Explosive 


High explosive rounds include high explosive antitank (HEAT) 
rounds, recoilless rifle rounds, and antitank rockets. They are 
designed to detonate a shaped charge on impact. At detonation, 
an extremely high velocity molten jet is formed. This jet 
perforates large thicknesses of high-density material, continues 
along its path, and sets fuel and ammunition on fire. The HEAT 
rounds generally range in size from 60 to 120 mm. 


Survivability Considerations 
Direct fire survivability considerations include oblique impact, 


Or impact of projectiles at other than a perpendicular angle to 
the structure, which increases the apparent thickness of the 
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structure and decreases the possibility of penetration. The 
potential for ricochet off a structure increases as the angle of 
impact from the perpendicular increases. Designers of protective 
structures should select the proper material and design exposed 
surfaces with the maximum angle from the perpendicular to the 
direction of fire. Also, a low structure silhouette design makes 
a structure harder to engage with direct fire. 


INDIRECT FIRE 


Indirect fire projectiles used against fighting and protective 
positions include mortar and artillery shells and rockets which 
cause blast and fragmentation damage to affected structures. 


Blast 


Blast, caused by the detonation of the explosive charge, creates 
a shock wave which knocks apart walls or roof structures. 
Contact bursts cause excavation cave-in from ground shock, or 
structure collapse. Overhead bursts can buckle or destroy the 
roof. 


Blasts from high explosive shells or rockets can occur in three 
ways: 


e Overhead burst (fragmentation from an artillery airburst 
shell). 

e Contact burst (blast from an artillery shell exploding on 
impact). 

e Delay fuse burst (blast from an artillery shell designed to 
detonate after penetration into a target). 


The severity of the blast effects increases as the distance from 
the structure to the point of impact decreases. Delay fuse 
bursts are the greatest threat to covered structures. Repeated 
surface or delay fuse bursts further degrade fighting and 
protective positions by the cratering effect and soil discharge. 
Indirect fire blast effects also cause concussions. The shock 
from a high explosive round detonation causes headaches, 
nosebleeds, and spinal and brain concussions. 

Fragmentation 


Fragmentation occurs when the projectile disintegrates, 
producing a mass of high-speed steel fragments which can 
perforate and become imbedded in fighting and protective 
positions. The pattern or distribution of fragments greatly 
affects the design of fighting and protective positions. 
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Airburst of artillery shells provides the greatest unrestricted 
distribution of fragments. Fragments created by surface and 
delay bursts are restricted by obstructions on the ground. 


Survivability Considerations 


Indirect fire survivability from fragmentation requires 
shielding similar to that needed for direct fire penetration. 


NUCLEAR 


Nuclear weapons effects are classified as residual and initial. 
Residual effects (such as fallout) are primarily of long-term 
concern. However, they may seriously alter the operational plans 
in the immediate battle area. The figure below of tactical 
nuclear weapons shows how the energy released by detonation of a 
tactical nuclear explosion is divided. Initial effects occur in 
the immediate area shortly after detonation and are the most 
tactically significant since they cause personnel casualties and 
material damage within the immediate time span of any operation. 
The principal initial casualty producing effects are blast, 
thermal radiation (burning), and nuclear radiation. Other 
initial effects, such as electromagnetic pulse (EMP) and 
transient radiation effects on electronics (TREE), affect 
electrical and electronic equipment. 
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Blast from nuclear bursts overturns and crushes equipment, 
collapses lungs, ruptures eardrums, hurls debris and personnel, 
and collapses positions and structures. 


Thermal Radiation 


Thermal radiation sets fire to combustible materials, and causes 
flash blindness or burns in the eyes, as well as personnel 
casualties from skin burns. 


Nuclear Radiation 


Nuclear radiation damages cells throughout the body. This 
radiation damage may cause the headaches, nausea, vomiting, and 
diarrhea generally called "radiation sickness". The severity of 
radiation sickness depends on the extent of initial exposure. 
The figure below shows the relationship between dose of nuclear 
radiation and distance from ground zero for a 1-kiloton weapon. 
Once the dose is known, initial radiation effects on personnel 
are determined from the table below. Radiation in the body is 
cumulative. 
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Initial Eadintion Effects on Personnel 
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Nuclear radiation is the dominant casualty producing effect of 
low-yield tactical nuclear weapons. But other initial effects 
may produce significant damage and/or casualties depending on 
the weapon type, yield, burst conditions, and the degree of 
personnel and equipment protection. The figure on Tactical radii 
shows tactical radii of effects for nominal 1-kiloton weapons. 
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Electromagnetic pulse 


Electromagnetic pulse (EMP) damages electrical and electronic 
equipment. It occurs at distances from the burst where other 
nuclear weapons effects produce little or no damage, and it 
lasts for less than a second after the burst. The pulse also 
damages vulnerable electrical and electronic equipment at ranges 
up to 5 kilometers for a 10-kiloton surface burst, and hundreds 
of kilometers for a similar high-altitude burst. 


Survivability Considerations 


Nuclear weapons survivability includes dispersion of protective 
positions within a suspected target area. Deep-covered positions 
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will minimize the danger from blast and thermal radiation. 
Personnel should habitually wear complete uniforms with hands, 
face, and neck covered. Nuclear radiation is minimized by 
avoiding the radioactive fallout area or remaining in deep- 
covered protective positions. Examples of expedient protective 
positions against initial nuclear effects are shown on the chart 
below. Additionally, buttoned-up armor vehicles offer limited 
protection from nuclear radiation. Removal of antennae and 
placement of critical electrical equipment into protective 
positions will reduce the adverse effects of EMP and TREE. 
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CHEMICAL 


Toxic chemical agents are primarily designed for use against 
personnel and to contaminate terrain and material. Agents do not 
destroy material and structures, but make them unusable for 
periods of time because of chemical contaminant absorption. The 
duration of chemical agent effectiveness depends on- 


e Weather conditions. 

e Dispersion methods. 

e Terrain conditions. 

e Physical properties. 

e Quantity used. 

e Type used (nerve, blood, or blister). 


Field Manual 21-40 provides chemical agent details and 
characteristics. Since the vapor of toxic chemical agents is 
heavier than air, it naturally tends to drift to the lowest 
corners or sections of a structure. Thus, low, unenclosed 
fighting and protective positions trap chemical vapors or 
agents. Because chemical agents saturate an area, access to 
positions without airlock entrance ways is limited during and 
after an attack, since every entering or exiting soldier brings 
contamination inside. 

Survivability Considerations 


Survivability of chemical effects includes overhead cover of any 
design that delays penetration of chemical vapors and biological 
aerosols, thereby providing additional masking time and 
protection against direct liquid contamination. Packing 
materials and covers are used to protect sensitive equipment. 
Proper use of protective clothing and equipment, along with 
Simply avoiding the contaminated area, aids greatly in chemical 
survivability. 


SPECIAL PURPOSE 


Fuel-air munitions and flamethrowers are considered special- 
purpose weapons. Fuel-air munitions disperse fuel into the 
atmosphere forming a fuel-air mixture that is detonated. The 
fuel is usually contained in a metal canister and is dispersed 
by detonation of a central burster charge carried within the 
Canister. Upon proper dispersion, the fuel-air mixture is 
detonated. Peak pressures created within the detonated cloud 
reach 300 pounds per square inch (psi). Fuel-air munitions 
create large area loading on a structure as compared to 
localized loadings caused by an equal weight high explosive 
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charge. High temperatures ignite flammable materials. 
Flamethrowers and napalm produce intense heat and noxious gases 
which can neutralize accessible positions. The intense flame may 
also exhaust the oxygen content of inside air causing 
respiratory injuries to occupants shielded from the flaming 
fuel. Flame is effective in penetrating protective positions. 


Survivability Considerations 


Survivability of special purpose weapons effects includes 
covered positions with relatively small apertures and closable 
entrance areas which provide protection from napalm and 
flamethrowers. Deep-supported tunnels and positions provide 
protection from other fuel-air munitions and explosives. 


CONSTRUCTION MATERIALS 


Before designing fighting and protective positions, it is 
important to know how the previously-described weapons affect 
and interact with various materials that are fired upon. The 
materials used in fighting and protective position construction 
act as either shielding for the protected equipment and 
personnel, structural components to hold the shielding in place, 
or both. 


SHIELDING MATERIALS 


Shielding provides protection against penetration of both 
projectiles and fragments, nuclear and thermal radiation, and 
the effects of fire and chemical agents. Various materials and 
amounts of materials provide varying degrees of shielding. Some 
of the more commonly used materials and the effects of both 
projectile and fragment penetration in these materials, as well 
as nuclear and thermal radiation suppression, are discussed in 
the following paragraphs. (Incendiary and chemical effects are 
generalized from the previous discussion of weapons effects. ) 
The following three tables contain shielding requirements of 
various materials to protect against direct hits by direct fire 
projectiles, direct fire high explosive (HE) shaped charges, and 
indirect fire fragmentation and blast . The table below lists 
nuclear protection factors associated with earth cover and 
sandbags. 


3-11 


FM 5-103 


3-12 


Fanterisd 
Sold wed a7" , 


Brick manonry 
Gomoreare ma 


tainforced'* - 


Lomprata 
rernfarcad 


Stone misoery 
Tin bar: 


Wow - 


Walle of Inote 
macarlal bo- 
bear ds*" 
Belch rubs 
Clay, dry 


Gitavet- eirra ll 
suahed rock 
Lourh. try 


Gast my 


endings, filler 

with ‘ 
Binge ru bbe 
Cry, dry 


Gravely small 
ecu mhee] rock 
Lee, dey 


Bond. dry 


Partpate of 
Chay 


ebidih 


Sand 


Sriinw ard lew 
Frocun anu 
Frage gail 
loarrates lice # 

ABGO gece: 
Taepeed src 
Unpacked 

snow 


Material Thhekness, In Toche, Rauired te Protect 
Agalnet Direct Hite by Direct Fire Projectiles 


"falar end) | Anihpak . we .o mS 
Machine Gun Alife Zemm- Wien 2: ikem | em 
{7 .d2-oomt (?&om] Anu Aileen Ge ree 
Fine’ BE Fira at Fre at Fire gt. Firat mt BBD bg 
100 yd 100 yd 200 yal Moy). aed LO ve 
18. at 30 ct : 
12 18 2a ad ak . 64 
a 12 18 aa - . a 
1 1H al ag fe er 
a6 ai 
a4 a8 44 
T2 zd ao Liat T2 
Ag 43 : os .- 
12 zt a0 Li Fr ' 
24 ab ae 
13 ae ca) €0o Ti 
70 a a Bt ria) 
40 al E _ 
20 a4 40 Ba . Fad 
HH La 40 z ; - 
a aa La Th 
Ag &p : : : 
a0 30 Li = i 
24 36 az - - 
Ba 60 7 : 
Z4 re = : : 
14 18 : : rn 
72 7 : : - 7 
Tea 1é0 - - 


* Ores Fost Fae shots. 
"2 THickbessed (0 neared iL 
77" SUG pa Gancrece. 


Wate: Exon hon eneotod, proce th oes orn fine a eioglo chotonly, Wong wq pone 
CIA Ce ‘V8 OFS 8 SSCL ee propel 19 Ce eee Bee, The Pe uad PPstacdike wicked ss ie 
app eimatshy iaite that inditated. Wwher co valugs ora gern, mataceal is mck 
Dee Liigdmtgc,. 


Femuark: 


anc 


Pain foamed: 
foncrete walls . 


Semucturaly reir: 
forced Wilh Boel 

Values are gu Oe 
enky 

Walled are gu oe 
ony 

Volute ae _U Bog 
anly 


Aang 
Add 1 G05) to thics- 
Hardee 
ae ? 


Add 50% to track- 
ce a LL | 
Add TCR bia bP 1Gk- 


“nes dw 


Hana 
ad TOO to hick - 
qess il vet 


inne 

Add Se to chick: 
V8S5 17 OT 

fed 1 001%. tro -hirks 
1835 Wavet 


Add 100% to shick- 

“Be .| We 

Add BE ee hick. 
ters lower 

dd bP no shck- 
eee ad bare 


Reng, 
Kona 


Parma 
Rare 


hus 


Matanal 
ASIII IMU 
Concryte 
Gar and le 


Ae 


Smow, packed 


Soil 
Sai, fozer 
Spel 


Wood, dry; 


Afood, Qreem 


Note: Thictnesses assume: ecrocmdicular mipeéct. 


Indl cect Fire Feagmentathn and Blast Exploding 50 Fort Away 


Matecdal 

Salid valle 
Brick mascnry 
Conarote 
Gore ete, ieintonmed 
Timber 


Warls of lege meet ial 
Bateeen boars 

Breck wubb 

Carth® 

Gravel. sere! stones 


Saadhages. filled with 
Brrk rutek 
Clay" 
Grayel, sreall ylowey, 
£oil 
Buri 


LOWSE ga rdpais oF 
Liaye 
Sand* 


Snow 
Tamoed 
Unpecked 


Niateria'Thic hess, in Inches, Required to Protect 
Against Darect Fire HE Shaped -Charge 


7imm 
RGLF 


dG 
46 
40 
46 
ee 
1 OH 
£0 
iq 
130 
0 


Ba.onmh 
RCLA 


24 
24 
1B 
24 
156 
65 
ay 
14 
72 
Fa] 


34 
a0 
2d 
td 
156 


RS-nam 


RPG-T 


07erm 


RCLA 


Materlal Thkkness, Inches, Required to Protect Against 


Mortars 
a2-mm 


ot sf 


lz 
10 


at 
ag 


1Zomm 


he a ay 


ha ha ni 


a0 
60) 


7 Double va ves if natectal is saturated. 


Note: Where oo waluce ere giges, moter ul ig ne: rg¢gemn:ansed. 


122-mm_ HE Shall: 
123-mm 162-mm 100-I5 


Aocket 


#z 


Bom 


a6 
24 


ahh 


Or 
a6 


‘2 t-erm 
Sagar 


a6 
qd6 


a 
ATH 


36 
44 
ig 
1cK 
65 


1.000-Nb 
7 
18 
18 
du 


a 


gg 


a0 
BO 


40 
40 


aa 


FM 5-103 


3-13 


FM 5-103 


Shkelding Yalues of Earth Cover and Sandbags fora 
Hypothetical 2,400- rads (cGy) Free-In-Ale Dose 


Radiation Protection Resulting Dose 
Tyea of Protectior Facto: race. 


Saldiar in open Here 2,00 


Earth Cover 


Saldier in 4-ft-deep ope position 5 200 
With & in of earth cower 1? 200 
With 12 in of eanh cover z4 100 
With 12 in of each cover ts BO 
With 4 oF earn cover oe 20 


hand- and Glay- Filed Sasdpaga 


SOIC In 4-Tl-Aeep ee POSEN 4 HA? 
with 7 layer of sendbegs (4 int 1c 1a0 
woh 2 bayer of carnibe gs (8 an ae TS 
with dhoyer of sandbags 112 im 64 el 

Soil 


Direct fire and indirect fire fragmentation penetration in soil 
or other similar granular material is based on three 
considerations: for materials of the same density, the finer the 
grain the greater the penetration; penetration decreases with 
increase in density; and penetration increases with increasing 
water content. Nuclear and thermal radiation protection of soil 
is governed by the following: 


e The more earth cover, the better the shielding. Each layer 
of sandbags filled with sand or clay reduces transmitted 
radiation by 50 percent. 

e Sand or compacted clay provides better radiation shielding 
than other soils which are less dense. 

e Damp or wet earth or sand provides better protection than 
dry material. 

e Sandbags protected by a top layer of earth survive thermal 
radiation better than exposed bags. Exposed bags may burn, 
spill their contents, and become susceptible to the blast 
wave. 


Steel 


Steel is the most commonly used material for protection against 
direct and indirect fire fragmentation. Steel is also more 
likely to deform a projectile as it penetrates, and is much less 
likely to span than concrete. Steel plates, only i/6 the thickness 
of concrete, afford equal protection against nondeforming 
projectiles of small and intermediate calibers. Because of its 
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high density, steel is five times more effective in initial 
radiation suppression than an equal thickness of concrete. It is 
also effective against thermal radiation, although it transmits 
heat rapidly. Many field expedient types of steel are usable for 
shielding. Steel landing mats, culvert sections, and steel 
drums, for example, are effectively used in a structure as one 
of several composite materials. Expedient steel pieces are also 
used for individual protection against projectile and fragment 
penetration and nuclear radiation. 


Concrete 


When reinforcing steel 1s used in concrete, direct and indirect 
fire fragmentation protection is excellent. The reinforcing 
helps the concrete to remain intact even after excessive 
cracking caused by penetration. When a near miss shell explodes, 
its fragments travel faster than its blast wave. If these 
fragments strike the exposed concrete surfaces of a protective 
position, they can weaken the concrete to such an extent that 
the blast wave destroys it. When possible, at least one layer of 
sandbags, placed on their short ends, or 15 inches of soil 
should cover all exposed concrete surfaces. An additional 
consequence of concrete penetration is spalling. If a projectile 
partially penetrates concrete shielding, particles and chunks of 
concrete often break or scab off the back of the shield at the 
time of impact. These particles can kill when broken loose. 
Concrete provides excellent protection against nuclear and 
thermal radiation. 


Rock 


Direct and indirect fire fragmentation penetration into rock 
depends on the rock's physical properties and the number of 
joints, fractures, and other irregularities contained in the 
rock. These irregularities weaken rock and can increase 
penetration. Several layers of irregularly-shaped rock can 
change the angle of penetration. Hard rock can cause a 
projectile or fragment to flatten out or break up and stop 
penetration. Nuclear and thermal radiation protection is limited 
because of undetectable voids and cracks in rocks. Generally, 
rock is not as effective against radiation as concrete, since 
the ability to provide protection depends on the rock's density. 


Brick and Masonry 


Direct and indirect fire fragmentation penetration into brick 
and masonry have the same protection limitations as rock. 
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Nuclear and thermal radiation protection by brick and masonry is 
1.5 times more effective than the protection afforded by soil. 
This characteristic is due to the higher compressive strength 
and hardness properties of brick and masonry. However, since 
density determines the degree of protection against initial 
radiation, unreinforced brick and masonry are not as good as 
concrete for penetration protection. 


Snow and Ice 


Although snow and ice are sometimes the only available materials 
in certain locations, they are used for shielding only. Weather 
could cause structures made of snow or ice to wear away or even 
collapse. Shielding composed of frozen materials provides 
protection from initial radiation, but melts if thermal 
radiation effects are strong enough. 


Wood 


Direct and indirect fire fragmentation protection using wood is 
limited because of its low density and relatively low 
compressive strengths. Greater thicknesses of wood than of soil 
are needed for protection from penetration. Wood is generally 
used as structural support for a survivability position. The low 
density of wood provides poor protection from nuclear and 
thermal radiation. Also, with its low ignition point, wood is 
easily destroyed by fire from thermal radiation. 


Other Materials 


Expedient materials include steel pickets, landing mats, steel 
culverts, steel drums, and steel shipping consolidated express 
(CONEX) containers. Chapter 4 discusses fighting and protective 
positions constructed with some of these materials. 


STRUCTURAL COMPONENTS 


The structure of a fighting and protective position depends on 
the weapon or weapon effect it is designed to defeat. All 
fighting and protective positions have some configuration of 
floor, walls, and roof designed to protect material and/or 
occupants. The floor, walls, and roof support the shielding 
discussed earlier, or may in themselves make up that shielding. 
These components must also resist blast and ground shock effects 
from detonation of high explosive rounds which place greater 
stress on the structure than the weight of the components and 
the shielding. Designers must make structural components of the 
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positions stronger, larger, and/or more numerous in order to 
defeat blast and ground shock. Following is a discussion of 
materials used to build floors, walls, and roofs of positions. 


Floors 


Fighting and protective position floors are made from almost any 
material, but require resistance to weathering, wear, and 
trafficability. Soil is most often used, yet is least resistant 
to water damage and rutting from foot and vehicle traffic. Wood 
pallets, or other field-available materials are often cut to fit 
floor areas. Drainage sumps, shown below, or drains are also 
installed when possible. 
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Walls 


Walls of fighting and protective positions are of two basic 
types-below ground (earth or revetted earth) and aboveground. 
Below ground walls are made of the in-place soil remaining after 
excavation of the position. This soil may need revetment or 
Support, depending on the soil properties and depth of cut. When 
used to support roof structures, earth walls must support the 
roof at points no less than one fourth the depth of cutout from 
the edges of excavation, as shown. 
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Aboveground walls are normally constructed for shielding from 
direct fire and fragments. They are usually built of revetted 
earth, sandbags, concrete, or other materials. When constructed 
to a thickness adequate for shielding from direct fire and 
fragments, they are thick and stable enough for roof support. 
Additional details on wall design are given in FM 5-35. 


Roofs 


Roofs of fighting and protective positions are easily designed 
to support earth cover for shielding from fragments and small 
caliber direct fire. However, contact burst protection requires 
much stronger roof structures and, therefore, careful design. 
Roofs for support of earth cover shielding are constructed of 
almost any material that is usually used as beams or stringers 
and sheathing. The first two tables present guidelines for 
wooden roof structures (for fragment shielding only). A third 
table 1s converting dimensioned to round timber. The tables on 
Maximum Span are pertaining to steel pickets and landing mats 
for roof supports (for fragment shielding only). 
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Fifer nn pan of Stee! Picket Foof Supports for Sandbag Lryers 


Number of Sandbag Layers Span Length, fi 
3 6 5 
Siaglé-Ploket Beams Carter-to-Center Spacing. in 
2 7 7 6 
0 0 Es] 4 
10 4d 4 a 
1B a a z 
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# 7 7 T 
B 7 ? i 
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"sed with open side down. 
** Two pickats are welded together avery & inches along the 
span to form box bean. 


Maximum Span of Inverted Landing Mats (M#Ai1} 
for Recf Fupperts: 


Numberof fondbog Layors Span Langth. *t 
2 10 
5 4 
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156 4 
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When roof structures are designed to defeat contact bursts of 
high explosive projectiles, substantial additional roof 
protection is required. The table on defeat contact bursts gives 
basic design criteria for a roof. Appendix B of this manual 
describes a procedure for overhead cover design to defeat 
contact burst of high explosive projectiles. 


POSITION CATEGORIES 
Seven categories of fighting and protective positions or 
components of positions that are used together or separately 
are- 
e Holes and simple excavations. 


e Trenches. 
e Tunnels. 
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e Earth parapets. 

e Overhead cover and roof structures. 
e Triggering screens. 

e Shelters and bunkers. 


HOLES AND SIMPLE EXCAVATIONS 


Excavations, when feasible, provide good protection from direct 
fire and some indirect fire weapons effects. Open excavations 
have the advantages of- 


e Providing good protection from direct fire when the 
occupant would otherwise be exposed. 

e Permitting 360-degree observation and fire. 

e Providing good protection from nuclear weapons effects. 


Open excavations have the disadvantages of - 


e Providing limited protection from direct fire while the 
occupant is firing a weapon, since frontal and side 
protection is negligible. 

e Providing relatively no protection from fragments from 
overhead bursts of artillery shells. The larger the open 
excavation, the less the protection from artillery. 

e Providing limited protection from chemical effects. In some 
cases, chemicals concentrate in low holes and excavations. 


TRENCHES 


Trenches provide essentially the same protection from 
conventional, nuclear, and chemical effects as the other 
excavations described, and are used almost exclusively in 
defensive areas. They are employed as protective positions and 
used to connect individual holes, weapons positions, and 
shelters. They provide protection and concealment for personnel 
moving between fighting positions or in and out of the area. 
They are usually open excavations, but sections are sometimes 
covered to provide additional protection. Trenches are difficult 
to camouflage and are easily detected from the air. 


Trenches, like other positions, are developed progressively. As 
a general rule, they are excavated deeper than fighting 
positions to allow movement without exposure to enemy fire. It 
is usually necessary to provide revetment and drainage for them. 


TUNNELS 
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Tunnels are not frequently constructed in the defense of an area 
due to the time, effort, and technicalities involved. However, 
they are usually used to good advantage when the length of time 
an area is defended justifies the effort, and the ground lends 
itself to this purpose. The decision to build tunnels also 
depends greatly on the nature of the soil, which is usually 
determined by borings or similar means. Tunneling in hard rock 
is slow and generally impractical. Tunnels in clay or other soft 
soils are also impractical since builders must line them 
throughout to prevent collapse. Therefore, construction of 
tunneled defenses is usually limited to hilly terrain, steep 
hillsides, and favorable soils including hard chalk, soft 
sandstone, and other types of hard soil or soft rock. 


In the tunnel system shown, the soil was generally very hard and 
only the entrances were timbered. The speed of excavation using 
hand tools varied according to the soil, and seldom exceeded 25 
feet per day. In patches of hard rock, as little as 3 feet were 
excavated per day. Use of power tools did not significantly 
increase the speed of excavation. Engineer units, assisted by 
infantry personnel, performed the work. Tunnels of the type 
shown are excavated up to 30 feet below ground level. They are 
usually horizontal or nearly so. Entrances are strengthened 
against collapse under shell fire and ground shock from nuclear 
weapons. The first 16% feet from each entrance should have 
frames using 4 by 4s or larger timber supports. 
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Untimbered tunnels are generally 31% feet wide and 5 to 6 1/2 
feet high. Once beyond the portal or entrance, tunnels of up to 
this size are unlimbered if they are deep enough and the soil 
will stand open. Larger tunnels must have shoring. Chambers 
constructed in rock or extremely hard soil do not need timber 
supports. If timber is not used, the chamber is not wider than 
6% feet; if timbers are used, the width can increase to 10 feet. 
The chamber is generally the same height as the tunnel, and up 
to 13 feet long. 


Grenade traps are constructed at the bottom of straight lengths 
where they slope. This is done by cutting a recess about 3% feet 
deep in the wall facing the inclining floor of the tunnel. 


Much of the spoil from the excavated area requires disposal and 
concealment. The volume of spoil is usually estimated as one 
third greater than the volume of the tunnel. Tunnel entrances 
need concealment from enemy observation. Also, it is sometimes 
necessary during construction to transport spoil by hand through 
a trench. In cold regions, air warmer than outside air may rise 
from a tunnel entrance thus revealing the position. 
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The danger that tunnel entrances may become blocked and trap the 
occupants always exists. Picks and shovels are placed in each 
tunnel so that trapped personnel can dig their way out. 
Furthermore, at least two entrances are necessary for 
ventilation. Whenever possible, one or more emergency exits are 
provided. These are usually small tunnels with entrances 
normally closed or concealed. A tunnel is constructed from 
inside the system to within a few feet of the surface so that an 
easy breakthrough is possible. 


EARTH PARAPETS 


Excavations and trenches are usually modified to include front, 
rear, and side earth parapets. Parapets are constructed using 
spoil from the excavation or other materials carried to the 
Site. Frontal, side, and rear parapets greatly increase the 
protection of occupants firing their weapons. Thicknesses 
required for parapets vary according to the material's ability 
to deny round penetration. 


Parapets are generally positioned as shown below to allow full 
frontal protection, thus relying on mutual support of other 
firing positions. Parapets are also used as a single means of 
protection, even in the absence of excavations. 


Parapet? used for frontal protection relymg on mutual support 


OVERHEAD COVER AND ROOF STRUCTURES 


Fighting and protective positions are given overhead cover 
primarily to defeat indirect fire projectiles landing on or 
exploding above them. Defeat of an indirect fire attack ona 
position, then, requires that the three types of burst 
conditions are considered. (Note: Always place a waterproof 
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layer over any soil cover to prevent it from gaining moisture or 
weathering. ) 


Overhead Burst (Fragments) 


Protection against fragments from airburst artillery is provided 
by a thickness of shielding required to defeat a certain size 
shell fragment, supported by a roof structure adequate for the 
dead load of the shielding. This type of roof structure is 
designed using the thicknesses to defeat fragment penetration 
given in the table on Indirect Fire Fragmentation and Blast. As 
a general guide, fragment penetration protection always requires 
at least 11/2 feet of soil cover. For example, to defeat 
fragments from a 120-mm mortar when available cover material is 
sandbags filled with soil, the cover depth required is 1% feet. 
Then, the Maximum Span table shows that support of the 1% feet 
of cover (using 2 by 4 roof stringers over a 4-foot span) 
requires 16-inch center-to-center spacing of the 2 by 4s. This 
example is shown below. 
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Contact Burst 


Protection from contact burst of indirect fire HE shells 
requires much more cover and roof structure support than does 
protection from fragmentation. The type of roof structure 
necessary is given in the following table. For example, if a 
position must defeat the contact burst of an 82-mm mortar, the 
table provides multiple design options. If 4 by 4 stringers are 
positioned on 9-inch center-to-center spacings over a span of 8 
feet, then 2 feet of soil (loose, gravelly sand) is required to 
defeat the burst. Appendix B outlines a step-by-step design and 
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reverse design analysis procedure for cover protection of 
various materials to defeat contact bursts. 


Ceater-de Center Spacing for Waod Supporting 
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Canter-to-Carntar Spacing for Wood Supporting 
Sai Covar to Defeat Centact Bursts (Continued) 


For Defeat of 162-mm Cantact Burst 
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Delay Fuse Burst 


Delay fuse shells are designed to detonate after penetration. 
Protection provided by over-head cover is dependent on the 
amount of cover remaining between the structure and the shell at 
the time of detonation. To defeat penetration of the shell, and 
thus cause it to detonate with a sufficient cover between it and 
the structure, materials are added on top of the overhead cover. 


If this type of cover is used along with contact. burst 
protection, the additional materials (such as rock or concrete) 
are added in with the soil unit weight when designing the 
contact burst cover structure. 


TRIGGERING SCREENS 


Triggering screens are separately built or added on to existing 
structures used to activate the fuse of an incoming shell at a 
"standoff' distance from the structure. The screen initiates 
detonation at a distance where only fragments reach the 
structure. A variety of materials are usually used to detonate 
both super-quick fuzed shells and delay fuse shells up to and 
including 130 mm. Super-quick shell detonation requires only 
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enough material to activate the fuse. 


Delay shells require more 


material to both limit penetration and activate the fuse. 


Typical standoff framing is shown below. 


Typical standoff framing with dimensioned wood triggering screen 
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The second table below lists required thicknesses for 


various materials to defeat fragments if the triggering screen 
is 10 feet from the structure. 
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Defeating Delay Fuzes 


Delay fuzes are defeated by various thicknesses of protective 
material. The table below lists type and thickness of materials 
required to defeat penetration of delay fuse shells and cause 
their premature detonation. These materials are usually added to 
positions designed for contact burst protection. One method to 
defeat penetration and ensure premature shell detonation is to 
use layers of large stones. The figure below shows this added 
delay fuse protection on top of the contact burst protection 
designed in appendix B. The rocks are placed in at least three 
layers on top of the required depth of cover for the expected 
shell size. The rock size is approximately twice the caliber of 
the expected shell. For example, the rock size required to 
defeat 82-mm mortar shell penetration is 2 x 82 mm = 164 mm (or 
6% inches). 
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In some cases, chain link fences also provide some standoff 
protection when visibility is necessary in front of the standoff 
and when positioned as shown. However, the fuse of some incoming 
shells may pass through the fence without initiating the firing 
mechanism. 


SHELTERS AND BUNKERS 


Protective shelters and fighting bunkers are usually constructed 
uSing a combination of the components of positions mentioned 
thus far. Protective shelters are primarily used as- 


e Command posts. 

e Observation posts. 

e Medical aid stations. 

e Supply and ammunition shelters. 
e Sleeping or resting shelters. 
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Protective shelters are usually constructed aboveground, using 
cavity wall revetments and earth-covered roof structures, or 


they are below ground using sections that are airtransportable. 


Fighting bunkers are enlarged fighting positions designed for 
squad-size units or larger. They are built either aboveground or 
below ground and are usually made of concrete. However, some are 


prefabricated and transported forward to the battle area by 
trucks or air. 


If shelters and bunkers are properly constructed with 
appropriate collective protection equipment, they can serve as 
protection against chemical and biological agents. 
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CONSTRUCTION METHODS 
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For individual and crew-served weapons fighting 

and protective position construction, hand tools 

are available. The individual soldier carries an Retaining wall ravatment 
entrenching tool and has access to picks, shovels, 

machetes, and hand carpentry tools for use in 

individual excavation and vertical construction Phekes andside spamatn 
work. Haadars 


Earthmoving equipment and 
explosives are used for excavating 
protective positions for vehicles ‘| 
and supplies. Earthmoving —S 
equipment, including backhoes, SECTION 
bulldozers, and bucket loaders, 

are usually used for larger or 

more rapid excavation when the 

Situation permits. Usually, these 

machines cannot dig out the exact Joints broken 
shape desired or dig the amount of 
earth necessary. The excavation is 
usually then completed by hand. 
Descriptions and capabilities of 
US survivability equipment are 


ELEYATION 


given in appendix A. See 
Methods of construction include 

sandbagging, explosive excavation, 

and excavation revetments. SP eidichoce wri Headers 


SANDBAGGING 


Walls of fighting and protective 
positions are built of sandbags in 
much the same way bricks are used. . 

Sandbags are also useful for BEST ereveuey 
retaining wall revetments as shown 

on the right. 


a_i = 


The sandbag is made of an acrylic fabric and is rot and weather 
resistant. Under all climatic conditions, the bag has a life of 
at least 2 years with no visible deterioration. (Some older- 
style cotton bags deteriorate much sooner.) The useful life of 
sandbags is prolonged by filling them with a mixture of dry 
earth and portland cement, normally in the ratio of 1 part of 
cement to 10 parts of dry earth. The cement sets as the bags 
take on moisture. A 1:6 ratio is used for sand-gravel mixtures. 
As an alternative, filled bags are dipped in a cement-water 
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slurry. Each sandbag is then pounded with a flat object, such as 
a 2 by 4, to make the retaining wall more stable. 


As a rule, sandbags are used for revetting walls or repairing 
trenches when the soil is very loose and requires a retaining 
wall. A sandbag revetment will not stand with a vertical face. 
The face must have a slope of 1:4, and lean against the earth it 
is to hold in place. The base for the revetment must stand on 
firm ground and dug at a slope of 4:1. 


The following steps are used to construct a Expediant funnel for filling sandbags 
sandbag revetment wall such as the one shown. 


e The bags are filled about 
three-fourths full with 
earth or a dry soil-cement 
mixture and the choke 
cords are tied. 

e The bottom corners of the 
bags are tucked in after 
filling. 

e The bottom row of the 
revetment is constructed 
by placing all bags as 
headers. The wall is built 
using alternate rows of 
stretchers and headers 
with the joints broken 
between courses. The top 
row of the revetment wall 
consists of headers. 

e Sandbags are positioned so 
that the planes between 
the layers have the same 
pitch as the base-at right 
angles to the slope of the 
revetment. 

e All bags are placed so 
that side seams on 
stretchers and choked ends 
on headers are turned 
toward the revetted face. 

e As the revetment is built, 
it is backfilled to shape 
the revetted face to this 
slope. 
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Often, the requirement for filled sandbags far exceeds the 
Capabilities of soldiers using only shovels. If the bags are 
filled from a stockpile, the job is performed easier and faster 
by using a lumber or steel funnel as shown on the right. 


EXPLOSIVE EXCAVATION 


Explosive excavation is done by placing charges in boreholes in 
a particular pattern designed to excavate a certain dimensioned 
hole. Boreholes are dug to a depth two thirds that of desired 
excavation. The holes are spaced no farther apart than twice 
their depth, and no closer to the desired perimeter than the 
depth of the borehole. 


The boreholes are dug with posthole diggers, hand augers, or 
with 15-or 40-pound shaped charges. The holes are backfilled and 
tamped. Borehole sizes made with shaped charges are listed in 
the first table below. Boreholes made with shaped charges may 
need additional digging or partial filling and tamping to 
achieve a desired depth. When setting explosives, the charges 
are placed in the borehole with two thirds of the charge at the 
bottom and one third halfway down. The charges are then tamped. 
The second table below lists the pounds of explosive needed ina 
sandy clay soil per depth of borehole. 


Averages Deorehcle Sizes Wlade ty Shaped Chargess 


hil aiarial Distanca. in Depth, tt ” Diamater, in Daptn, ~ Diemneter, in 
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Amoun; of Explosive Reocuired for Blasting Crabra 


Amount of fapyase Aequired for Bissnnag Crarars 
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Because soil type and explosive effectiveness vary, the quantity 
of explosive required may differ slightly from the amounts given 
in the previous table. A test hole is detonated to check the 
accuracy of the table in the specific soil condition. After 
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tamping and detonating the charges, the loose earth is removed 
and the position is shaped as desired. 


Rectangular Positions 


Borehole and charge location in rectangular position excavation 
shown below in the diagram is as follows: 


e The outline of position is marked on the ground. 

e Holes are located a borehole's depth inward from each of 
the four corners. 

e Additional holes are spaced along both sides at distances 
not exceeding two times the depth of the boreholes. 

e Inner rows are spaced equal distance from the outer rows at 
distances not exceeding two times the borehole depth. 

e Each row is staggered with respect to adjacent rows. 

e The calculated charge weight is doubled in all holes in 
interior rows. 


Boreholes fox rectangular positions 


Lo o- Length 
yy Widih 
5 - Gistence batween holes i7 row 
2% borahola depth 
H = Oistance betyge roe 
+ 2s burphaly dealh 


Information concerning the calculation of charge weights and the 
use Of prime cord or blasting caps is contained in FM 5-34 and 
FM 5-25, 


To create ramps for positions in relatively flat terrain using 
explosives, the lower portion is excavated as a rectangular 
position, as shown, and the upper end is excavated by hand. 
Charges are not placed closer than the borehole depth from the 
desired edge, and not farther than twice the borehole depth 
apart. Portions of the position less than 2 feet deep are 
usually excavated by hand. 
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Circular Positions 
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Circular positions are prepared with a circular 
arrangement of boreholes surrounding a 
borehole at the center of the position. Several 
concentric rings of holes are needed for large 
positions, and one ring or only one charge for 


small positions. The charge layout shown on the 


right is as follows: 


e The radius of the desired 
Circular position is 
determined. 

e The borehole depth is 
subtracted from the radius 
and a circle is inscribed 
on the ground with the new 
radius length. 

e The new radius length is 
divided by twice the 
borehole depth to determine 
the number of rings within 
the position. 

e Each additional ring is 
positioned at equal 
distances between the outer 
ring and the center of the 
position. 

e Boreholes are spaced equal 
distance along each ring. 
Each hole should not exceed 
twice the borehole depth 
from another hole on the 
ring. 

e The charge weight is 
doubled in all holes in the 
interior rings. 


When the position diameter does 
not exceed twice the borehole 
depth, a single charge placed at 
the center of the position is 
enough. When the position 
diameter is between two and four 
times the borehole depth, space 
three holes equal distance 
around the ring and omit the 
center hole. 
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Borehole for circular positions 
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Positions in Frozen Soil 
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In frozen soil, blasting requires about 1.5 to 2 times the 
number of boreholes and larger charges than those calculated for 
moderate climates. To determine the number of bore-holes needed, 
testing is performed before extensive excavation is attempted. 
For frozen soil, hole depth (d) should equal required depth of 
excavation. The required charge weight (w) is w = 0.06 d 3 
pounds, where (d) is in feet. 


Positions in Rocky Soil 


Boulders and rocks are removed by using blasting methods 
described in FM 5-25 or FM 5-34.These manuals also described 
similar activities for stump and tree root removal. 


EXCAVATION REVETMENTS 


Excavations in soil may require revetment to prevent side walls 
from collapsing. Several methods of excavation revetments are 
usually used to prevent wall collapse. 


Wall Sloping 


The need for revetment is sometimes avoided or postponed by 
sloping the walls of the excavation. In most soils, a slope of 
1:3 or 1:4 is sufficient. This method is used temporarily if the 
soil is loose and no revetting materials are available. The 
ratio of 1:3, for example, will determine the slope by moving 1 
foot horizontally for each 3 feet vertically. When wall sloping 
is used, the walls are first dug vertically and then sloped. 


Facing Revetments 


Facing revetments serve mainly to protect revetted surfaces from 
the effects of weather and occupation. It is used when soils are 
stable enough to sustain their own weight. This revetment 
consists of the revetting or facing material and the supports 
which hold the revetting material in place. The facing material 
is usually much thinner than that used in a retaining wall. 
Facing revetments are preferable to wall sloping since less 
excavation is required. The top of the facing is set below 
ground level. The facing is constructed of brushwood hurdles, 
continuous brush, poles, corrugated metal, plywood, or burlap 
and chicken wire. The following paragraphs describe the method 
of constructing each type. 


Brushwood Hurdle. A brushwood hurdle is a woven revetment unit 
usually 6% feet long and as high as the revetted wall. Pieces of 
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brushwood about 1 inch in diameter are weaved on a framework of 
sharpened pickets driven into the ground at 20-inch intervals. 
When completed, the 6 %-foot lengths are carried to the position 
where the pickets are driven in place. The tops of the pickets 
are tied back to stakes or holdfasts and the ends of the hurdles 
are wired together. 


Booth weed book 


Continuous Brush. A continuous brush revetment is constructed in 
place. Sharpened pickets 3 inches in diameter are driven into 
the bottom of the trench at 30-inch intervals and about 4 inches 
from the revetted earth face. The space behind the pickets is 
packed with small, straight brushwood laid horizontally. The 
tops of the pickets are anchored to stakes or holdfasts. 
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Contmacus brush revetment 


Earth face 
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Pole. A pole revetment is similar to the continuous brush 
revetment except that a layer of small horizontal round poles, 
cut to the length of the revetted wall, is used instead of 
brushwood. If available, boards or planks are used instead of 


poles because of quick installation. Pickets are held in place 
by holdfasts or struts. 
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Corrugated Metal Sheets or Plywood. A revetment of corrugated 
metal sheets or plywood is usually installed rapidly and is 
strong and durable. It is well adapted to position construction 
because the edges and ends of sheets or planks are lapped, as 
required, to produce a revetment of a given height and length. 
All metal surfaces are smeared with mud to reduce possible 
reflection of thermal radiation and aid in camouflage. Burlap 
and chicken wire revetments are similar to revetments made from 
corrugated metal sheets or plywood. However, burlap and chicken 
wire does not have the strength or durability of plywood or 
sheet metal in supporting soil. 


Types oF metal cv chen 


Corrugated mntal sheets Eudap and chitken elre 
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The revetment facing is usually supported by timber frames or 
pickets. Frames of dimensioned timber are constructed to fit the 
bottom and sides of the position and hold the facing material 


apart over the excavated width. 


Facing revetment supported 
by tim ber frames 
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METHOD OF PLACING STAKES 
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Pickets are driven into the ground on the position side of the 
facing material. The pickets are held tightly against the facing 
by bracing them apart across the width of the position. The size 
of pickets required and their spacing are determined by the soil 
and type of facing material used. Wooden pickets smaller than 3 
inches in diameter are not used. The maximum spacing between 
pickets is about 6% feet. The standard pickets used to support 
barbed wire entanglements are excellent for use in revetting. 
Pickets are driven at least 1% feet into the floor of the 
position. Where the tops of the pickets are anchored, an anchor 
stake or holdfast is driveninto the top of the bank and tied to 
the top of the picket. The distance between the anchor stake and 
the facing is at least equal to the height of the revetted face, 
with alternate anchors staggered and at least 2 feet farther 
back. Several strands of wire holding the pickets against the 
emplacement walls are placed straight and taut. A groove or 
channel is cut in the parapet to pass the wire through. 


SPECIAL CONSTRUCTION CONSIDERATIONS 
CAMOUFLAGE AND CONCEALMENT 


The easiest and most efficient method of preventing the 


targeting and destruction of a position or shelter is use of 
proper camouflage and concealment techniques. Major 
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considerations for camouflage use are discussed in appendix D. 
Following are some general guidelines for position construction. 


Natural concealment and good camouflage materials are used. When 
construction of a positions begins, natural materials such as 
vegetation, rotting leaves, scrub brush, and snow are preserved 
for use as camouflage when construction is completed. If 
explosive excavation is used, the large area of earth spray 
created by detonation is camouflaged or removed by first placing 
tarpaulins or scrap canvas on the ground prior to charge 
detonation. Also, heavy equipment tracks and impressions are 
disguised upon completion of construction. 


Fields of fire are not overcleared. In fighting position 
construction, clearing of fields of fire is an important 
activity for effective engagement of the enemy. Excessive 
clearing is prevented in order to reduce early enemy acquisition 
of the position. Procedures for clearing allow for only as much 
terrain modification as is needed for enemy acquisition and 
engagement. 


Concealment from aircraft is provided. Consideration is usually 
given to observation from the air. Action is taken to camouflage 
position interiors or roofs with fresh natural materials, thus 
preventing contrast with the surroundings. 


During construction, the position is evaluated from the enemy 
side. By far, the most effective means of evaluating concealment 
and camouflage is to check it from a suspected enemy avenue of 
approach. 


DRAINAGE 


Positions and shelters are designed to take advantage of the 
natural drainage pattern of the ground. They are constructed to 
provide for- 


e Exclusion of surface runoff. 

e Disposal of direct rainfall or seepage. 

e Bypassing or rerouting natural drainage channels if they 
are intersected by the position. 


In addition to using materials that are durable and resistant to 
weathering and rot, positions are protected from damage due to 
surface runoff and direct rainfall, and are repaired quickly 
when erosion begins. Proper position siting can lessen the 
problem of surface water runoff. Surface water is excluded by 
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excavating intercepted ditches uphill from a position or 
shelter. Preventing water from flowing into the excavation is 
easier than removing it. Positions are located to direct the 
runoff water into natural drainage lines. Water within a 
position or shelter is carried to central points by constructing 
longitudinal slopes in the bottom of the excavation. A very 
gradual slope of 1 percent is desirable. 

MAINTENANCE 


If water is allowed to stand in the bottom of an excavation, the 
position is eventually undermined and becomes useless. Sumps and 
drains are kept clean of silt and refuse. Parapets around 
positions are kept clear and wide enough to prevent parapet soil 
from falling into the excavation. When wire and pickets are used 
to support revetment material, the pickets may become loose, 
especially after rain. Improvised braces are wedged across the 
excavation, at or near floor level, between two opposite 
pickets. Anchor wires are tightened by further twisting. Anchor 
pickets are driven in farther to hold tightened wires. Periodic 
inspections of sandbags are made. 


REPAIRS 


If the walls are crumbling in at the top of an excavation 
(ground level), soil 1S cut out where it is crumbling (or until 
firm soil is reached). Sandbags or sod blocks are used to build 
up the damaged area. If excavation walls are wearing away at the 
floor level, a plank is placed on its edge or the brushwood is 
shifted down. The plank is held against the excavation wall with 
short pickets driven into the floor. If planks are used on both 
Sides of the excavation, a wedge is placed between the planks 
and earth is placed in the back of the planks. If an entire wall 
appears ready to collapse, the excavation is completely 
revetted. 


Excavation repair 


DAMAGE AT CROUND LEVEL 
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Before repair After rapair 


DAMAGE MESR FLOOR LEVEL 
SECURITY 


In almost all instances, fighting and protective positions are 
prepared by teams of at least two personnel. During 
construction, adequate frontal and perimeter protection and 
observation are necessary. Additional units are sometimes 
required to secure an area during position construction. Unit 
personnel can also take turns with excavating and providing 
security. 
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DESIGNING POSITIONS 
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BASIC DESIGN REQUIREMENTS 
WEAPON EMPLOYMENT 


While it is desirable for a fighting position to give maximum protection to personnel and 


equipment, primary consideration is always given to effective weapon use. In offensive combat 


operations, weapons are sited wherever natural or existing positions are available, or where 


weapon emplacement is made with minimal digging. 


COVER 


Positions are designed to defeat an anticipated threat. Protection against direct and indirect fire is 
of primary concern for position design. However, the effects of nuclear and chemical attack are 
taken into consideration if their use is suspected. Protection design for one type of enemy fire is 
not necessarily effective against another. The following three types of cover-frontal, overhead, 


and flank and rear-will have a direct bearing on designing and constructing positions. 


Frontal 
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Frontal cover provides protection from small caliber direct 

fire. Natural frontal protection such as large trees, rocks, logs, and rubble is best because 
enemy detection of fighting positions becomes difficult. However, if natural frontal protection is 
not adequate for proper protection, dirt excavated from the position (hole) is used. Frontal cover 
requires the position to have the correct length so that soldiers have adequate room; the correct 
dirt thickness (3 feet) to stop enemy small caliber fire; the correct height for overhead protection; 
and, for soldiers firing to the oblique, the correct frontal distance for elbow rests and sector 
stakes. Protection from larger direct fire weapons (for example, tank guns) is achieved by 
locating the position where the enemy cannot engage it, and concealing it so pinpoint location is 
not possible. Almost twice as many soldiers are killed or wounded by small caliber fire when 
their positions do not have frontal cover. 


Overhead 


Overhead cover provides protection from indirect fire 
fragmentation. When possible, overhead cover is always constructed to enhance 
protection against airburst artillery shells. Overhead cover is necessary because soldiers are at 
least ten times more protected from indirect fire if they are in a hole with overhead cover. 


Flank and Rear 


Flank and rear cover ensures complete protection for fighting 
position. Flank and rear cover protects soldiers against the effects of indirect fire bursts to 
the flanks or rear of the position, and the effects of friendly weapons located in the rear (for 
example, packing from discarded sabot rounds fired from tanks). Ideally, this protection is 
provided by natural cover. In its absence, a parapet is constructed as time and circumstances 
permit. 


SIMPLICITY AND ECONOMY 


The position is usually uncomplicated and strong, requires as little digging as possible, and is 
constructed of immediately-available materials. 


INGENUITY 


A high degree of imagination is essential to assure the best use of available materials. Many 
different materials existing on the battlefield and prefabricated materials found in industrial and 
urban areas can be used for position construction. 


PROGRESSIVE DEVELOPMENT 


Positions should allow for progressive development to insure flexibility, security, and protection 
in depth. Hasty positions are continuously improved into deliberate positions to provide 
maximum protection from enemy fire. Trenches or tunnels connecting fighting positions give 
ultimate flexibility in fighting from a battle position or strongpoint. Grenade sumps are usually 
dug at the bottom of a position's front wall where water collects. The sump is about 3 feet long, 
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Y foot wide, and dug at a 30-degree angle. The slant of the floor channels excess water and 
grenades into the sump. In larger positions, separate drainage sumps or water drains are 
constructed to reduce the amount of water collecting at the bottom of the position. 


CAMOUFLAGE AND CONCEALMENT 


Camouflage and concealment activities are continual during position siting preparation. If the 
enemy cannot locate a fighting position, then the position offers friendly forces the advantage of 
firing first before being detected. Appendix D of this manual contains additional information on 
camouflage. 


INDIVIDUAL FIGHTING POSITIONS 


The table below summarizes the hasty and deliberate individual fighting positions and provides 
time estimates, equipment requirements, and protection factors. 


Characterblics of Individual Fighting Positions 
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HASTY POSITIONS 


When time and materials are limited, troops in contact with the enemy use a hasty fighting 
position located behind whatever cover is available. It should provide frontal protection from 
direct fire while allowing fire to the front and oblique. For protection from indirect fire, a hasty 
fighting position is located in a depression or hole at least | 1% feet deep. The following positions 
provide limited protection and are used when there is little or no natural cover. If the unit 
remains in the area, the hasty positions are further developed into deliberate positions which 
provide as much protection as possible. 
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A shell orGomb crater, 2 to 3 
teat Wide, d1tere IM@mpdiate 
cover (oaoopt far overhang) 
and concealment. By digging 
a Steap face on the side 

Tow Bro the anamy, ihe soldier 
abtaing a hast; fighting 
poghian. Tracie using 2 ama: 
Grater peesiticae foe 2 ui dele 
becatign can later dowel it 
into” dabbarab position. 


Shinmishuer's Wench (hasty) 


The skirmishar'a tanchis a 
shallow position which 
prewides a hasty prone 

Vigli tic pout Liv ker ane 
individual guldier. Whar 
immeciate shelter from 
Srey flra la neecmd, aad 
caisiing detiads fring 

Po deltas ore ood gg iokls, 
soldinrs lie (rons er on -heir 
sie. s3raper tha soil wit] an 
antrenshing teal, and pile dhe 
aval ert a low Pare Bet Eero 
themselves and the aneay. be 
The Marine, a oll oy. 
lengeh pit im quick y borneol int 
AW Dur The Dan OeeT gecko acd. 
Phe trenches orientad 30 itis 
chligue to aaany lire. 

SCM diar prredeais o lowe 
slhoueths in this tepa o1 
Bosrler, aad is pratacted to a 
liwtaited eateast Hon ema 
caliber fire. 


4-4 


FM 5-103 


Prone postion |hasty| 
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DELIBERATE POSITIONS 


Deliberate fighting positions are modified hasty positions prepared during periods of relaxed 
enemy pressure. If the situation permits, the unit leader verifies the sectors of observation before 
preparing each position. Continued improvements are made to strengthen the position during the 
period of occupation. Small holes are dug for automatic rifle bipod legs so the rifle is as close to 
ground level as possible. Improvements include adding overhead cover, digging trenches to 
adjacent positions, and maintaining camouflage. 


One soldier postiian fdelitu ata} 
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LAW position 
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CREW-SERVED WEAPONS FIGHTING POSITIONS 


The table below summarizes crew-served weapons fighting positions and provides time 
estimates, equipment requirements, and protection factors. 
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Dragon position 


The Gragon i3 also fired froir 
preiously-describad 
Postion: howewe, some 
changes are cecessary. The 
poidign musi wunsider the 
Dragan'’s extensive back blas: 
and mule blast, se wall ae 
ckarad felds of firs. When a 
Dragon #6 fired. the muzzle 
and extends 6 inches beyond 
the front of 1he positian, aod 
the réar of tha launcher 
aatends oof over the rear of 
ee Pie, A Le eile 
Ipaves the launcher, 
etabilizing tint unfold. 
Thearstors, tha solder keeps 
thé weapon at beast 6 inches 
above the ground whan firing 
to laave room for the firs, A 


waiét-deap position will allow 
the gunner te move whila 
tracking a target. Oecoura of 
the Dragon gunner's 
aboregrouny height, xaldiens 
¢hould construct frantal cower 
high angugh te hide the 
soldier's head and. if posite, 
the Dragon's hackHast. The 
séidie¢ must dg a Pole is 
front Of the pogitian for tha 
bipod tage. Wf coverls bull on 
the flanks of a Dragon 
Buslignd, iLotued cowed the 
tracker, missilas, aad the 
gunner. Overhead cower that 
would allay firing irom 
beneath it is usually built if 
the backblast ares i clear. 


Dismaunted TOV position 


& fighting position for tha 
digmountad tube launched. 
Opbically tacked, wire gy uiced 
(TOW) missile muat nat 
imtertene with the leueeh ow, 
tracking operatigng o the 
weapon, Ag with thea Jraqon, 
allgwancer for backbipst 
Beis one necesaery. 
Backblast aod daflactan 
FoqQUPFaMmante Pattrict tho sie 
of overhesd cover forthe 
Map. BA, It Overtaad 
cower is cdegined. it should 
BOteGd ny THe CPA Wee I 
{a nel engaged ine firng 
operctian. The position in 

Sx caalad to a comfotable 
depih for akneeding fring 
POSILIe. Wen sold |en are 
not firlng tie TOV, the 

SUeR e's tee ay ig moved 
back, affacthvaly reducing 

Bx Ue Of Lhe weatapon- 
Le iednbacs ihen enter 
thet srotecthd hubes within 
the poanlan. 


Facoillass rifle position {90 ov] 


Poslt GMa tor thn W-mm 
racdillecs rifle {ACL AY ee 
built ike Fragen positions. 
SUG 0 boldiges operate 
this weapon, howewer tha 
egg ie made @ bitte foogar to 
parc firing fram the right 
tide ef the frontal covar, The 
axira space pochlans ihe 


esrigtant te the aght ade of 
ihe KL. 
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Machine gun position 


Fightirg positions for _. ; : — oe . 
machine gune ara cenpgtey cted - a cai : re 

a0 the qun hres te the fron or 
oblique. However, the privary 
factor of firs is uaually 

oblique so the gun ean fire 
serosa the Loita front. Two " 
soldiars arerequired takeep ——. : 
Oeer qui Cir gg. Thiet Pore, iho 
hole is phapead sa both Ae 
soldier: {guoner and gesictent : 
gunner] can get # the gun 
end fire it ¢¢ oither side of fhe 
frontal protection, The gun's 
Keightis reduced by digging 
the tripod patfonn down «as 
thach as powsble. However, 
the platfoun is dwg to heey 
the gua transverse ble across 
the ene sector of fire. The 
thpod is usad on ihe side with 


the primary sector OF ira, and When thera ig a three-95l ier ammunition Bearers position 
the bipad lags are used on the cay tor a machine gun, the is conmectad to thé gun 

Side with tha sacandary am Munition bearer dige aone- postion by a crawl tranch sa 
tector. When chéenging trom séldiartighting positi¢en tothe = «the bearer can trahepon 
Picary to Stondary sentars, flank, From this position, the a munition of tamack ane of 
the machine ganis mowed but a¢ldier can see and shoot ts the guonars. 

the tripod stays fn place. the fret and obirgque, The 


Machina gun poaitiqn with overhead coavac = — —— 


Overhead cover for a machine 
gun positior i Built over ihe 
Middleat the positign Cover 
If GOMSCrUGtAd a5 dagcribed 
for the one-soldier fighting 
position wit) averhead cowsr. 


This section contains designs for fighting and protective positions for major weapons systems 
vehicles and their support equipment. Initially, vehicles use the natural cover and concealment in 
hide positions to increase survivability. As time, assets, and situation permit, positions are 
prepared using organic excavation equipment or engineer support. Priority is given to those 
vehicles containing essential mission-oriented equipment or supplies. Drivers and crews should 
use these fighting positions for individual protection also. 


Parapets positioned at the front of or around major weapons systems will provide improved 


protection from direct fire and from blast and fragments of indirect fire artillery, mortar, and 
rocket shells. At its base, the parapet has a thickness of at least 8 feet. Further, the parapet 
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functions as a standoff barrier for impact-detonating direct fire HEAT and ATGM projectiles. 
The parapet should cause the fuzes to activate, thereby increasing survivability for the protected 
vehicles. If the expected enemy uses kinetic energy direct fire armor piercing or hypervelocity 
projectiles, it is impossible to construct parapets thick enough for protection. To protect against 
these projectiles, deep-cut, hull defilade, or turret defilade positions are prepared. The 
dimensions for fighting and protective positions for essential vehicles are constructed no larger 


than operationally necessary. 


FIGHTING POSITIONS 


Success on the battlefield requires maneuver among fighting positions between main gun firings. 
Maximum use of wadis, reversed slope hills, and natural concealment is required to conceal 
fighting vehicles maneuvering among fighting positions. After a major weapon system fires its 
main gun, the vehicle and gun usually must maneuver concealed to another position before firing 
again. If the major weapon system immediately reappears in the old position, the enemy will 
know where to fire their next round. The table summarizes dimensions of the hasty and 
deliberate vehicle positions discussed in the following paragraphs. Construction planning factors 
for vehicle fighting positions are shown in the table. 
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Equipmest Minknum Parapet 
Vel clo Type Pouition Dimeneion, tt! Teor Frighltss it 
Length Width Depah *& Di Dozer.’ M3 ACL Basa, ft 

HaETY! 
M113 senes carter 4 eat é 5 LE ki 
Moa? command post vehe.= iz ‘d 4 "1B b 
Maite are AVL2S rota 

+eIner ar 5 - a BE 
DEW BERATE {Hull Batidacda) 
Mita seres carrer 4 i 4 6 a6 
M9LT wiproves [OW velic e z 4 a 3.6 
AST command pot ythicle ” a H] a 
ALLE and M35 oortar 

CHIEF a 16 rT 17 
Ma and M3 gig venicla A 16 i 14 
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Hasty Positions 


Hasty fighting positions for combat vehicles including armored personnel carriers (APCs), 
combat engineering vehicles (CEVs), and mortar carriers take advantage of natural terrain 
features or are prepared with a minimum of construction effort. A frontal parapet, as high as 
practical without interfering with the vehicles' weapon systems, shields from frontal attack and 
provides limited concealment if properly camouflaged. Protection is improved if the position is 
made deeper and the parapet extended around the vehicle's sides. Because of the false sense of 
security provided by parapets against kinetic energy and hypervelocity projectiles, hasty vehicle 
fighting positions with parapets are not recommended for tanks, infantry fighting vehicles 
(IFVs), and improved TOW vehicles (ITVs). Hasty fighting positions do offer protection from 
HEAT projectiles and provide limited concealment if properly camouflaged. As the tactical 
situation permits, hasty positions are improved to deliberate positions. 


Deliberate Positions 


Deliberate fighting positions are required to protect a vehicle from kinetic energy hypervelocity 
projectiles. The position is constructed in four parts: hull defilade, concealed access ramp or 
route, hide location, and turret defilade. Positions formed by natural terrain are best because of 
easy modification; however, if preparation is necessary, extensive engineer support is required. 
Each position is camouflaged with either natural vegetation or a camouflage net, and the spoil is 
flattened out or hauled away. All fighting positions for fighting vehicles (tanks, IF Vs, ITVs) 
are planned as deliberate positions. Since the lack of time usually does not allow the full 
construction of a deliberate position, then only some parts of the position's construction are 
prepared. For example, the complete fighting position for a tank requires the construction of a 
hull defilade, turret defilade, concealed access ramp or route, and hide location all within the 
same fighting position. The maneuver team commander uses organic and engineer earthmoving 
assets and usually constructs fighting position parts in the following order: 


e Hull defilade. 

e Concealed access ramp or route. 
e Hide location. 

e Turret defilade. 
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BDaveloping delibearata fighting positions 


Digging hida locations and First 
Conga outed dott i 
fighting positions igs nat Pld avilece 
practical dua to the lack af 
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Tehlng Posten wlth # | tour 
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hide and turret defilade 
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Protection ard mangauver tor 
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Deliberate fighting posmion for M1 tank (hull delilade 
Ager ee 


In wide-open terrain such as 
daserts, manelver batwaen 
hulkdefilide pcsitione 1 
cerowilged by organic 
monhar smoke or yehicla 
Amita ganar ater 
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PROTECTIVE POSITIONS 


Vehicle protective positions are constructed for vehicles and weapons systems which do not 
provide direct fire against the enemy. The positions are neither hasty nor deliberate because they 
all require extensive engineer assets and construction materials to build. Unless separate 
overhead cover is constructed, the positions do not provide blast protection from indirect fire 
super quick, contact, or delay fuze shells. The positions do, however, provide medium artillery 
shell fragmentation protection from near-miss bursts greater than 5 feet from the position, and 
from direct fire HEAT projectiles 120mm or less fired at the base of the position's 8-foot thick 
parapet. 
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Artillery firing platiorm 
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fad for towed weepong For 


seli-propallad weapons, the 
reco] 4padaa are set tn 

Com aected soll mattered ot la 
0 Loyor ef orwehod rack around 
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2 paraper position for field 
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Deep-cut position 


4 deep-cut vehicle peertion ie 
Prepared co prowilé 
pretectian tor upport 
Yebicleas such af cargo trucks, 
maintononoo and computor 
Vans, CO oMieations, 
decontamination &quipanant. 
FOL transporters, ard 
aarthmoyng oquipmrent. The 
poalion iy usually open o1 


each end how driwe-in 
c a4 
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SECaS eS Bgreds, OF prepared 
witha rode Wall having ane 
anirancaway only, | oe 
Position iz designed so ihe 
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1 Foot below tha tep ofthe 
Surmruumiinig walls. 
Camouflage netting. if 
avgiluhie, i placed actogs the 
Portion, The table cn page 
4-79 ghows dimensions for 


Tpica daeap-cut positions. 
The deep-cut vehicle 

BORG CUYD POSITION He OeeT send 
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defidada, turret dafilade, and 
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Covered déep-cot pasion 


The covered deep-cut vehicle 
Arotective position provides 
greatly improved pratection 
over the daapecut protectnea 
Posiinn. 4 defensive 
operation, saver! deliberate 
fighting pogiticna are 
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tha govarad desp-cut 
positions. The weapan 
Penis inside We Gore ed 
deep- cul position wetil 
nAsAasa détardiriag, tha 
wana ip eee to Alberts 
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Supplies or equ) prea. 
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Trenches are excavated to connect individual fighting positions and weapons positions in the 
progressive development of a defensive area. They provide protection and concealment for 
personnel moving between fighting positions or in and out of the area. Trenches are usually 
included in the overall layout plan for the defense of a position or strongpoint. Excavating 
trenches involves considerable time, effort, and materials, and is only justified when an area is 
occupied for a long time. Trenches are usually open excavations, but covered sections provide 
additional protection if the overhead cover does not interfere with the fire mission of the 
occupying personnel. Trenches are difficult to camouflage and are easily detected, especially for 
the air. Trenches, as other fighting positions, are developed progressively. They are improved by 
digging deeper, from a minimum of 2 feet to about 5 % feet. As a general rule, deeper excavation 
is desired for other than fighting trenches to provide more protection or allow more headroom. 
Some trenches may also require widening to accommodate more traffic, including stretchers. It is 
usually necessary to revet trenches that are more than 5 feet deep in any type of soil. In the 
deeper trenches, some engineer advice or assistance is usually necessary in providing adequate 
drainage. Two basic trenches are the crawl trench and the standard fighting trench. 
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Crawl tranch 
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Standard fighting trench 
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death of GY feat, [tia areas for font traffic In the COMMUNICA ion, gupphy, 
FOMetirias constructed with feanch, and protection against Svasuation, abd troop 
fighting bays or with a lang thavise firing Inio she movements. 

Tighting step. Fighting tench, Overhead cower also 

Peas fie oat ded an prowides additianal 


Each trench is constructed to the length required and follows either an octagonal or zigzag trace 
pattern. Special combinations and modifications are made to meet battlefield demands. 
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Cutagonal ticy 
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UNIT POSITIONS 


Survivability operations are required to support the deployment of units with branch-specific 
missions, or missions of extreme tactical importance. These units are required to deploy and 
remain in one location for a considerable amount of time to perform their mission. Thus, they 
may require substantial protective construction. 


FORWARD LOGISTICS 


Forward logistics are subdivided into the following areas normally found in the brigade trains 
area of a mechanized division: 


e Field trains (elements of maneuver battalions and companies). 
e Forward supply points. 

e Forward support maintenance. 

e Medical stations. 

e Battalion aid stations. 

e Miscellaneous activities. 


Field Trains 


Shelters described in the next section (Special Designs) are adequate for general supply storage. 
In practice, most of the supplies remain on organic trucks and trailers in forward areas so trains 
can responsively move to support combat forces. They are protected by deep-cut vehicle 
positions or walls. 
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Forward Supply Points 


Petroleum, oils, and lubricants (POL) products are a critical supply category in mechanized 
operations. Tanker trucks of the supply points are protected by natural berms or deep-cut 
protective positions. Overhead cover is impractical for short periods of occupancy, but maximum 
use is made of camouflage nets and natural terrain concealment. Class I, II, and IV supplies not 
kept in vehicles are placed in deep-cut trenches when time permits, but are of low priority for 
protection since even a direct hit on unprotected items may not completely destroy stocks. 


Forward Support Maintenance 


In a highly fluid battle situation where frequent displacement of the forward support company is 
required, the company cannot afford the effort required to construct extensive protective 
positions and shelters due to conflicts with basic mission accomplishment. Further, the company 
base of operations is close to the brigade trains area which is relatively secure from overt ground 
attack. Also, a large portion of the company is habitually employed away from the company area 
providing contact teams to supported units. Thus, the basic protection requirements are simple 
positions for individuals and crew-served weapons. The specific number of positions is 
determined by the size of the company position perimeter and the number of personnel and crew- 
served weapons available to protect the perimeter. In the principal company area, individual 
positions are constructed near their billeting areas and on the periphery of their work sections. 
Simple cut-and-cover or other expedient shelters are constructed next to principal shop facilities 
to provide immediate protection from artillery/ air attack. These shelters are usually not larger 
than 10-person shelters. 


Medical Stations 


The amount of equipment emplaced at a medical clearing station varies from mission to mission. 
Protection for a minimum of 40 patients is required as soon as possible. Design and construction 
of shelters with adequate overhead cover is mandatory so medical care and treatment are not 
interrupted by hostile action. Enemy air activity may hinder prompt evacuation of patients from 
the clearing station; thus, adequate shelter for both holding and treating patients becomes 
paramount. For planning purposes, shelters for protecting 20 personnel on litters or folding cots, 
and smaller shelters for surgery, X-ray, laboratory, dental, and triage functions are considered. 
The deliberate shelters are generally well-suited to these activities. 


Protection for personnel organic to medical companies is provided by individual and crew-served 
weapons positions. When the situation permits, shelters are constructed for sleeping or other 
activities. Ambulances and other vehicles also need protection. Vehicle protection is usually 
deep-cut type, with maximum advantage taken of protection offered by terrain and vegetation. 


Battalion Aid Stations 


Battalion aid stations normally operate from a tracked vehicle situated behind natural terrain 
cover. As time and resources permit, this site is improved with overhead cover and parapets 
allowing vehicle access and egress. Although the patient-holding capacity of the aid station is 
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extremely limited, some permanent shelters are provided for patients held during periods when 
enemy activity interrupts evacuation. 


Miscellaneous Activities 


Miscellaneous activities include forward arming and refueling points (FARPs), water, 
decontamination, clothing exchange, and bath points. In fast-moving combat situations where 
established supply points are too distant to provide rapid fuel and ammunition service, FARPs 
are established. With the anticipated short time of intense operation of the FARP, personnel have 
little time for protective activities. Prefabricated defensive walls provide the necessary protection 
within the short time available. 


The various activities involved in water, decontamination, clothing exchange, and bath points 
require protection for both customers and operating personnel. Equipment, such as power 
sources (generators), needs protection from indirect fire fragmentation and direct fire. Operating 
personnel need both individual fighting positions and protective positions. Many of the shelters 
described in the next section (Special Designs) are adapted for aboveground use in 
decontamination operations, clothing exchange, or bath points. 


ARTILLERY FIREBASES 


Artillery firebases are of extreme tactical importance and require substantial protective 
construction. The most frequently constructed firebase houses are an infantry battalion command 
element, two infantry companies, a 105-mm howitzer battery, and three to six 155-mm howitzer 
batteries. A firebase housing the above units consists of the following facilities: infantry TOCs, 
artillery FDCs, ammunition storage positions, garbage dump, command and control helicopter 
pad, logistics storage area and sling-out pad, artillery firing positions, helicopter parking area and 
refuel point, and hardened sleeping protective positions. Firebases usually are surrounded by a 
protective parapet with perimeter fighting positions, two or more bands of tactical wire, hasty 
protective minefield, and a cleared buffer zone to provide adequate fields of fire for perimeter 
defense. (Field Manual 5-102 provides detailed information on minefield.) If a local water source 
is available, an airportable water supply point is setup to provide water for the firebase and the 
units in the local area. 


Firebase construction is divided into three phases: combat assault and initial clearing (Phase I), 
immediate construction (Phase II), and final construction (Phase ITI). Dedicated engineer support 
is a requirement for the construction of a firebase. 


Phase I 


Combat assault and initial clearing consists of securing the firebase site and clearing an area 
large enough to accommodate CH-47 and CH-54 helicopters if the site is inaccessible by ground 
vehicle. The time required to complete this phase depends on the terrain at the firebase site. If the 
site is free of trees and undergrowth, or if these obstacles were removed by artillery and tactical 
air fire preparation, combat engineers can move immediately to phase II after the initial combat 
assault on the site. If the site is covered with foliage and trees, the security force and combat 
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engineers are required to descend into the site from hovering helicopters. Depending on the 
density of the foliage on the site, completion of the initial clearing phase by combat engineers 
with demolitions and chain saws may take up to 3 hours. 


Phase II 


Immediate construction begins as soon as the cleared area can accommodate either ground 
vehicles or, if the site is inaccessible by ground vehicle, medium or heavy lift helicopters. Two 
light airmobile dozers are lifted to the site and immediately clear brush and stumps to expand the 
perimeter and clear and level howitzer positions. Meanwhile, the combat engineers continue to 
expand the perimeter with chain saws, demolitions, and bangalore torpedoes. If enough area is 
available, a heavy airmobile dozer is usually committed to clear a logistics storage area and 
sling-out pad, then expand the perimeter and fields of fire. The backhoes are committed to 
excavate protective positions for the infantry TOC, artillery FDC, and, as soon as the perimeter 
trace is established, perimeter fighting positions. 


The immediate construction phase is characterized by the coordinated effort of infantry, artillery, 
and engineer forces to produce a tenable tactical position by nightfall on the first day. A 
coordinated site plan and list of priorities for transportation and construction are prepared and 
constantly updated. Priorities and the site plan are established by the tactical commander in 
coordination with the project engineer. 


As soon as a perimeter trace is set up and the site is capable of accepting the logistics and 
artillery lifts, maximum effort is directed toward the defenses of the firebase. Combat engineers 
and the heavy dozer continue to push back the undergrowth to permit adequate fields of fire. The 
two light airmobile dozers are committed to constructing a 5 to 8 foot thick parapet around the 
perimeter to protect against direct fire. Infantry troops are committed to constructing perimeter 
fighting positions at sites previously excavated by the backhoes. With the assistance of combat 
engineers, the infantry troops also begin placing the first band of tactical wire, usually triple 
standard concertina. Artillery troops not immediately committed to fire missions prepare 
ammunition storage protective positions and parapets around each howitzer. 


Phase III 


Final construction begins when construction forces complete the immediate defensive structures. 
Combat engineers placing the tactical wire or clearing fields of fire begin construction of the 
infantry TOG and artillery FDC. Infantry and artillery troops are committed to placing the 
second band of tactical wire to building personnel sleeping protective positions with overhead 
cover. Phase III is usually a continuous process, involving constant improvement and 
maintenance. However, most protective structures, including sandbag protection of the TOC and 
personnel positions, usually are completed by the end of the fourth day. Time is the controlling 
parameter in construction of a firebase. 
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STRONGPOINTS 


Strongpoints are another example of unit positions requiring substantial protective construction. 
A strongpoint is a battle position fortified as strongly as possible within the time constraints to 
withstand direct assaults from armor and dismounted infantry. It is located on key terrain critical 
to the defense and controls an enemy main avenue of approach. In some cases, the brigade or 
division commander may direct that a strongpoint be emplaced by a battalion or company-sized 
unit. The strongpoint is essentially an antitank "nest" which tanks physically cannot overrun or 
bypass, and which enemy infantry reduces only with expenditure of much time and 
overwhelming forces. The strongpoint is the "cork" in a bottleneck formed by terrain, obstacles, 
units and preplanned fires. The strongpoint is similar to a perimeter defense in that it is 
developed to defeat an attack from any direction. It is distinguished from other defensive 
positions by the importance of the terrain on which it is located and also by the time, effort, and 
resources spent to its development. A strong-point is not setup on a routine basis. 


Survivability tasks necessary to develop a strongpoint are divided into developing positions in 
open areas and in urban or built-up areas. Critical survivability tasks in open areas include 
preparation of- 


e ATGM positions. 

e Tank hull defilade positions as a minimum for primary, alternate, and supplementary 
positions. Turret defilade and hide positions are prepared as time allows. 

e Dug-in positions for command, aid stations, and critical storage. 

e Covered routes between positions. 


Critical survivability tasks in built-up areas include preparation of- 


e ATGM positions. 
e Covered routes between buildings. 


SPECIAL DESIGNS 


The table summarizes construction estimates and levels of protection for the fighting positions, 
bunkers, shelters, and protective walls presented in this section. 
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FIGHTING POSITIONS 


The following two positions are designed for use by two or more individuals armed with rifles or 
machine guns. Although these are beyond the construction capabilities of non-engineer troops, 


certain construction phases can be accomplished with little or no engineer assistance. For 


example, while engineer assistance may be necessary to build steel frames and cut timbers for 
the roof of a structure, the excavation, assembly, and installation are all within the capabilities of 


most units. Adequate support for overhead cover is extremely important. The support system 
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should be strong enough to safely support the roof and soil material and survive the effects of 
weapon detonations. 
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BUNKERS 


Bunkers are larger fighting positions constructed for squad-size units who are required to remain 
in defensive positions for a longer period of time. They are built either above-ground or below 
ground and are usually made of reinforced concrete. Because of the extensive engineer effort 
required to build bunkers, they are usually made during strong-point construction. If time 
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permits, bunkers are connected to other fighting or supply positions by tunnels. Prefabrication of 
bunker assemblies affords rapid construction and placement flexibility. Bunkers offer excellent 
protection against direct fire and indirect fire effects and, if properly constructed with appropriate 
collective protection equipment, they provide protection against chemical and biological agents. 


GConugated motal fighting bunker 
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Precast cpoocrete slab bunker 
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Carecrete arch buaker 
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SHELTERS 


Shelters are primarily constructed to protect soldiers, equipment, and supplies from enemy action 
and the weather. Shelters differ from fighting positions because there are usually no provisions 
for firing weapons from them. However, they are usually constructed near-or to supplement- 
fighting positions. When available, natural shelters such as caves, mines, or tunnels are used 
instead of constructing shelters. Engineers are consulted to determine suitability of caves and 
tunnels. The best shelter is usually one that provides the most protection but requires the least 
amount of effort to construct. Shelters are frequently prepared by support troops, troops making a 
temporary halt due to inclement weather, and units in bivouacs, assembly areas, and rest areas. 
Shelters are constructed with as much overhead cover as possible. They are dispersed and limited 
to a maximum capacity of about 25 soldiers. Supply shelters are of any size, depending on 
location, time, and materials available. Large shelters require additional camouflaged entrances 
and exits. 


All three types of shelters-below ground, aboveground, and cut-and-cover-are usually sited on 
reverse slopes, in woods, or in some form of natural defilade such as ravines, valleys, wadis, and 
other hollows or depressions in the terrain. They are not constructed in paths of natural drainage 
lines. All shelters require camouflage or concealment. As time permits, shelters are continuously 
improved. 
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Below ground shelters require the most construction effort but generally provide the 
highest level of protection from conventional, nuclear, and chemical weapons. 


Cut-and-cover shelters are partially dug into the ground and backfilled on top with as 
thick a layer of cover material as possible. These shelters provide excellent protection from the 
weather and enemy action. 


Above-ground shelters provide the best observation and are easier to enter and exit than 
below ground shelters. They also require the least amount of labor to construct, but are hard to 
conceal and require a large amount of cover and revetting material. They provide the least 
amount of protection from nuclear and conventional weapons; however, they do provide 
protection against liquid droplets of chemical agents. Aboveground shelters are seldom used for 
personnel in forward combat positions unless the shelters are concealed in woods, on reverse 
slopes, or among buildings. Aboveground shelters are used when water levels are close to the 
ground surface or when the ground is so hard that digging a below ground shelter is impractical. 


The following shelters are suitable for a variety of uses where troops and their equipment require 
protection, whether performing their duties or resting. 


Tore saldier sleeping shelter 


[he design tor a two-soldier 
slaaping shelter is vary 
pimple, and if Contre 
wWithdul anginder support, 
Culvert sections Wied in tha 
Heaign are delivered In larga 
quattitles by truck or 
healigaptear, and than era hand- 
cerned to gpacitic Ingtallarion 
tites by intended occupants 
working in tooms of be, 
These shelters provida qogd 
pretection “ram direst fire 
omall caliber mortars {60 and 
B2Znom., moshing guns bolow 
12.7-mm siré, indwact fra 
TrAGMENTAL On, and grenades. 
With adkiiticas! cover, tae 
Protection Mawel inereasas te 
ingludé larger diract fira 
Provctiias. The bow profile of 
tha shoctiora oAG AS it A 
difficult target to hit. 


me 


i 
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MMotol aulvort eholtor 


A metal cubrert shelte-, 
qulckly constructed 
aboveground, be intended fer 
40 in stead Where pecsonnel 
ane Bhlivod or werk In 
cenventional nanprotected 
Duilding# but need sheltgr in 
cana ol attack, For exemple, 
Sheatterd ere placed outsida 
conventional billsts, d ning 
facilities, and large areas of 
Ieing quarters. Toe sholtar lt 
6 feat high and consists of 
two rows. of §5-gallon droms 
with abou 4 4-foot span 
Between row. Two by four 
SIGE, NAASUTIAD 4 nen es 
higher than the drums, ara 
conteied inside aich dunt, 


The deur are thin fillacd with 
anil & 7 hy A tap plate in 


coonected to the 2 by 4 siudé ee TS or pe Wave ee = = = - 
lengthwise through the row of drome To protect tha Facing the probable direction 
bunker, The 6-foel comugated anda ofthe bunker, barrier of attack by incrasaing 

mestal pios habved are bolted Walla are erected 2 taal randbag thicknéss. This: 
together and connected to the beyond thé satrantas. shaltar provides protection 
top plates. 4 2-feol layer af Seckdidiuenal parubercticay bs ageirat mortars and ammall 


ondbogg ia Dlaced alana cach prdwided one sida and end caliber diract fire WEEN, 


Metal shipping centainer aheitor 


Lorge metal chipping 
centeirara, auch a5 
cenedidated axp ees 
{CONEX) containers. area weed 
to maks éfictiva sheltars. 
Tresg box- shaped canainers, 
with internal dimensions of 3 
fast bong, & feet wide. ail 3 
fast Algh. ara easily converted 
inte pratective command 
anata, sommunication 
ahaltera, trogp shelters, oid 
atations, and she.ters for 
critical suppllés. Because the 
CON BA conte hes thor i 
st-anger than its roof, it 1¢ 
ineeited te resist more blast 
ard provida more oveihead 
cover Githough tha Shaler if 
OTe Wes COngtucted above 
Trond, it ig easier to 
Stnatruct it below ground by 
placing thea nvertad CONES 
ocntairer ing hole hall its 
Helght and then covering lds 
roof with éarih. 
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Airtinspertabla agagult shelter 


The airtransportable assault 
ahalter ing pete bricgatd 
Pad Structure tu itable for 
a Commend post or fire 
diteedon cancer (FOC, lt 
mnwad completely Arn mblad 


wxcapt for the rect} from site 


10 88 83 the teftical altugtian ee 


darmands Because oF is 
Tapered walls, it is aauily 
famoved from thé greund by 
helicopter, 


Theo walle od floor are ueally 
prefabricated in reer arags ane 
than trucked oa thoypy, 
ascembled of digaeeemiied, 
to the site. Thea below greund 
tite Me gometings oxorvaotid 
With explosives end hea nd 
tools. The floee argee at 
ecavated 2 iset longer aed 2 
faet wider than the actual 
Theor aega. allowloag work 
Epace during Gengtrueden, 
Fastanars provided alang the 
edges of aach wall and the 
Theor allow the &be len & 
SOmMIGnENnts tO lock tegetiwr 
mi soooroplcto unit, Tho 
walls drog balow the flog 
s4ction so the floor acte a5 a 
hrane Ene thea hoatiom adge nf 


Timbo’ peat buriad a valter 


The tenber post buried shelter 
ig 8 wood frome au ppt 
sietem for overhead cover 
tema Lest el, a eee ei ie il 
oi rock mptérigl which 
manta ns the original vartical 
BYCHVEUON if ay weet. 
Betauae tia below ground, 
the shalter provides axcellart 
PIStBowon irom Indirect fire 
Fragmentation and diract firs. 
The greatest threat to thia 

Stra ctong ig direct hits aa the 
roof Erenn indiract high 
eiplosive weapons. However, 
ITTNS Oven Cover 15 
properly conainuctad, this 
Shelter cin sustain dirsct hits 
fram rontear’ Bent wee pans 
86 large a6 G2 oom. Large 
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qho walls Preah BS dey. 
Two large straps complateny 
around the otruotueo, plowed 
during GOontmction, are used 
ha ettachit+g the bunker to a 
helicopter lifting Fook for 
shelter pullou: and tre sapert. 


The cect ae a cece or a ak 
larger than tha floor eection 
and it fabricated in the raar 
roo oF ot the orooiian oiio 
Tha roof overlaps the walls 
and supports iteelf on firm 
CineeeraAvaAtedy girded oie ge 


the shelter rrella. ha ahelier 
WhHGhE approumately 1,500 
Beunds witha yt the rock, The 
shelter ie waually no mora 
then 6 +2 foot hah, and the 
floor space is gas thar 100 
Aquaéant fast. Eccawatinon. 
snaembly, becktilling, and 
con siuct oo od tha rogt and 
entrance aré@ possiblé im hare 
than 10 hours wlth a ax- 
member cress 


sholtes ore made by joining 
seueral unils together. 
Hence. the ac ee et 


etortreaquired ig sizable, and 


it ie vary likely that anginears 
will have to provide suppent 


vw ll peer Lepurl ic ail 


S2 GEVATION Bq i pnt. 
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fd odular tirnbar frame shaltar 


Modular t mbar frame sheltara 
ora designed $9 tha soduler 


unity are Essembed for pati Yer ‘Ay he spy 
indnidual uae er in ‘ sah PP “E + Be ie “i 
1 * ce 7 i 


Gr ie ae a bee ues Fr 


te provide the raquired ehalter 4° ‘ati bee 
area. Thay arn either i. wee .. 
cae 


GOnetructH! above ground or a 
Partally bHow growed. The ve 
advantage of actioral 

sheliers used tor command 

Posts or ad atetiona ia the 

Hesibily of the shatter arsa 

thatia providec, Ther alsa 

lend themaabaer to 

erefabricetion ang 
Birtransaportebiity wy utiny 
halicopter. aacept for the 

rood. The orinoipal 

disadvantages tn the degrag al 

akill required in constructing 

the sections from dina necriel 
lumber or logs of comparéble 
Srengih, wceasitating 

MEET ie Lae dd 

4 pervigian. 


Timber trans Burite! stir tes ———- or 


Tha timber frac buried 
thalier la sinuler to tha 
modular shalter sicept for ihe 
size of [te structural mem 3376. 
tis ot alriransportable when 
Base TIDiad, It ds instalked 
partially burked or completely 
below ground, if desirad, 
Baldev grcund. it prowides 
excellant profection #garsl 
tidied die Fragmentation 
and direet flere. The svarhead 
ever, wirties) peruepieer ke 
eongructad, ahialde against - 
wdc tire contect burst 
ahelis up to &2 mim. in meat 
Cohn gama dagran ot : 
engineer supper ls aegded for 
GOnsruUCctION aed Inscallation., 
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Aboveground cavity eral alealver 


An aboveorsund cavily yall 
theligr provides protaction 
quartere for abcuer 12 soaldiprs 
TEE Ce Qa Ure 
CONEIUCHON if not poasible 
duain hign weatoar tabdes_ 
reacky ground, aod other 
dactora. The deadgn la nada of 
8 INCH trict TCU ndatlon tab 
and 3 foo thick earth-fillad 
walle, Gwerheed cover ig 
Browded by lavare of 
sandbags or about 412 feat of 
loose earth supported on 
heavy stringers, beams, and 
Poets, It roquiro: o high 
dagrrs OF angineer edtert, Evt, 
wha properly constructed 
and camouflaged, tha reot 
BOVE Good probeccign 
against all indirect tira 
Aeojartilas enallar phan 1AF 
Mmm or artilery comcaet Burst 
alpulds, 


Bted frame fabric-pevered atelien 


A steal frame? fabric-cowyrad 
Shelter. DEC RE OF ts 
Heakiliqy, provides 
fgonificandy mere pretectian 
from fonvontional weapons 
than Structures Sonstructed 
Thom Arabar ar pancrete 
Mmalerials. The semiel lpticad- 
shaped ahalter ip made of four 
Stead ela manks—-inkgrior 
Franiag, and frases, 
longitudinal braces, and pipe 
Connsetors. The frame is 
aovercd with of Monibie fp bric 
cover, The and and interioe 
Treames aré fabricated from 
stnal tubing formed nia an 
llipi cal arch, A straight 
aectied of jubing is walded to 
Hach of the tuo gids at the 
bottom af the arch. 


End famas ary braced from collazsing. Tha ‘lexible cower, if Gan sulvive 2mallt 
vertically aad horizontally ta Fobris cower supporting the cee be Lee a be al le 
Provide support for the fa bic sont backfill is a twro- ply, [62 mm or less), and delay 
eovenhg atthe oonds af tha nao prane costed nylon fabric Poe dliviie car tillesr sy eleebe 
gshalter. Fosr longitiwdinal {airtidd surface mamorae T- (162mm) eaploding in tha 
Braces hold the iramce in VF). 1 the shadtor ig buried ground 10 fret tram -he 
Placeand prevent theahelter | with at Inant 1) feat Hani structures 


Hardened fran. fabric shelter 


4A hardened frame? fabric 
shette orovides aacel ent 
protection from conventional ; 
and nuciee: weapong, When a 
Equi pet WILK a beled 
verllcal aot yway and buried , 
with ot boaet 4 Feat of coil 

cover, thig shelter survives 

shock and aieblpse loadinga at 

£ S0+pounds par squad inch 

(pei) nwiclaar Qverpresaure 

range. bn addition, a high level 

of inttal radiation protection 

ho pravidad. Furtiar, the 

Shelter surmives contact 

burode of omdiunm artilory 

challé{ 152 cam or less]. 


Rectangular fabric.frame shelter 


A rectangular fabrit? rame 
shelte’ is suitable for 
command wid control center, 
Troop shelter, or medial 
TacilityY. Aluminum oF steel 
frame mambers are cowered 
with To12 adetiedd gure 
membrane fer s-epporting at 
laget 1% feet of soil caver. 4 
partially of dully buried shelter 
survives 40 Bl contac: burst 
meorkar shells (82 mimeo lass! 
End delay fuze medium 
Eetillerg shally [To wri or 
lass) exploding in the growdd 
16 teed frow the shelter, 


Concrete arch alverlier 


6 concrete arch shatter is 
atefsbrigated from 41ect 
Ong areh aactions and 
Fonstracted tu aay Ing th 
required, Basic arch or and 
SSCL ON COMPOnGNts are truck 
oF airtransportable, Engiaeers 
are Mquinkdita fabrigate tha 
aheker components, but 
aasemibly at the site mgqiiras 
1D ginger -achnical support 
other than szcewation aed 
iftleg equipmant. The shelter 
it buried with at lagat 4 feet 
of earth overhead gover, It 
an duryi seeding ardiieny 
shell (782 mn or lass! ora 
delay Fuga thell exploding & 
teat Front th atiuclure. 


-- 


Matal pipe arch shelter 


The metal pipa arch shaltec is 
identical in aiza to tha 
SOnerete arch shalter anc Wwses 
the agrad onc wally. Theo arch 
seCOn i made of saven 12- 
feu Pn Gerrugaiedd 
galvanized steel plate: of 
diffé-ing curvetu's belted 
wage ber along tha 
langkudinal joint. Frotection 
Breded by thin ahalter i the 
same 22 tha far the concreta 
arch gaggpt vory litle 
frotectioa fram tagments 
end blaalis provided untll the 
backAll and cover material ara 
in plece. 


PROTECTIVE WALLS 
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Several basic types of walls are constructed to satisfy various weather, topographical, tactical, 
and other military requirements. The walls range from simple ones, constructed with hand tools, 
to more difficult walls requiring specialized engineering and equipment capabilities. 


Protection provided by the walls is restricted to stopping fragment and blast effects from near- 
miss explosions of mortar, rocket, or artillery shells; some direct fire protection is also provided. 
Overhead cover is not practical due to the size of the position surrounded by the walls. In some 
cases, modification of the designs shown will increase nuclear protection. The wall's 
effectiveness substantially increases by locating it in adequately-defended areas. The walls need 
close integration with other forms of protection such as dispersion, concealment, and adjacent 
fighting positions. The protective walls should have the minimum inside area required to perform 
operational duties. Further, the walls should have their height as near to the height of the 
equipment as practical. 


Earth walls 


Earth walls are conétructad 
entirely of Curipaelend 
eanhfill, he sides have a 1:1 
slopa (o1-45 dogress): 
therefors, a large aruw ond 
Ongtant maiteandice are 
required. particularly in 
lacationa with high rainfall 
rates. A waterproof covering 
oF sandbags are 
recommended to ttabilize this 
type af protective wall. 


Earth wall with revetment 


Aun garth wall with a 
revetmant ise wall 
canstructed of soil placad at a 
1:1 slape against a revotment. 
orally, tha revatmiant is 
located on the inside of the 
Wall a5 ¢l0928 46 possible tu 
the protected equipment. The 
weall’s Haight should be ot 
least equal to the aquipmeant 
pratectad. 
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Gai-ocoameont veal 


4 goik comoni wall provides 
better pretection from 

frog ments, requires lassaren 
for tha position, and is more 
permanant than the gerth 
wall. Tha wail reaquiree qpeacial 
AQUIPMaNT to conethuct “orn 
and prapeare the woil-cemont 
mintucd. A fhe atan dng eval 
wltit a 1:10 slope ie 
Constrictad using £ tiwtuea 
Of one part porlland cement 
(Oy Weight) wth 10 parte of 
aoll (by weighty. 


Hail bin wall with fog rovotrent - 


Sail ie evalla with side 
revatments conatructted ‘rom 
Foce, dimensioned timber, 
BaywGoe. OF CORFU ated matet 
atfactively defeat fiagmenta, 
With & relnimem th-ckhees of 
1 foot, the walle stop emeall 
siz4 Brtlilacy fragmenta, 
Mcrtar, and rockhat ahallz 
Bkploding as close oo BE fopt 
from tha wallg. 
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Soil bin wall with phywood revetmant 


Phywood portable wall 


A errell portable walk mada 
from plywood or corrugated 
metal is dasigned for vse 
around suppline oF equipment 
puch as ganerstors, POL, and 
ammunitiagn. The well spy 
mortar shell frag manta 
exploding as cogo 49 & loot. 
The wall is braced with *4- 
inch guy cable at beth ands of 
sach &-font wall section ta 
pravant the wall from Blowing 
over by the blast wave. 


Steel landing real yall 


A Tempore ry wall ade bron 
steel landing mats not sy ; 
guiteble for runvyay wee makes alge Mines = Es 

an affective fragment afield. ew 7 hg 555 eR Mean AGAR MRA HI AaTAR: 

The mate ara placed at least tame ie : ‘ Rana t wey 

1 Foot apart oF enanatructed in r TEE TRIES 
the “A shape. The landing pe ee = ae 
mat wall « properly eochored Ae rene, — er, 
to the grcund so alreratt 
movements or blast oflects 
wll wot blaw it ewer, Tha table 
on page £40 provides 
shielding effactivaness of the 
MBA steal banding mai. 


Shlietryg of MEA? Lancing Mats 


Percent Fragments Stopped at Cited Runge 


Weapon ht 14 20 ft 30° 
al--m mavtar hy ot 96 00 54-110 
Be-1M Wiatar ot oi 1 33-1 94-190 
42 morar Th Fa a| da 
10/-mm reekst ll ry BA 6 
12U-mm matter Ui t-1010 OB Jie Ua Ab 
Taz rocket = af) Te 
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Fonable precast comcrete wall 


A portable precast concrete 
wall provides a versatile 
portable, and durable wall for 
protecting s3serntiah 
equdsmient, living Quarérs, 
haspitals, acminigtention 
buildings, and parked 
vehicles. its modular 

Ont uci paroles oe wide 
variety of configurations and 
upplicotions. Tha wall ia made 
of Ginch thick, §-foot long 
Pred CONGMETe Panels 
Supported hy hia tet ncrata 
footings Protection provided 
16 lesa than 1-feet thick soil 
bin walla, but is maroved by 
stacking sandbags agairest the 
outer face of the panels, 


Caat-in-placa concrete voll 


4 cest-in- place concrete wall 
provides axcollatt protestion 
burt Miqulras chillad wiehers 
and apacial aquipmant at tha 
Conagtruction site. As with ila 
Portable concrete wall 

prav cup decribed, 
protection ia gragtty improved 
by placing alayer of sandbags 
Egnigat the cuter wall 
surfEeces 


Portable asphalt armor pangs 


Fortubla asphalt armor pa nels 
Bre used for siding on 
huildingé oF as protective 
panels tor military qu) pment 
and vehicles, Paneb ara 2 fest 
wide Ly 8 feat long and 2 and 
inches hich Enginoor 
troops ara teduired to 
construc) the panes ant 
properly prapara the axphalt 
mmalure. Te thin panels stop 
fragments fram mortar shells 
exploding 30 teat away. the 
thicker panels at a distunce of 
5 feet. 
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CHAPTER 5 
SPECIAL OPERATIONS AND SITUATIONS 


veld dy * 
‘ + hr ‘ oe 
SE 
1 aU Me el Latta: 
SHOR DRE GPRS 
Bee ares Cae ati a SCR BON MEL ye 
J CRE TARY Ee UP St 
i ee oe TE I Bee ia? 
Sguosutee ce alesis 
. ie ot: : 
Biche 


we 


he two basic operationsinvalying US force: deployment 
T ava eam bined and condngency. Combined opersdinns 
ave enacted in uress where US fucees are already established, 
sech ga NATO nations Wieck few oc me U9 sialelladions 
_etist, usually in undeveloped regions. wonlingmey opora- 
- > timna are planned. in bach cases, survivability mias wins will 
require inlensire engineer sup peitin all types uftersain and 
clita. Each environment's adventapges aid disadvantages 
are adapied ty urrvivebilizy planning, devigniig, ancl 
conslruqting positions. Fighting and pratective positions im 
JUN Mle, Cru Lbs ees, Jeserle, guid pepivis, andl orban 
aveas requite saecinlized knowledge, skills, leeiniques, ind 
equipoeni. This chapter presents characteristics of Ove 
envirrnmenta which impaction warvivability miegions and 
dusevibos the conditinre: @spected damng eembined and 
MMT ONeY operatione. 


SPECIAL TERRAIN ENVIRONMENTS 
JUNGLES 


Jungles are humid, tropic areas with a dense growth of trees and 
vegetation. Visibility is typically less than 100 feet, and 
areas are sparsely populated. Because mounted infantry and armor 
operations are limited in jungle areas, individual and crew- 
served weapons fighting position construction and use receive 
additional emphasis. While jungle vegetation provides excellent 
concealment from air and ground observation, fields of fire are 
difficult to establish. Vegetation does not provide adequate 
cover from small caliber direct fire and artillery indirect fire 
fragments. Adequate cover is available, though, if positions are 
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located using the natural ravines and gullies produced by 
erosion from the area's high annual rainfall. 


The few natural or locally-procurable materials which are 
available in jungle areas are usually limited to camouflage use. 
Position construction materials are transported to these areas 
and are required to be weather and rot resistant. When shelters 
are constructed in jungles, primary consideration is given to 
drainage provisions. Because of high amounts of rainfall and 
poor soil drainage, positions are built to allow for good, 
natural drainage routes. This technique not only prevents 
flooded positions but, because of nuclear fallout washing down 
from trees and vegetation, it also prevents positions from 
becoming radiation hot spots. 


Other considerations are high water tables, dense undergrowth, 
and tree roots, often requiring above-ground level protective 
construction. A structure used in areas where groundwater is 
high, or where there is a low- pressure resistance soil, is the 
fighting position platform, depicted below. This platform 
provides a floating base or floor where wet or low pressure 
resistance soil precludes standing or sitting. The platform is 
constructed of small branches or timber layered over cross- 
posts, thus distributing the floor load over a wider area. As 
shown in the following illustrations, satisfactory rain shelters 
are quickly constructed using easily-procurable materials such 
as ponchos or natural materials. Field Manual 90-5 provides 
detailed information on jungle operations. 


a re eee i: A, eC Pees oe ee 


Stout, pliasle reeds 
lord across iranigaaork 


-. a pits 


my | | cae ‘Several layers of 
fee lerze fine farms 


aM ee 


FM 5-103 


Panshe shatters 


SINGLE FUNCHO 


A hasty shelter is made by suspending tha This is another heaty ahelter pitched 
Ponche From bow underbrush, Due to its canopy fashion. 

simplicky, ii can ba easily areciad at night. 
copooioky of heovy atings havo oirsady 
Bean ted to the corner of the poncho. 


This is a hagty shelter using a ponche and This low siihowente sheer cam be used 

branchas for xpreadar bare. whilg improving fighting positiong. It can 
be lowered by removing tha fram upright 
Supports 


DOUBLE PORGCHG 


Two ponchos fasiunad Logad her will shalter The following typs of ahelte: may be used 
tour poidiers fram the rain. Exiras poochos for a ionger stay in more secure areas. A 
can be used a9 ground shests- gheeping platform and fodatreat proeiect 


from dampness and insects. 


MOUNTAINOUS AREAS 


Characteristics of mountain ranges include rugged, poorly 
trafficable terrain, steep slopes, and altitudes greater than 
1,600 feet. Irregular mountain terrain provides numerous places 
for cover and concealment. Because of rocky ground, it is 
difficult and often impossible to dig below ground positions; 
therefore, boulders and loose rocks are used in aboveground 
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construction. Irregular fields of fire and dead spaces are 
considered when designing and locating fighting positions in 
mountainous areas. 


Reverse slope positions are rarely used in mountainous terrain; 
crest and near-crest positions on high ground are much more 
common. Direct fire weapon positions in mountainous areas are 
usually poorly concealed by large fields of fire. Indirect fire 
weapon positions are better protected from both direct and 
indirect fire when located behind steep slopes and ridges. 


Another important design consideration in mountain terrain is 
the requirement for substantial overhead cover. The adverse 
effects of artillery bursts above a protective position are 
greatly enhanced by rock and gravel displacement or avalanche. 
Construction materials used for both structural and shielding 
components are most often indigenous rocks, boulders, and rocky 
soil. Often, rock formations are used as structural wall 
components without modification. Conventional tools are 
inadequate for preparing individual and crew-served weapons 
fighting positions in rocky terrain. Engineers assist with light 
equipment and tools (such as pneumatic jackhammers) delivered to 
mountain areas by helicopter. Explosives and demolitions are 
used extensively for positions requiring rock and boulder 
removal. Field Manual 90-6 provides detailed information on 
mountain operations. 


In areas with rocky soil or gravel, wire cages or gabions are 
used as building blocks in protective walls, structural walls, 
and fighting positions. Gabions are constructed of lumber, 
plywood, wire fence, or any suitable material that forms a 
stackable container for soil or gravel. 


The two-soldier mountain shelter is basically a hole 7 feet 
long, 3 % feet wide, and 3 % feet deep. The hole is covered with 
6--to 8-inch diameter logs with evergreen branches, a shelter 
half, or local material such as topsoil, leaves, snow, and twigs 
placed on top. The floor is usually covered with evergreen 
twigs, a shelter half, or other expedient material. Entrances 
can be provided at both ends or a fire pit is sometimes dug at 
one end for a small fire or stove. A low earth parapet is built 
around the position to provide more height for the occupants. 


DESERTS 


Deserts are extensive, arid, arid treeless, having a severe lack 
of rainfall and extreme daily temperature fluctuations. The 
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terrain is sandy with boulder-strewn areas, mountains, dunes, 
deeply-eroded valleys, areas of rock and shale, and salt 
marshes. Effective natural barriers are found in steep slope 
rock formations. Wadis and other dried up drainage features are 
used extensively for protective position placement. 


Designers of fighting and protective positions in desert areas 
must consider the lack of available natural cover and 
concealment. The only minimal cover available is through the use 
of terrain masking; therefore, positions are often completed 
above ground. Mountain and plateau deserts have rocky soil or 
"surface chalk" soil which makes digging difficult. In these 
areas, rocks and boulders are used for cover. Most often, 
parapets used in desert fighting or protective positions are 
undesirable because of probable enemy detection in the flat 
desert terrain. Deep-cut positions are also difficult to 
construct in soft sandy areas because of wall instability during 
excavations. Revetments are almost always required, unless 
excavations are very wide and have gently sloping sides of 45 
degrees or less. Designing over-head cover is additionally 
important because nuclear explosions have increased fallout due 
to easily displaced sandy soil. 


Indigenous materials are usually used in desert position 
construction. However, prefabricated structures and revetments 
for excavations, if available, are ideal. Metal culvert 
revetments are quickly emplaced in easily excavated sand, 
Sandbags and sand-filled ammunition boxes are also used for 
containing backsliding soil. Therefore, camouflage and 
concealment, as well as light and noise discipline, are 
important considerations during position construction. Target 
acquisition and observation are relatively easy in desert 
terrain. Field Manual 90-3 provides detailed information on 
desert operations. 


COLD REGIONS 


Cold regions of the world are characterized by deep snow, 
permafrost, seasonally frozen ground, frozen lakes and rivers, 
glaciers, and long periods of extremely cold temperatures. 
Digging in frozen or semifrozen ground is difficult with 
equipment, and virtually impossible for the soldier with an 
entrenching tool. When possible, positions are designed to take 
advantage of below ground cover. Positions are dug as deep as 
possible, then built up. Fighting and protective position 
construction in snow or frozen ground takes up to twice as long 
as positions in unfrozen ground. Also, positions used in cold 
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regions are affected by wind and the possibility of thaw during 
warming periods. An unexpected thaw causes a severe drop in the 
soil strength which creates mud and drainage problems. Positions 
near bodies of water, such as lakes or rivers, are carefully 
located to prevent flooding damage during the spring melt 
season. Wind protection greatly decreases the effects of cold on 
both soldiers and equipment. The following areas offer good wind 
protection: 


e Densely wooded areas. 

e Groups of vegetation; small blocks of trees or shrubs. 

e The lee side of terrain elevations. (The protected zone 
extends horizontally up to three times the height of the 
terrain elevation). 

e Terrain depressions. 


The three basic construction materials available in cold region 
terrain are snow, ice, and frozen soil. Positions are more 
effective when constructed with these three materials in 
conjunction with timber, stone, or other locally-available 
materials. 

Snow 


Dry snow is less suitable for expedient construction than wet 
snow because it does not pack as well. Snow piled at road edges 
after clearing equipment has passed densifies and begins to 
harden within hours after disturbance, even at very low 
temperatures. Snow compacted artificially, by the wind, and 
after a brief thaw is even more suitable for expedient shelters 
and protective structures. A uniform snow cover with a minimum 
thickness of 10 inches is sufficient for shelter from the 
weather and for revetment construction. Blocks of uniform size, 
typically 8 by 12 by 16 inches, depending upon degree of 
hardness and density, are cut from the snow pack with shovels, 
long knives (machetes), or carpenter's saws. The best practices 
for constructing cold weather shelters are those adopted from 
natives of polar regions. 


The systematic overlapping block-over-seam method ensures stable 
construction. "Caulking" seams with loose snow ensures snug, 
draft-free structures. Igloo shelters in cold regions have been 
Known to survive a whole winter. An Eskimo-style snow shelter, 
depicted below, easily withstands above-freezing inside 
temperatures, thus providing comfortable protection against wind 
chill and low temperatures. Snow positions are built during 
either freezing or thawing if the thaw is not so long or intense 
that significant snow melt conditions occur. Mild thaw of 
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temperatures 1 or 2 degrees above freezing are more favorable 
than below-freezing temperatures because snow conglomerates 
readily and assumes any shape without disintegration. Below- 
freezing temperatures are also necessary for snow construction 
in order to achieve solid freezing and strength. If water is 
available at low temperatures, expedient protective structures 
are built by wetting down and shaping snow, with shovels, into 
the desired forms. 


Ice 


The initial projectile-stopping capability of ice is better than 
snow or frozen soil; however, under sustained fire, ice rapidly 
cracks and collapses. Ice structures are built in the following 
three ways: 


Layer-by-layer freezing by water. This method produces the 
strongest ice but, compared to the other two methods, is more 
time consuming. Protective surfaces are formed by spraying water 
in a fine mist on a structure or fabric. The most favorable 
temperature for this method is--10 to --15 degrees Celsius with 
a moderate wind. Approximately 2 to 3 inches of ice are formed 
per day between these temperatures (1/5-inch of ice per degree 
below zero). 


Gefad sife anaw sfrefier 
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Freezing ice fragments into layers by adding water. This method 
is very effective and the most frequently used for building ice 
structures. The ice fragments are about 1-inch thick and 
prepared on nearby plots or on the nearest river or water 
reservoir. The fragments are packed as densely as possible into 
a layer 8 to 12 inches thick. Water is then sprayed over the 
layers of ice fragments. Crushing the ice fragments weakens the 
ice construction. If the weather is favorable (-10 to -15 
degrees Celsius with wind), a 16- to 24-inch thick ice layer is 
usually frozen in a day. 


Laying ice blocks. This method is the quickest, but requires 
assests to transport the blocks from the nearest river or water 
reservoir to the site. Ice blocks, laid and overlapped like 
bricks, are of equal thickness and uniform size. To achieve good 
layer adhesion, the preceding layer is lightly sprayed with 
water before placing a new layer. Each new layer of blocks 
freezes onto the preceding layer before additional layers are 
placed. 


Frozen Soil 


Frozen soil is three to five times stronger than ice, and 
increases in strength with lower temperatures. Frozen soil has 
much better resistance to impact and explosion than to steadily- 
acting loads--an especially valuable feature for position 
construction purposes. Construction using frozen soil is 
performed as follows: 


e Preparing blocks of frozen soil from a mixture of water and 
aggregate (icecrete). 

e Laying prepared blocks of frozen soil. 

e Freezing blocks of frozen soil together in layers. 


Unfrozen soil from beneath the frozen layer is sometimes used to 
construct a position quickly before the soil freezes. Material 
made of gravel-sand-silt aggregate wetted to saturation and 
poured like portland cement concrete is also suitable for 
constructing positions. After freezing, the material has the 
properties of concrete. The construction methods used are 
analogous to those using ice. Fighting and protective positions 
in arctic areas are constructed both below ground and above 
ground. 


Below ground positions. When the frost layer is one foot or 


less, fighting positions are usually constructed below ground, 
as shown. Snow packed 8 to 9 feet provides protection from 
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sustained direct fire from small caliber weapons up to and 
including the Soviet 14.5-mm KPV machine gun. When possible, 
unfrozen excavated soil is used to form parapets about 2-foot 
thick, and snow is placed on the soil for camouflage and extra 
protection. For added frontal protection, the interior snow is 
reinforced with a log revetment at least 3 inches in diameter. 
The outer surface is reinforced with small branches to initiate 
bullet tumble upon impact. Bullets slow down very rapidly in 
snow after they begin to tumble. The wall of logs directly in 
front of the position safely absorbs the slowed tumbling bullet. 


Overhead cover is constructed with 3 feet of packed snow placed 
atop a layer of 6-inch diameter logs. This protection is 
adequate to stop indirect fire fragmentation. A layer of small, 
2-inch diameter logs is placed atop the packed snow to detonate 
quick fuzed shells before they become imbedded in the snow. 


Aboveground positions. If the soil is frozen to a significant 
depth, the soldier equipped with only an entrenching tool and ax 
will have difficulty digging a fighting position. Under these 
conditions (below the tree line), snow and wood are often the 
only natural materials available to construct fighting 
positions. The fighting position is dug at least 20 inches deep, 
up to chest height, depending on snow conditions. Ideally, 
sandbags are used to revet the interior walls for added 
protection and to prevent cave-ins. If sandbags are not 
available, a lattice frame-work is constructed using small 
branches or if time permits, a wall of 3-inch logs is built. 
Overhead cover, frontal protection, and side and rear parapets 
are built employing the same techniques described in chapter 4. 
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It 1S approximately ten times faster to build above-ground snow 
positions than to dig in frozen ground to obtain the same degree 
of protection. Fighting and protective positions constructed in 
cold regions are excavated with combined methods using hand 
tools, excavation equipment, or explosives. Heavy equipment use 
is limited by traction and maneuverability. Explosives are an 
expedient method, but require larger quantities than used in 
normal soil. Crater formation from surface bursts of explosives 
is possible and creates craters of a given depth and radius 
based on the information in the first table below. Crater 
formation by charges placed in boreholes is a function of charge 
depth and charge weight as shown in the second table. A 15- or 
40-pound shaped charge creates boreholes as indicated in the 
following table. 


Goaiker Dares fSurfaow Obturrnd mai 


SO Ica Frozen Ground 
Crater degih, fr t.2 Siw ; og 2 fw 0.5 : a 
a 
Grater radive, fi 20 \fw 163 he 14 Sie 


Notes: (vw) equale charges weightin pounde (untampect 


Yer calculstione with test shots. 
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Danthof charge, ft 40 3 Ww a0 Sf 
Grater depth, ft 5.1 ra 3.3 Nf 27 : han 
Grater radiuc, ft 4.4 la 35 hee 3.1 sa 


Notes: (w) equals charge weight in pounds junlemped) 


Very calculationc with tect chotc. 


SPECIAL COLD REGION POSITIDNS 
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protection ard to prewert 
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filed wall cau cre 
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ihe frontal and overhead 
protection, ae wall se cide and 
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Individual fighting poeition j, crow 


Rootes for med niduakb ofc 
conetructed by piecing 

Bee hoa eee oe eee cele. nt 
a tree and extending the eno 
parapet & to 9 feet to the 
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Bhow Hecuind, a ini Of 
© feet wide, and high enough 
to protect the co Miers head, 


Snuv trench wilh wuud revelmenl 


ih deep enow, trenchee and 
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excavated to the dimencione 
cutined in chapter d. 
Howewer, unleee the erm ie 
well packed and frozen, 
raveim ent ie required. In 

mow too cdhollbw to pom aA 
the required depth 
excavation, enow yvalls are 
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thick. The table on page 5-12 
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conetruction requremente. 
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Aeew Wal Gomeueton for Dectesdtin Feros rence, 
Smell Galiber Fire, and HEAT Projectiies 


Required 
Siu Demily Muzzle Hinimum 
{ib/ ou Tt} Projectiles Velocity Penetration, ft Thitkness, fi 

18.0 -250 Grenade frag (HE) 2.0 40 
12 -13.0 556 um 3,750 3.6 44 
V7.4 -2o 7 AAG owen 4750 a9 36 
12 -13.1 76? mn 7,750 13.0 15.0 
WA -29.7 762 wn 2750 52 oo 
25.5 -26.7 762 mm 2 fa0 5.0 54 
189 -749 177 mm 7,510 54 ia 
Winn 60 6.0 
40.1 -d1 fl mm HEAT S50 14.0 174 
od? -34.9 TO ewe TIEAT S00 a. 10.0 13.0 
77.5 -49 OO pwn HEAT Pally $5 41.2 144 


Hotes. Thest maltriak degrade udder sucka fire. Poouciglears yivou for 
12.7 mm oof smaller are for sustained fre (30 continucus fring nha 
1 By 1 fost area), 


Penetration characteristics of Warsaw Pact ammunitions do nut differ 
Sionificanth trom US countemarte. 


Figure given for HEAT weapone are tor Soviel PAG-7 070 mm) and 
United States WMG 90 mm) fred into machine-packed sno. 


High explosive grenades produce small higa velocity fragmencs which 
Shap inadout 2 taet of packed snow. Effective podlection from drect fire 
18 independent of deler, method, inchiding never machine gunc ike 
the Soviet AGS-17/40 mm} of United States MK 19N 75 440mm), 
Only amor penetrating round are efiective. 


Shelters 


Shelters are constructed with a minimum expenditure of time and 
labor using available materials. They are ordinarily built on 
frozen ground or dug in deep snow. Shelters that are completely 
above ground offer protection against the weather and supplement 
or replace tents. Shelter sites near wooded areas are most 
desirable because the wood conceals the glow of fires and 
provides fuel for cooking and heating. Tree branches extending 
to the ground offer some shelter for small units or individual 
protective positions. 


Constructing winter shelters begins immediately after the halt 
to keep the soldiers warm. Beds of foliage, moss, straw, boards, 
skis, shelter halves, and ponchos are some times used as 
protection against ground materials dampness and cold. The 
entrance to the shelter, located on the side least exposed to 


9-13 


FM 5-103 


the wind, 1s close to the ground and slopes up into the shelter. 
Openings or cracks in the shelter walls are caulked with an 


earth and snow mixture to reduce wind effects. 


The shelter 


itself 1s constructed as low to the ground as possible. Any fire 
built within the shelter is placed low in fire holes and cooking 
pits. Although snow is windproof, a layer of insulating 


material, 


such as a shelter half or blanket, 


is placed between 


the occupant and the snow to prevent body heat from melting the 


snow. 


Wigeam vhelen: 
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cut. The limbe are left on the 


Eaplinge and ore keane 
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fee trunk. The cut onde orc 
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with = tend rope, wire, or 
Cther mean. The ground ence 
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free. The branches on the 
outeide of the wigwam are 
placed TEal aupamel Ube 


eaplnge. Beanehane on tha 
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Blated on the outeice to fill in 
the epee. Shelter habe 
wrapped around the outede 
make the wignam more 
windproof, eepecialk after it 
ie covered with enow. A 
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by lsehing the cut ence of the 
eaplinge together inetead of 
lena eg Hee eget Hee: bree. 
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Leathe Shale 
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loco with of olor Bokbeoo oF 
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Snow hole 

The ee ols ie a eimplka, of Roel laeegts seed wicth with Ages Bes ina Ha rian, 
one -conier emergency che tbor an entrenching tool or he inet. filling the original diteh with 
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Show or Weed 26 rooting. Thre 
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Snowhouse with snow block wals 
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URBAN AREAS 


Survivability of combat forces operating in urban areas depends 
on the leader's ability to locate adequate fighting and 
protective positions from the many apparent covered and 
concealed areas available. Fighting and protective positions 
range from hasty positions formed from piles of rubble, to 
deliberate positions located inside urban structures. Urban 
structures are the most advantageous locations for individual 
fighting positions. Field Manual 90-10 contains detailed 
information on urban terrain operations. Urban structures are 
usually divided into groups of below ground and above-ground 
structures. 
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Below Ground Structures 
A detailed knowledge of the nature and location of below ground 
facilities and structures is of potential value when planning 
survivability operations in urban terrain. Typical underground 
street cross sections are shown in the figure below. 


Grass sechans of sireets 


COMMERCIAL STREET 


Utility mipins 
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Stroot surace 


RESIDENTIAL STREET 


Sewers are separated into sanitary, storm, or combined systems. 
Sanitary sewers carry wastes and are normally too small for 
troop movement or protection. Storm sewers, however, provide 
rainfall removal and are often large enough to permit troop and 
occasional vehicle movement and protection. Except for 
groundwater, these sewers are dry during periods of no 
precipitation. During rain-storms, however, sewers fill rapidly 
and, though normally drained by electrical pumps, may overflow. 
During winter combat, snow melt may preclude daytime below 
ground operations. Another hazard is poor ventilation and the 
resultant toxic fume build-up that occurs in sewer tunnels and 
subways. The conditions in sewers provide an excellent breeding 
ground for disease, which demands proper troop hygiene and 
immunization. 
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Subways tend to run under main roadways and have the potential 
hazard of having electrified rails and power leads. Passageways 
often extend outward from underground malls or storage areas, 
and catacombs are sometimes encountered in older sections of 
cities. 


Aboveground Structures 


Aboveground structures in urban areas are generally of two 
types: frameless and framed. 


Frameless structures. In frameless structures, the mass of the 
exterior wall performs the principal load-bearing functions of 
Supporting dead weight of roofs, floors, ceilings; weight of 
furnishings and occupants; and horizontal loads. Frameless 
structures are shown below. 


Frameless fuildiny charactaristies 


MASONRY 


CONCRETE 


PREFABRICATED 


y ae A 
F “Few, if any, 
‘ windows 
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. ¢ e. 
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WALL AND SLAB Colbulor 
room 


units 


30 lsd Bulleing face 
ed walle nearly all windowe 


Building materials for frameless structures include mud, stone, 
brick, cement building blocks, and reinforced concrete. Wall 
thickness varies with material and building height. Frameless 
structures have thicker walls than framed structures, and 
therefore are more resistant to projectile penetration. Fighting 
from frameless buildings is usually restricted to the door and 
window areas. 
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Frameless buildings vary with function, age, and cost of 
building materials. Older institutional buildings, such as 
churches, are frequently made of stone. Reinforced concrete is 
the principal material for wall and slab structures (apartments 
and hotels) and for prefabricated structures used for commercial 
and industrial purposes. Brick structures, the most common type 
of frameless buildings, dominate the core of urban areas (except 
in the relatively few parts of the world where wood-framed 
houses are common). Close-set brick structures up to five 
stories high are located on relatively narrow streets and forma 
hard, shock-absorbing protective zone for the inner city. The 
volume of rubble produced by their full or partial demolition 
provides countless fighting positions. 


Framed structures. Framed structures typically have a skeletal 
structure of columns and beams which supports both vertical and 
horizontal loads. Exterior (curtain) walls are nonload bearing. 
Without the impediment of load bearing walls, large open 
interior spaces offer little protection. The only available 
refuge is the central core of reinforced concrete present in 
many of these buildings (for example, the elevator shaft). 
Multistoried steel and concrete-framed structures occupy the 
valuable core area of most modern cities. Examples of framed 
structures are shown in the following figure. 


Framed Fevigung charectersctees 


HEAVY ¥ GLAD 
LIGHT ¢LAG 


Langer ronm & Brterin naarh all 


on ground floor gisee or other thin material 


Material and Structural Characteristics 


Urban structures, frameless and framed, fit certain material 
generalities. The first table below converts building type and 
material into height/wall thicknesses. Most worldwide urban 
areas have more than 60 percent of their construction formed 
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from bricks. The relationship between building height and 
thickness of the average brick wall is shown in the second table 
below. 


Unban Saeiues Jintenta! Tiricanesses 


Height Average Wall 

Builing Material [sto ries] Thickness, in 
Frameless Structures 

Stone 1-10 a0 
Brick 1-3 5 
Dick 3-6 45 
Concretb Hock 1-5 Hi 
Concrete, yal and Sab 1-19 Y- 1h 
Concrete, prefabricated 1-3 7 


Framed Structures 


Wood 1-3 1 
Steal (heavy olodding! 3-100 & 
Concretesteal {lighi ceding) aA t-3 


Average rick Wart Tiick ness 


Height WaillThickness, in 
(stories) 
18t 2nd ord 4th 6th 6th 


11% 
2 134 1042 
3 14% 13% 16% 
4 164 4% 12% 11% 
sa We BW IA Ta 12¥2 
6 19% 18% 59% 14% (139% 12% 


SPECIAL URBAN AREA POSITIONS 
Troop Protection 


After urban structures are classified as either frameless or 
framed, and some of their material characteristics are defined, 
leaders evaluate them for protective soundness. The evaluation 
is based on troop protection available and weapon position 
employment requirements for cover, concealment, and routes of 
escape. The table below summarizes survivability requirements 
for troop protection. 
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Survveoeiy Boga memento for Treogoe uo noe Aig) 
Ne quirc me nts Building Characteristice 
Guyver I. Proportion of walks to windowe 
2 Wall compocition and thicknace 
& letericr wall and padition compceition and thicknece 
4. Stair and elevator modube 
Concealment 1. Proportion of walls to windows 
2 Venting pattem 
& Floor plan (hormontel and vertical 
4. Star and elevator moduks (framed hightice buildings) 
Esc pet I. Floor plan (hor bontal and vertical 


2 Stair and elevator motibs 


Cover. The extent of building cover depends on the proportion of 
walls to windows. It is necessary to know the proportion of non- 
windowed wall space which might serve as protection. Frameless 
buildings, with their high proportion of walls to windows, 
afford more substantial cover than framed buildings having both 
a lower proportion of wall to window space and thinner (nonload 
bearing) walls. 


Composition and thickness of both exterior and interior walls 
also have a significant bearing on cover assessment. Frameless 
buildings with their strong weight-bearing walls provide more 
cover than the curtain wails of framed buildings. However, 
interior walls of the older, heavy-clad, framed buildings are 
stronger than those of the new, light-clad, framed buildings. 
Cover within these light-clad framed buildings is very slight 
except in and behind their stair and elevator modules which are 
usually constructed of reinforced concrete. Familiarity with the 
location, dimension, and form of these modules is vital when 
assessing cover possibilities. 


Concealment. Concealment considerations involve some of the same 
elements of building construction, but knowledge of the venting 
(window) pattern and floor plan is added. 


These patterns vary with type of building construction and 


function. Older, heavy-clad framed buildings (such as office 
buildings) frequently have as full a venting pattern as 
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possible, while hotels have only one window per room. In the 
newer, light-clad framed buildings, windows are sometimes used 
as a nonload bearing curtain wall. If the windows are all 
broken, no concealment possibilities exist. Another aspect of 
concealment undetected movement within the building depends ona 
knowledge of the floor plan and the traffic pattern within the 
building on each floor and from floor to floor. 


Escape. In planning for escape routes, the floor plan, traffic 
patterns, and the relationships between building exits are 
considered. Possibilities range from small buildings with front 
street exits (posing unacceptable risks), to high-rise 
structures having exits on several floors, above and below 
ground level, and connecting with other buildings as well. 


Fighting Positions 


Survivability requirements for fighting positions for 
individuals, machine guns, and antitank and antiaircraft weapons 
are summarized in the table below. 


Survivaliy Aequiremenic for Fighting Posiions i Unban Buying: 
Individual positions 1. Wall composition and thickness of upper floors 
2% Foot compocilion and thickness 
3. Flocrand ceiling compesitio and thrlmess 
Machine gun positions 7. Wal | compeccition and thichnecc 
2. Loce. tennin 
ANTANK weapon 1. Wall Gompeecition and hichess 
pos ILhO mS 
2. Room dimensions and volume 
3. Function related inkerias fumishings, and so forth 
4. Fields of fire (relative position of building) 
5. Aming distance 
6. Line-of-sight 
Antiaircratt weapon 1, Roof compos iio and thickness 
positions 
9, Theor plan (horizontal and vertical 
3. Line-of-cight 


Individual fighting positions. An upper floor area of a 
multistoried building generally provides sufficient fields of 


9-22 


FM 5-103 


fire, although corner windows can usually encompass more area. 
Protection from the possibility of return fire from the streets 
requires that the soldier know the composition and thickness of 
the building's outer wall. Load bearing walls generally offer 
more protection than the curtain walls of framed buildings. 
However, the relatively thin walls of a low brick building (only 
two-bricks thick or 8 inches) is sometimes less effective than a 
15-inch thick nonload bearing curtain wall of a high-rise framed 
structure. 


The individual soldier is also concerned about the amount of 
overhead protection available. Therefore, the soldier needs to 
Know about the properties of roof, floor, and ceiling materials. 
These materials vary with the type of building construction. In 
brick buildings, the material for the ceiling of the top floor 
is far lighter than that for the next floor down that performs 
as both ceiling and floor, and thus is capable of holding up the 
room's live load. 


Machine gun positions. Machine guns are usually located on the 
ground floor to achieve grazing fire. In brick buildings, the 
lower floors have the thickest walls and thus the greatest 
degree of cover. In frame buildings, walls are the same 
thickness on every floor and thus the ground floor provides no 
advantage. Another consideration is the nature of the local 
terrain. Should a building selected for a machine gun position 
lie over the crest of a hill, grazing fire is sometimes not 
possible from a ground floor. In such cases, depending on the 
area's slope angle, grazing fire is achieved only from a higher 
floor. 


Antitank weapon positions. The positioning of antitank weapons 
within buildings demands consideration of the critical need for 
cover. Buildings with fairly thick walls have rooms that are too 
small to permit firing of heavy antitank weapons, such as the 
TOW. Therefore, only the LAW, Dragon, and the 90-mm recoilless 
rifle (RCLR) are usually fired from these buildings. When 
antitank weapons are fired, backblast is present as illustrated 
below. 
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When weapons are fired in enclosed areas in structures, the 
following conditions are required: 
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The area must have a ceiling at least 7 feet high. Minimum 
floor sizes by weapon and type of construction are as shown 
in the table below. 

Approximately 20 square feet of ventilation is necessary to 
the rear of the weapons. An open door normally provides 
adequate ventilation. 

Small, loose objects and window/door glass are removed from 
the firing area. 

Combustible material 1s removed from behind the weapon. 
Curtains and over-stuffed furniture out of the blast area 
are usually left in place to help absorb sound. 

For ATGMs, vertical clearances between the bottom of the 
launch tube and the wall opening are 6 inches for TOW and 9 
inches for Dragon. 

Occupants must be forward of the rear of the weapon and 
wear helmets and earplugs. 
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For heavy ATGMs (TOWS) designed for effectiveness up to 3,750 meters, there is an acute need 
to select light-clad framed buildings that have considerable fields of fire. 


Antiaircraft weapon positions. The deployment of antiaircraft 
weapons can also be related to a consideration of building 
characteristics. An ideal type of building for such deployment 
is a modern parking garage (one with rooftop parking). It offers 
sufficient cover, a circulation pattern favoring such weapons 
carried on light vehicles, and frequently offers good lines of 
sight. 


Other Planning Considerations 


Fighting and protective positions located inside urban buildings 
sometimes require upgrade or reinforcement. Prior to planning 
building modification, the following factors are considered: 


e Availability of materials such as fill for sandbags. 

e Transporting materials up stairwells and into attics. 

e Structural limitations of attics and upper level floors 
(dead load limitations). 


COMBINED OPERATIONS 


The United States maintains substantial forces in Europe for 
North Atlantic Treaty Organization (NATO) operations and forces 
in Korea as part of the combined forces command (CFC). In these 
areas, established command and control arrangements permit 
detailed peacetime planning, base development, and host nation 
support agreements. In most potential combat theaters, however, 
international agreements with United States allies on principles 
and procedures do not exist or are only partially developed. In 
both types of possible theaters of operations, combat activities 
will involve combined operations with allied forces. 
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Interoperability is the capability of multinational forces to 
Operate together smoothly. Commanders involved in combined 
survivability operations must have a knowledge of standing 
operating procedures (SOPS), standardization agreements 
(STANAGS), and any other procedural agreements made between 
forces. In addition, a commander should maximize training and 
use of equipment and supplies organic to friendly foreign 
forces. Host nation support agreements may provide equipment and 
indigenous labor for protective construction. These assets 
require full identification and use. Interoperability is 
discussed in FM 100-5. 


Terrain and climate characteristics of the following three NATO 
regions are critical to the survivability planner in Europe. 


ALLIED FORCES, NORTHERN EUROPE (AFNORTH) 


The Northern European Command, also known as Allied Forces, 
Northern Europe (AFNORTH), is made up of Norway, Denmark, and 
that portion of the Federal Republic of Germany north of the 
Elbe river. The climate of this area includes subarctic and 
arctic winters which, in some locales, 8 months out of the year. 
Terrain is generally very lightly wooded and susceptible to 
flooding in many areas. 


ALLIED FORCES, CENTRAL EUROPE (AFCENT) 


Allied Forces, Central Europe (AFCENT) includes most of Western 
Europe-specifically West Germany. The climate of this area is 
usually cold and wet. The terrain is generally rolling and open, 
with many urban and built-up areas of 50,000 population and 
upward. 


ALLIED FORCES, SOUTHERN EUROPE (AFSOUTH) 


Allied Forces, Southern Europe (AFSOUTH) includes Italy, Greece, 
Turkey, and countries in the Mediterranean area. Generally, this 
area has a warm and comfortable climate, but it also includes 
some bitterly cold regions. The terrain of northern Italy, 
Greece, Turkish Thrace, and eastern Turkey is mountainous and 
affords excellent natural protection. The plains of the Po River 
Valley, however, provide unrestricted mobility and direct fire, 
and require substantial protection activities. 
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PACIFIC COMMAND (PACOM) 


United States forces stationed from the west coast of the 
Americas to the east coast of Africa and in the Indian Ocean 
come under the umbrella of the Pacific Command (PACOM). Two 
important areas of the command are Japan and Korea. As in NATO, 
important differences in capabilities, doctrine, and equipment 
exist among various national forces in PACOM. Unlike NATO, few 
STANAGS exist to negotiate the differences. 


Korea 


The powerful North Korean army is a threat to the Republic of 
Korea (ROK). It 1s continually poised for attack along the 151- 
mile demilitarized zone (DMZ). The area in which protection 
activities would take place includes mountainous, rugged terrain 
with a temperate, monsoonal climate. Most of the terrain favors 
light infantry operations, yet two major avenues of approach 
from the north allow mechanized activity. Because of the 
segregation of US and ROK units, existing survivability 
/interoperability problems are considered when protection 
activities are planned. 


Japan 


The five major islands of Japan have a climate similar to that 
of the east coast of the United States. The islands are mostly 
mountainous, with the urban areas and huge population centers 
Situated in and around the remaining habitable areas. Operations 
in Japan are governed by the provisions of the Treaty of Mutual 
Cooperation and Security between the United States and Japan. 
Significant efforts are required to ensure interoperability of 
forces. Survivability tasks will most likely center around 
protection of built-up areas. 


CONTINGENCY OPERATIONS 


Contingency operations, generally initiated under circumstances 
of great urgency, are geared to protect vital natural resource 
Supplies or assist a threatened ally. The US contingency force 
must have the capability to defeat a threat which varies from 
terrorist activity to well-organized regional forces armed with 
modern weapons. Contingency forces must prepare for chemical and 
nuclear warfare, and also for air attack by modern, well- 
equipped air forces. Fighting and protective positions are 
initially prepared for antitank weapons, ADA forces, and field 
artillery weapons in order to deny the enemy both air 
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Superiority and free ground maneuver. Most potential locations 
for contingency operations are relatively undeveloped. Logistics 
and base support requirements will dictate operational 
capabilities to a much greater extent than in a mature theater. 
Planners must provide ample logistic basic loads for initial 
construction and use locally available materials for expedient 
structures. 


General contingency plans must allow for rapid changes in the 
tasks, organization, and support to adapt to widely-varied 
potential threats and environments. The composition of the 
contingency force must permit rapid strategic deployment by air. 
At the same time, it must possess sufficient combat power and 
equipment to provide necessary engineer support. The lack of 
logistic support for the deployed task force requires a 
Capability to fully exploit whatever host nation support is 
available. 


Deployed engineer forces are responsible for all engineer 
functions. Initially, there is little back-up support for 
engineers organic to combat forces; however, engineer support in 
the survivability effort is essential. Survivability missions in 
contingency operations are of primary importance after 
deployment. The force requires protection at all levels since 
the enemy often expects the force's arrival, and since assembly 
areas are limited until specific missions are developed. Due to 
the light force structure and limited logistical support, 
priorities are established to determine where the engineers 
should dedicate their resources. Conditions such as delayed 
supply and resupply operations, and scarcity of engineer 
equipment, demand force maneuver units or light forces to 
prepare their own fighting and protective positions. The 
Situation will determine whether shifts from those priorities 
are necessary. 
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APPENDIX A 
SURVIVABILITY EQUIPMENT 


This appendix contains powered survivability equipment used in 
engineer operations. The operational concepts and capabilities 
for each system are presented. The following table contains 
general excavation capabilities for survivability equipment. 
Outputs depend on operational efficiency, soil conditions, 
weather, and cycle time. Production estimates determine 
equipment required, completion time, and best performance 
methods for the project. Technical Manuals 5-331A and 5-331B 
provide detailed information on estimates for production, 
loading, and hauling. 


M9 Armored Combat Earthmover (ACE) 

The M9 is a highly-mobile, armored, amphibious combat 
earthmover, capable of performing mobility, countermobility, and 
survivability tasks in support of light or heavy forces on the 
integrated battlefield. The vehicle hull is a welded and bolted 
aluminum structure with four basic compartments: engine 
compartment, operator's compartment, bowl, and rear platform. 
The bowl occupying the front half of the hull is the earth and 
Cargo compartment. Directly behind the bowl are the operator's 
and engine/transmission compartments. Below the platform, in the 
rear quarter of the hull, is a two-speed winch with 25, 000-pound 
Capacity for recovery operations. A towing pintle and airbrake 
connections are provided for towing loads. 


With track pads removed, the M9 has bulldozing and earthmoving 
characteristics comparable to the D7 dozer. The M9 is equipped 
with a unique hydropneumatic suspension system which allows the 
front of the vehicle to be raised, lowered, or tilted to permit 
dozing, excavating, rough grading, and ditching operations. A 
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self-ballasting capability of the M9 gives it earthmoving 
characteristics equal to an item of equipment twice its empty 
weight. The M9 provides light armor and chemical agent 
protection for the operator, and armor protection for the 
operator, engine, power train, and other key components. It is 
capable of 30 miles per hour (mph) road speeds on level terrain, 
when unballasted, and can swim at 3 mph in calm water. The M9 is 
airtransportable by C130, C141, and C5A aircraft. 


M728 Combat Engineer Vehicle (CEV) 

The combat engineer vehicle (CEV) is a full-tracked armored 
vehicle which consists of a basic M60Al1 tank with a front- 
mounted, hydraulically-operated dozer blade, surmounted by a 
turret bearing a 165-mm demolition gun, a retractable boom of 
welded tubular construction, and a winch. The demolition gun is 
operated from within the vehicle. The winch is housed on the 
rear of the turret and is used in conjunction with the boom to 
lift, or without the boom to provide direct pull. The vehicle 
and dozer blade are operated from the driver's compartment, The 
demolition gun may be elevated or depressed for use at various 
ranges of up to 950 meters. A .50-caliber machine gun is cupola- 
mounted, and a 7.62-mm machine gun is coaxially-mounted with the 
demolition gun. 


The CEV provides engineer troops in the forward combat area with 
a versatile, armor-protected means of performing engineering 
tasks under fire. Some of the tasks which are accomplished under 
fire by the CEV are: reducing roadblocks and obstacles; filling 
craters, tank ditches, and short, dry gaps; constructing combat 
trails; preparing fighting or protective positions; assisting in 
hasty minefield breaching; destroying fortifications; clearing 
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rubble and debris, reducing banks for river crossing operations; 
and constructing obstacles. 


Scoop Loader 

The scoop loader, sometimes referred to as a front loader or 
bucket loader, is a diesel engine-driven unit mounted on large 
rubber tires. The hydraulically-operated scoop bucket is 
attached to the front of the loader by a push frame and lift 
arms. The loader is used as a one-piece general purpose bucket, 
a rock bucket, or a multisegment (hinged jaw) bucket. The 
multisegment bucket is used as a Clamshell, dozer, scraper, or 
scoop shovel. Other available attachments for the loader are the 
forklift, crank hook, and snowplow. The current military 
engineer scoop loaders range from 21 % - to 5-cubic yard rated 
Capacity, and are employed in the majority of engineer 
Organizations including airborne/air assault units and the 
combat heavy battalion. 
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D7/D8 Crawler Tractors 

The crawler tractor, commonly referred to as the bulldozer, is 
used for dozing, excavating, grading, land clearing, and various 
construction and survivability operations. The military models 
D7 and D8 tractors are equipped with a power shift transmission, 
hydraulically-operated dozer blade, and a rear-mounted winch or 
ripper. The D7 tractor with an operating weight of 50,000 
pounds, 200 horsepower diesel engine, and drawbar pull of 39,000 
pounds, is classified as a medium tractor. The D8 tractor with 
an operating weight of 83,000 pounds with ripper, 300 horsepower 
diesel engine, and drawbar pull of 56,000 pounds, is classified 
as a heavy tractor. 
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JD410 Utility Tractor 

The John Deere (JD) 410 is a commercial piece of construction 
equipment used to excavate 2-foot wide ditches up to 15 feet 
deep. It also has a front loader bucket of 1 %-cubic yard 
capacity for backfilling ditches or loading material into dump 
trucks. The tractor has front wheel steer and rear wheel drive. 
The machine is also equipped with hydraulically-driven concrete 
breaker, tamper, and auger attachments. The tractor has a road 
speed of approximately 20 mph. For longer distances, the tractor 
is transported. 
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Small Emplacement Excavator (SEE) 

The SEE is a highly mobile, all wheel drive, diesel engine- 
driven tractor equipped with a rear-mounted backhoe, a front- 
mounted dozer or loader, and portable hand-held auxiliary 
hydraulic tools such as pavement breakers, rock drills, and 
chain saws. The front-mounted attachments are interchangeable 
through a quick hitch mount, and the rear mounted backhoe is 
easily removed for rapid conversion to other configurations. The 
tractor is used to rapidly excavate small combat positions such 
as TOW weapon positions, individual fighting positions, mortar 
positions, and command posts in the main battle area. The weight 
of the tractor is limited to 16,000 pounds. The SEE tractor has 
improved road speeds up to 40 mph and cross-country speeds 
comparable to supported tracked or wheeled units. The tractor is 
equipped with a backhoe capable of excavating 14-foot depths at 
a rate of approximately 30 cubic yards per hour. The dozer and 
loader buckets provide defilade excavation capabilities in 
addition to other tasks such as loading or dozing. 
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Appendix B 
BUNKER AND SHELTER ROOF DESIGN 


This appendix is used to design a standard stringer roof that will defeat a contact burst projectile 
when the materials used are not listed in the table, Center-to-Center Spacing for Wood 
Supporting Soil Cover to Defeat Contact Bursts. For example, if a protective position uses steel 
and not wood stringers, then the procedure in this appendix is used for the roof design. The table, 
Center-to-Center Spacing for Wood Supporting Soil Cover to Defeat Contact Bursts, was made 
using the design steps in this procedure. The calculations are lengthy but basically simple. The 
two example problems in this appendix were worked with a hand-held calculator and the 
complete digital display is listed. This listing enables a complete step-by-step following without 
the slight numerical variation caused by rounding. In reality, rounding each result to three 
significant digits will not significantly alter the outcome. The roof is designed as follows. 


STANDARD STRINGER ROOF 


First, hand compute the largest half-buried trinitrotoluene (TNT) charge that the earth-covered 
roof can safely withstand. Then, use the charge equivalency table to find the approximate size of 
the super-quick or contact burst round that this half-buried TNT charge equals. The roof design 
discussed here is for a simple stringer roof of single-ply or laminated sheathing covered with 
earth (figure B-1). After determining the need for a bunker or shelter roof, the following 
questions are addressed: 


e What type of soil will be used for cover (soil parameters)? 

e How deep will the soil cover be? 

e What will the size and orientation of the stringers be and what kind of stringers will be 
used (stringer characteristics)? 

e What will the stringer span and spacing be? 
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Figure B-1 
DESIGN PROCEDURE DATA 
Soil Parameters 


Two soil parameters are needed in the design procedure-unit weight and transmission coefficient. 
Soil unit weight must be determined at the time and place of design. Both the soil (sand, silt, for 
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example) and its water content affect unit weight. Soil unit weight is usually 80 to 140 pounds 
per cubic foot. The transmission coefficient can be taken from table B-1 


Table B-l. Transmission coefficient (C} for different soil types 


Sail Type 
SP Loose, clean. white mason sand 760 - Oo 
SP Lawase, ham, pit ruri garni BO. 475 
SP Loose, rad, pit run gravally sand 75-320 
oP Bagged, pitrun sand 130-140 
GP Washed gravel, rayndad 120 
ML Loose, sandy silt 125-275 
RL foampaoted, sandy silt 450 


Stringer Characteristics 


For wood stringers, the data needed in the design procedure are given in table B-2 and B-3. For 
steel stringers, the moment of inertia (I) and section modulus (S) values needed in the procedure 
are given in table B-4. For the modulus of elasticity (E) and maximum dynamic flexural stress 
(FS) values, use E = 29 and FS = 50,000. (Additional structural design data is in FM 5-35.) 


Table B-2. Moment of inertia (1) and section modulus (5) 
for different timber sizes 


A-X% Axis ¥-¥ Axis 
Alominal Actual 
Siza finches) Size (inches) I finches *} 5 (inches 7} Il dinghas *) 5 (inches +) 
ze4 14x 34 46 3.05 o.938 1.31 
2x6 Tle a Gl 20,80 7.56 1.65 2.06 
2n@ lax Fla 47.64 12.14 2 D4 22 
2x12 lie a 17144, 177.498 31.64 3.16 422 
4x4 39 2 3 12.51 7.15 12.51 fA5 
4x4 Bla w 64 44.53 17.65 19.65 11.24 
4x8 gia Fi 111.15 30.66 25,90 14.80 
626 Bly x O46 76.26 area 76,26 2iifa 
px 12 Bx 11h Boy 07 121.23 169.44 Sy os 
8x14 Ra x 1a 1127.67 167.06 TAY.17 BR AG 
Ax Tew 7 269.57 70.91 263.67 70.31 
Toa 16 32x G4 BY 76 142,90 BY8.76 fa2.90 
Mote: Asis arieniadion is as shown here: 
! 
x Mm 
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Table B-3. Modulus of elasticity (E} and maximum dynamic 


Timber Species E, 14° psi FS, pai 
Cedar 1.10 2, 2CH) 
Douglas Tir 1.76 4,000 
White fir 1.21 220M 
Eastern hemlock 1.21 2 BOK) 
Waster he miock 1.54 oad, Fl 
Larch 1 76 4,60) 
Southern pine 1.76 6 GOK 
Ponderosa pene 1.10 1,800 
Redwood 1.32 3,400 
Spruce 1.10 7,900 
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Table B-4. Moment of inertia {1} and section modulus (5) for 
different steel wide flange members 


2D AXIS YY Agis 
Nominal 
Siza, in. i (inches 4) 5 inches *) Einches *} S (inches 7} 

a6 x Teh 14.958,4 A35.5 A?7o.S 105.7 
36x12 9012.1 8O2.4 250.9 41.8 
33 xn 41% 6,695.0 404.8 201.4 35.0 
dOx 15 7,291.5 5282 550.1 73.4 
304 1044 4,461.0 Zoo 1355.1 25.8 
2ix id 3,256.7 242.5 116.17 23.0 
24x"%12 2987.3 2438.9 203.5 33.3 
rg G 2.096.4 175.4 76.5 17.0 
212 Bt 1.926.8 176.4 ae 12.9 
16x 7M BOO. 6 83.0 are ty Sy 
1Bx7 446 3 KES 221 6.3 
14% B64 28SG 41.8 17.45 Bad 
Wxile n43.4 BB.0 174.6 25,1 
12% 6% 204.1 34.1 16.6 a | 
10x 1G 272.9 4546 o73.0 15.6 
10 w 544 106.3 21.5 q,7 a4 
Bua Ing? 27.4 47.0 g.2 
Bx Ble 82.5 20.8 16.2 5.6 
Bw 44 56.4 14.1 6? 2.6 
B.« 4 65.5 16.8 | 5.6 
4x4 11.4 5.45 3.76 1.85 


ofe: S205 orientation is 
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STANDARD STRINGER ROOF PROCEDURE 
(Contact Burst Rounds) 


Line 

1 Enter the unit weight of the soil (lb/cf) as determined on site 
Zz Enter the proposed depth of soil cover (ft) 

3 Enter the S value (in 3): 


Line 


10 
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if wood, from Table B-2 

if steel, from Table B-4 

Enter the stringer spacing (in) 

Enter the FS value (psi): 

if wood, from Table B-3 

if steel, enter 50,000 

Enter the stringer span length (ft) 
Multiply line 1 by line 4, enter result 
Multiply line 7 by line 2, enter result 
Multiply line 8 by line 6, enter result 
Multiply line 9A by line 6, enter result 
Divide line 9B by 8, enter result 
Divide line 9C by line 3, enter result 
Divide line 9D by line 5, enter result 


If the line 9E result is greater than O but less than 1.0 go to line 
10. 


If line 9E is greater than 1.0, the roof system is overloaded. Then 
do at least one of the following and recompute from line 1: 


a. Decrease stringer spacing. 

b. Decrease span length. 

c. Use a material with a higher "S" or "FS" value. 
d. Decrease soil cover. 


Enter side A of Figure B-2 with the line 9E value, find the side 
B 


value, and enter result: 
if wood, use »= 1 curve 
if steel, use »= 10 curve 
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Flgure B-2 


Enter the E value (10° psi): 

if wood, from Table B-3 

if steel, enter 29 

Enter the I value (in‘* ): 

if wood, from Table B-2 

if steel, from Table B-4 

Multiply line 9A by 0.08333, enter result 
Multiply line 12B by 0.64, enter result 1 
Divide line 12C by line 9E, enter result 
Multiply line 9A by 0.0001078, enter result 
Multiply line 12A by line 11, enter result 
Multiply line 6 by line 6, enter result 
Multiply line 14B by line 6, enter result 
Divide line 14A by line 14C, enter result 
Multiply line 14D by 28,472.22, enter result 
Divide line 14E by line 13, enter result 
Take the square root of line 15, enter result 
Divide line 12D by line 16, enter result 
Multiply line 10 by line 17, enter result 
Divide line 2 by line 6, enter result 
Multiply line 19 by line 19, enter result 
Take the square root of line 19, enter result 
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Multiply line 21A by line 20, enter result 
Divide 0.6666667 by line 21B, enter result 
Multiply line 20 by 4, enter result 

Add 1 to line 23A, enter result 

Divide 4 by line 23B, enter result 

Take the square root of line 24, enter result 
Take the square root of line 25A, enter result 
Multiply line 25B by line 24, enter result 
Add line 25C to line 22, enter result 

Choose a C value from Table B-1, enter result 
Multiply 61.32 by line 18, enter result 

Take the square root of line 14C, enter result 
Multiply line 28A by line 28B, enter result 
Multiply line 27 by line 4, enter result 
Multiply line 28D by line 26, enter result 
Divide line 28C by line 28E, enter result 


Raise line 28F to the 0.8571 power (or use the graph in Figure 
B-3), enter result 


Figure 8-3 


Solution 


The value on line 29 is the largest half-buried TNT Charge (lb) that the roof can withstand. Enter 
Table B-5 with this value to find the round having an equivalent charge weight equal to or less 
than the value on line 26. 
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Table B-5. Charge Equivalency Table 


Round Half-Bured TNT 
Nemenclatere Charge Weight (founds) 
US Gun and lewitrer Cannons 

TSM gun canMmnen es) 
‘FOTIO gun cannon 2.0 
SOM gut. ¢anuien ae 
\20-MTa gun cannon 10.6 
‘7S-I gUN canien 422 
‘O5-mnim howitzer sannon et 
(33-mm howitzer sannen 15.24 

Banach aowilzer canron aT. 

US Mortars 
&1l-mm 29 
42-inch #.1 
Soviet 

S7-mra frag 0.5 
37 -mm fag-T Md 
76-111 EE Le 
Fo-mm frag 1.1 
B2-mro frag 1 
B5-mm fag ey 
‘OD -torn HE 4.8 
‘O7-mim frag-HE 34 
“20-00 HE. 8.5 
‘23-nm HE 10.7 
[30 mim trag HE* 102 
L40-mra frag -HE &. 
L52-mm ftag-HE 14.3 
Léc-mm HE 16,3 


People’s Republic of China 


s7-mtm HE 0.5 
éo-mm EE** 4.5 
74 mm HE 1h 
75-tir HE 2.2 
B1-11u1101 HE 1.% 
B2Tm fag 1. 
Lo-tim ~=HE zo 


* Content af some rounds inknaywn. 
™! Aich capacizy. 


Eound 
Nomenclature 


105-t1.0 HE 
107-mm 
120-mitn HE: 


Caevto sho yakiale 
Crechoslovakian 
Crechosko vakian 
Crechoslovakian 
Crechosko vakian 
Marth Eorear 
Polish 
Yugoslavian 
Yugo Lavi an 
Tugs lay an 
Finish 

French 

French 

French 

Israeli 

Istaeli 

Ttaliati 


Ke avy 


&2-Inta frag 
&ITot frag 
100-ta1i HE 
120-1101 HE 
130-ta11 HE 
Ramm frag 
L22-Tam Tag 
7Tdétam HE 
&2-Tam HE 
120-11 HE 
160-t11i HE 
lOS-titt HEE 


120-tiin HEA 


155-1110 HE 
&1-mm HE 
&& mm HE 
& l-mim HE 


Table B-5. (continued } 


Fevple's Republic 01 China 
(Continued! 


Others 


Hal Buried TNT 
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Charge Weight, Ib 


EXAMPLES USING THE DESIGN PROCEDURE 


WOOD STRINGER ROOF 


Problem 


The 2-76th Infantry is about to relieve another battalion from defensive positions as shown in 
figure B-4. The 1st Platoon of the A/52d Engineers is supporting the 2-76th. As its platoon 
leader, you have been asked to find how much protection such positions give against the contact 


burst of an HE round. 


You first estimate that the 16-inch-deep soil cover (sand) weighs 100 |b/cf. You then note that 
the roof is made of 4 by 4 stringers, laid side-by-side over a span of 88.75 inches. 
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Line 


ba 


ray 


Wood Stringer Koof Procedure 


The sail unit weight (bésf) is 


The depth of soi] cover (it) is 


Fron Table B-2, the 3 value (in) ford x ds is 


since th dads ve laid aide by ade, the stringer spacing (im) 16 equal 
ta thea actual width or 3.3m 


From Tasle B-2, te Fa valie (paij for Southern Pine is 


The strineer span Leneth (ft is 


Linélalne4= 10a 3.55 
Tine Ta ine 72 340 x] AR = 
Line 62 ine g=405.5n Pda 
Line @A nx line G=3,444 Tada 


Line 9B +8 =25,400 78 +8 = 


100 


14in+12in 


“1.35 


15 


B.2 


6,000 


ee.f3in + 12 in 
“FT 4 


22,400.75 


3,186.25 
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= VA bed 
Wh LAY, 
Fee, 
eee, 
WO -F.obr.. 
baa, 
ATT SESE it hs Al 


Wied lold 


SAREE e3ig9. aE 


v4 


doaka 


Wetatl LeQd SFNIMId 


IH ORI JTS 
-old EINIW 4d Led 
v 


TT 


ee 
4 
aloe 


NOMLVASTA OMNAYHs aols 


WOM 9AS 14 ONIA HS sd 


ABM ALO | 


Figure B-4 


B-11 
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qn 


SE 


OF 


1a 


Pine Of + diem 2= 9.186 35: 7.165 145.64 
Line 3D; line 5 =445 64 :- 6,000 = OOF43 7 


Line SE value G.O743 5 greater thay 0 and less than 1.0, therefore 
praoeed wo line 10. 


From Figure 6-2 using they = curve, the line 10 valie 3s {see 


example in Figure B-51 O43 

From Table @-3, the Evalue (170% psi! for Souther: Paris is 1b 

Frou Table 8-2, the value [in* for 44 4s is 12.51 

Line 44% OB S43 > 344407 6 UUs ee 
bind 13R yw hd = SB Oe sO Be 183.71 —_ 
Line 120. line SE - 163.71 + W745 = _ 24726 

Line 9A 5 CLC 1078 = 34d Fe Oo OOG1g 7d = 0.371 

Line 124 «line 17-12.514 1.76 - 22.0176 
Lire Ox lina G- 74x74 = - b4. ai 

Line 146 x lire @=54.76 «7.4 = — 405.22 

Line 14.4: line 140 - 22.0176: 405.22 - 0 D643 
Line 140 28,472.22 = 0.05433 « 28,472,292 = 1,547 .o 
Line 14E: ling 13- 1,547.02 - 0.47" - 4169.37 
The square rogl ofline 15 5, {4169.87 ~ fd 9? 

Linc 12D: ine 16- 2472.6: 64.57 - B29 
-ing lati 1? 36.289 20.935 2h .67 
Ime 2 =line 621.39: 7.4-+ ara? 

“nd Taal la-Gl foe ral sd = Was 
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214 “he square rootol lira 195 [0.1797 = aS 
218 Lina 214 x line 20 = 0.42599 x OO325 - _ oat 
a2 C.6656667 ; ling 276 = 16666667 16.0137 = 43 65 
294 Line 2082-5 O.0929 5 4 = o' 207 
238 1+line 294 = 1+ 0.1282 = 1.' 292 
ad 42 lire 238 = 4: 1.1252 = a.4d2o 


JAA The square footaf lice 24 = [a5aza = 1.6821 


26D The square rootat lire 254 = ! BALI - . 1.2716 


Le Ling 29H xdine 24 = 1.019 x boy = Fe 
16 Ling 260 ~ line #2 = 4.368 - 49.63 = BBS 
a7 From Table B-1, the ¢ value chesen “or begged pit run said 5 14 
284 61.324 line 16-61 32 = $6.61 = 21.81 
15B The square root of lire 140 -, ios 22° ee 
IBC Lind 26.4, slimu 286 - 2,183.61 2 20.155 43.855 O7 
1f0 Ling 27 aloo 1) TAGs Sa - aye) 
25E Ling 240 wling 26 = +o 453.55 - 20.2056 0 
IBF Lina 290 = Line HE = 43.955,97 + 26,2595 = loeb 
29 Entar Figuee B-3 with the lime 28F value (1.64) and aad (he TNT 

sharce vrenghingdi iy [etc okomak: im Figwre: A 2, 1.56 


Or. as an elternate rrethwal, raise 1.FH bo che O85 77 power. 


Solution 


Thus, the largest TNT charge that the roof can withstand is 1.56 pounds. Entering Table B-5 with 
this value, you find that the roof will withstand a contact burst explosion of up to an 82-mm frag 
round (only 1.0-pound charge size) excluding the 76-mm HE round (1.8-pound charge site). 


STEEL STRINGER ROOF 
Problem 


The 2-76th Infantry will occupy the positions described in the first example for an extended 
period of time. Thus, the battalion commander has ordered the 1st Platoon of the A/52d 
Engineers to construct a tactical operations center. This structure must have at least 10 by 12 feet 
of floor space and be capable of defeating a contact burst of a Soviet 152-mm round. The S2 of 
the A/52d Engineers reports that 13 undamaged 8-inch by 6 %-inch wide flange beams have been 
found. They are long enough to span 10 feet and can be salvaged from the remains of a nearby 
demolished railroad bridge. 
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As platoon leader, you are to design a roof for the tactical operations center using these beams as 
stringers. You plan to place five of the stringers on 36-inch centers and cover them with a 4 by 4 
wood deck. You use the same bagged sand as described in the first example. You begin your 
design by assuming that the soil cover will be 3 feet deep. 


Steel Sirmger Koof Procedure 


Line 

1 Tia soil unit waight dict) 1s 100 

Z Tae assumed depth ef soil cover dite is 3 

3 From Table B 4, the $ vaiue |in*} ‘or the & x 6! steel is 20.8 

4 The sTIinger Spacing [in| ss ee 
5 For steel scringers, -ha FS waltse (psi) is 60,000 

6 The stringer span length (fl 1s oO 

ri Line lv lire += 100 « 38= 3, 6010 

£ Lins Fxlira 3 - 3,600 «3 - 10,800 7 
oA, Line Bu lire G@- 10,5000 10= 198.000 | 
SB Line $4 x line 6 = 108,000 x 10= 1 ORO, O0t 

$C Line 9B: 6- 1,980,900 - 8 = 135.000 


Ling 


Line C= ine 3= 135.000: 70.8= 


Line $0: lina 5 = 6490-38 : 50.900 - 


Ling $F value 2.1298 is greater than 3 and less than 1.0, therefora 


proceed to lime 10. 


From Figure B-2 ustng thew - 10 curve, the lire 10 value is [see 


example un Figure B 1] 


For steel etrimncers, tre E value (1° psi) is 
Fram Table B-4, the | valone qin?) for the & 3 64 inch steel is 


Lene 24, 4 6.00357 = 104,000 ~ 0.08395 = 


Ling “2B x O.640- 6.999.64 x 0.54 - 


Line 120+ line SE = 5.759.772 GO 1298 = 


Line $A x 2.0001 078 = 106,000 « O.O001078 - 


Line 124 x2 line 11 = 825 2295 


Line Bx lineg 6- 10% 10- 


Line 14B xl-neb=tO« 1o= 


Line TAs lime Tea 3 AGS 5-1 o0o= 


Knee MU x 4b a fe ee a de 2D eed = 


line 146 = line 149 > 68.048 _641 


The square root of line 14 =, f.u96.1 = 


Line 120 = ling 16 = 44,374.19 + 7646 = 


11.8 = 


Line 10 x knee 1? = 4.05s bBo Se 


LnB2: NreEa&- 3:17 


Ling $3 xine 19-G3a0,3- 


The square root of lime #27 (5 = 
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490.08 


Vieoe 


4.05 
zg 


02.5 


4,555 G4 


er re 
a4.374.19 
11.64 
2102.8 
10 
1,009 
249 
—3Y,098 6A 


5,646.10 


O.3 
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ae bing 2TA «line 20-0477 » O08 = ‘0.0483 _ 
iz O.6636667: line 218 - O.66GR6R 7 O.94gg - 135200 
244 Lind 20 24= 09 x4 = O36 

236 1 - line 224=14+0.38= 1.36 

Z4 4: line 23H=4- 136 = 7 Ga 

254, The sy.are root of line 245 {2.94 = t?7 

256 The square root of lina 734 = {71 = tal 
250 Lins 256 «line 24" 1.01 4 2 94 - —s a8 

26 Line ZC + line 22- 3.854 74.52 - 17a? 

ZF From Table 8 1, the O value ciasen for me bacged pn run sand vs 140) 

25a 6137 «line 18 - 61.32 4 2.950.249 = 144,190.21 
258 The square oot uf ine 142 -. fi.000 = ht ee 
23L Line 284 x line 258 = 144,150.21 2 31.02 - 4.557 397 24 
2sb Line 2/ x lira 4 = 140% JB= B,O4( 

Z3E Lite 260 x line 26 = 5.040% 1a = ___a7,844 BO 
Zar Line 280° Ling 266 =4,5457,397.24: 87,544.80 = ; ___ oe. 

74 Entur Figura &-3 ath ihe line 2BF value (2.06) and read the THT 


Linge weigit (1b) sae example in Figum 8-21 24.5 


ir. as an alternate reached. raise 52.06 ip ihe O85? t power. 


Solution 


Thus, the largest TNT charge that the stringers can withstand is 29.6 lb. You next use the 
procedure again in a manner similar to that in example 1 to evaluate the 4x4 wood deck. You 
find a line 29 value of 29.64. Enter Table B-5 with the largest of these values (29.6), you find 
that the roof will withstand a contact burst explosion of up to a 160-mm HE round (only 16.3- 
pound charge size). Thus, the roof you have designed will be capable of defeating a contact burst 
of a Soviet 152-mm round. 


APPENDIX C 
POSITION DESIGN DETAILS 


PRONE POSITION (HASTY) . : 
ONE-SOLDIER POSITION (DELIBERATE) .. 
TWO-SOLDIER FOSITION (DELIBERATE}).. 


COVER (DELIBERATE) ......... peeac enue eee eae 
DISMOUNTED TOW POSITION . 
MACHINE GUN *OSITION . 


MOATAA POSITION (21MM "AND 4. 2. IN | MORTARS}, betadoary 


WoOCD-FRAME FIGHTING POSITION . 


FABRIC-COVERED FRAME POSITION . er ene tt 
CORAUGATED METAL FIGHTING BUNKER ......-...-.-.55 


PL¥YWOGD PERIMETER BUNKER . 
CONCHETE LOG BUNKER . 


PRECAST CONCRETE SLAB BUNKER SURES RaS! aveday 


CONCHETEARCH BUNKER . 
COVERED DEEP-CUT POSITION 


AATILLEAY FIRING PLATFORM (156MM, 176MM, AND | 


B-IN ARTILLER™) . 


PARAPET POSITION FOR ADA alr di ihe oad wai ees 


TVVO-SOLDIEA SLEEPING SHELTER ........ 
METAL CULYERT SHELTEA........... 
AIRTRANEPORTABLE ASSAULT SHELTER. 


TIMBER POST BJRIED SHELTER... see ee eee eee 
MODULGA TIMGER FRAME SHELTER .-.....---..--- ..-.-€ 
TIMBER FAAME BURIED SHELTER .... 1. cc eee cee tees 


SEOWEGROLUNE Cavity wal! SHFEETFA 


STEEL FRAME“FASRIC-COVERHED SHELTER ........ ..... 
HARDENED FRAME,FABRIC SHELTER.....-........... 
RECTANGVLAR FABRIC/ FRAME SHELIER, ..--...--.... 
CONCRETE ARCH SHELTER.....- 22. cee ws 
METAL PIPE ARGH SHELTER ......-...-.2. cece ee cae 


6TEEL LANDING MAT WALL. ....-.. cc. ee ae 
EAATH WALLS. 

SOL-CEMENT WALL. 

EARTH WALL WITH REVETM ENT 


SOlc BIN WALL WITH LOG REVETMENT whacunmeinaunteaac tag 
SOIL BIN WALL WITH TIMBER REVETMENT....-.......-... 
SOIL BIN WALL WITH PLYWOOD REVETMENT ............. 


HARDENED SOIL BIN WALL WITH 
PLYWOOD REVETMENT . ; 

PLYWOOD (OR CORRUGATED METAL) 
PORTABLE WALL . 

PORTABLE PRECAST CONCRETE WALL - 

CAST-IN-PLAGE CONCRETE WALL ..-.....----., 

PORTABLE ASPHALT ARMOR PANELS ...... 

STANDARO FIGHTING TRENCH ..........-.-.-5. 


VEHICLE FIGHTING POSITIONS (DELIGERATE)...... .. 


111 Ge? 
ee Por 
ee | 
ONE- OR TWO-SOLDIER POSITION WITH OVERHEAD 
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PRONE POSITION (HASTY) 
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~, 
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ONE- OR TWO-SOLDIER POSITION WITH OVERHEAD COVER [DELIBERATE) 
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DISMOUNTED TOW POSITION 
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MACHINE GUN POSTTION 
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MUKTAK POSITION (831MM AND 42-IN MORTARS) 


HASTY POSITION 
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Appendix D 
CAMOUFLAGE 


DETECTION 


Modern sensing devices detect objects or terrain disturbances 
even though they are well camouflaged. These devices detect 
reflected short-wave and radiated long-wave infrared (ir) 
energy. Special video devices "read" ir energy and detect dead 
or dying vegetation as well as objects painted similar to their 
surroundings. As a counter, special camouflage paint having a 
short-wave infrared response much like natural vegetation is 
available. The long-wave or thermal infrared energy radiated by 
a surface depends on the surface temperature. Hot surfaces 
radiate much more energy than cool surfaces; thus, hot surfaces 
are normally easier to detect with thermal infrared or heat- 
sensitive devices. Certain precautions are taken against 
detection by these devices. 


e Hot objects such as generators, stoves, or other heat- 
generating items are not openly exposed. 

e Artificial surfaces are shaded or insulated to reduce solar 
heating. 

e Distinctive shapes or patterns which readily identify the 
type of feature or facility are obscured. 


If natural material is used for camouflage, there are two major 
considerations. First, gathering natural material nearby creates 
voids, changes the appearance of the natural surroundings, and 
reduces the effectiveness of the camouflage. Therefore, limbs 
are cut from several trees, not just one. Also, limbs are cut as 
close to the trunk or main branch as possible. A tree should 
still appear "natural" after branches are cut. Secondly, while 
natural material aids both visual and infrared camouflage 
initially, it loses effectiveness as it dries out. Thus, when 
vegetation is cut for camouflage use, it is watered and/or 
replaced as it withers. The replaced camouflage is disposed of 
so that it does not draw attention to the concealed area. Excess 
soil from constructed positions, waste materials, and any worn 
or damaged camouflage are moved to another area and made to look 
like natural terrain. These materials are also used for 
constructing a poorly camouflaged dummy position. 


Regardless of the materials used to camouflage a bivouac site, 
both visual and infrared capabilities are considered. For 
example, a field fortification constructed of galvanized steel 
is set in a grassy area. During midday, the steel appears 
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unnaturally bright to both visible and thermal infrared sensing 
devices. In the visible range, it reflects more light than the 
grass and differs in color. In the short-wave infrared range, it 
appears darker than the surrounding vegetation. In the thermal 
infrared range, it is much hotter than sod or vegetation. 
Sodding the roof camouflages the position for all three types of 


always possible, artificial materials are used. Paint or nets, 
such as those used on vehicles, may help. Paint protects against 
detection by visible and short-wave infrared devices, but 
shading by nets reduces the thermal infrared signature and thus 
the detectability of the site to heat-sensitive devices. 


Natural Materials 


Natural materials are used for the three methods of concealment - 
hiding, blending, and disguising. Indigenous materials provide 
the best concealment, are economical, and reduce logistic 
requirements. For camouflaging, natural materials are divided 
into four groups: growing vegetation (cut and planted), cut and 
dead vegetation, inert substances of the earth, and debris. 


Cut vegetation is used for temporary concealment, completing or 
supplementing natural cover, and augmenting artificial cover. It 
is also excellent for overhead screening if cuttings are 
carefully placed to appear as in the natural state. Cut foliage 
wilts and is therefore replaced frequently (every 3 to 5 hours). 
In addition, cutting large amounts reveals the site. Inert 
substances such as cut grass, hay, straw, or dead branches 
require very little maintenance. However, because of their dry 
nature, these items are a potential fire hazard and lose their 
ability to provide infrared detection protection. Inert 
materials are ideal when vegetation is dormant. 


Other substances such as soil, sand, and gravel are used to 
change or add color, provide coarse texture, simulate cleared 
areas, or create shapes. Debris such as boxes, tin cans, old 
bottles and junkyard items are also used for camouflage in some 
cases. In winter, snow is used, but some differences are 
expected between undisturbed and reworked snow, especially with 
infrared detection devices. 


Man-Made Materials 


Man-made materials fall into three categories: hiding and 
screening, garnishing and texturing, and coloring. 
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Hiding and screening materials include prefabricated nets, net 
sets, wire netting, snow fencing, truck tarpaulins, smoke, and 
so forth. Generally, these materials are most effective when 
used to blend with natural overhead or lateral cover. 


Garnishing and texturing materials are used to add the desired 
texture to such items as nets and screens. Examples of such 
materials are gravel, cinders, sawdust, fabric strips, feathers, 
wood shoring, and Spanish moss. 


Coloring with standard camouflage paint, available in ten colors 
in addition to black and white, allows selecting a color scheme 
which blends with any natural surrounding. Normally, standard 
camouflage paint has a dull finish, is nonfading, possesses a 
certain degree of infrared reflectivity, covers in one coat, and 
lasts approximately 9 months. If this paint is not available, 
other materials such as crankcase oil, grease, or field- 
expedient paint can be used as a stopgap measure. 


FIELD SITE DEVELOPMENT 


The four stages in the development of a field site are planning, 
occupation, maintenance, and evacuation. Since units often move 
without an opportunity to plan, the first stage is sometimes 
eliminated. In that case, the five points listed in the 
following paragraph are satisfied after arrival to the area. 


Planning 


Because of the frequent halts characteristic of modern mobile 
warfare, planning is difficult. Since there is seldom time or 
facilities available for elaborate construction, sites are 
quickly entered and evacuated. However, no matter how swift the 
operation or how limited the time and facilities, the unit 
commander plans for concealment. The general area of the halt is 
determined by the tactical plan. Prior to entering the area, the 
quartering party becomes familiar with the terrain pattern 
through a careful study of maps and aerial photographs. The 
party is also fully acquainted with the tactical plan and the 
camouflage requirements. The five critical points for the party 
are: 


e Unit mission. 

e Access routes. 

e Existing concealment. 

e Area size. 

e Concealment of all-around position defense. 


FM 5-103 


Camouflage begins before the unit moves in to occupy the site. 

Vehicles are carefully controlled in their movements so telltale 

tracks do not lead directly to a camouflaged position. All 

traffic moves on existing roads or trails or follows tree lines. 
Occupation 


Occupation is achieved with a carefully controlled traffic plan 
which is strictly followed. Guides posted at route junctions, 
fully aware of the camouflage plan, enforce camouflage 
discipline. Turn-ins are marked to prevent widening of corners 
by vehicles. Foot troops follow marked paths as closely as 
possible. The position is sited so that it is not silhouetted 
against the sky when viewed from an attacker's ground position. 
It also blends--not contrasts--into the background. 


Maximum use of trees, bushes, and dark areas of the terrain 
reduces the amount of camouflage required and the likelihood of 
air observation. It is equally important that the concealing 
cover not be isolated, since a lone clump of vegetation or a 
solitary structure is a conspicuous hiding place and will draw 
enemy fire whether the enemy "sees" anything or not. The terrain 
should look natural and not be disturbed any more than 
absolutely necessary. This objective is best accomplished by 
removing or camouflaging the spoil. 


Natural terrain lines, such as edges of fields, fences, 
hedgerows, and rural cultivation patterns, are excellent sites 
for positions since they reduce the possibility of aerial 
observation. Regular geometric layouts are avoided. The 
lightweight camouflage screening system (LWCSS) is especially 
important in preventing identification of recognizable military 
outlines. 


Before any excavation is started, all natural materials, such as 
turf, leaves, forest humus, or snow, are removed, placed aside, 
and later used for restoring the natural appearance of the 
terrain. When a position cannot be sited under natural cover, 
camouflaged covers are valuable aids in preventing detection. 
Materials native to the area are preferred; however, when 
natural materials are used over a position, they must be 
replaced before they wilt, change color, and lead to detection. 


Maintenance 
Next to occupation, maintenance is the most critical stage. If 


the occupation was successful from a camouflage standpoint, 
maintenance is relatively simple. Successful maintenance 
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involves frequent inspection of camouflage; active patrol 
measures for discipline; and, where possible, aerial observation 
and photos. When critical unit activities require congestion of 
troops, such as for dining, the traffic plan must be rigidly 
enforced. It is often necessary to use artificial overhead 
cover, such as LWCSS. Garbage disposal pits are concealed, with 
special care given to the spoil. During hours of reduced 
visibility, it 1s human nature to relax and assume that the 
enemy cannot see during darkness or in fog; however, the 
maintenance of noise and light discipline, as well as 
camouflage, iS important at all times. Failure to maintain light 
and noise discipline may make all other methods of camouflage 
ineffective. Even during periods of reduced visibility, an 
exposed light can be seen for several miles. Any unusual noise 
Or noise common to military activity may draw attention to its 
source. 


New thermal imagery technology is capable of detecting equipment 
not covered by thermal camouflage nets, regardless of light or 
weather conditions. Generators, heaters, or any other running 
engines create additional thermal signatures which must be 
limited as much as possible. As a result, stricter camouflage 
discipline is required during the hours of reduced visibility, 
Since a camouflage-undisciplined unit will become even more 
recognizable. Wire and taped paths will aid personnel in finding 
their way with minimum use of flashlights. 


Evacuation 


Although evacuation is the last operation at the halt site, 
camouflage does not end when the unit prepares to move out. An 
evacuated area can be left in such a state that aerial photos 
reveal the strength and type of unit, its equipment, and even 
its destination. It is an important part of camouflage to leave 
the area looking undisturbed. Trash is carefully disposed of or 
taken with the unit. Spoil is returned to its original location 
to assume a unit is not engaged when it departs. If engaged, it 
may not be possible to return the site to its original 
appearance. 


CAMOUFLAGE OF UNIT POSITIONS 
Command Post 


Since the command post is the nerve center of a military unit, 
it is a highly-sought enemy target. Command posts have 
functional requirements which result in creating easily- 
identifiable signatures such as-- 
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e Converging communication lines, both wire and road. 

e Concentration of vehicles. 

e Heavy traffic which causes widened turn-ins. 

e Antennas. 

e New access routes to a position which could house a command 
post. 

e Protective wire and other barriers surrounding the site. 

e Defensive weapon positions around the site. 


Primary camouflage solutions include intelligent use of the 
terrain and backgrounds, and strict enforcement of camouflage 
discipline. 

Site Requirements 


The site requirements of a large command post are primarily 
reconnaissance and layout, quartering parties, rapid concealment 
of elements, camouflage discipline, and a well-policed track 
plan to prevent visitors from violating it. Since a large 
headquarters is likely to remain in an area for a greater length 
of time than a halted maneuver unit, the site must be capable of 
being disclosed by changes in the terrain pattern. It is unwise 
to locate a headquarters in the only large building within an 
extensive area of operations. If the command post is located in 
a building, there must be other buildings in the area to prevent 
the target from being pin pointed. 


Communications 


Communications are the lifeblood of a command post. Command 
posts sited to take advantage of existing roads and telephone 
arid telegraph wires are easiest to conceal. When new 
communication means must be created, natural cover and terrain 
lines are used. The use of remote communications should be 
concealed wherever possible. 


Discipline 


After the site has been selected and camouflaged to supplement 
whatever natural concealment is present, continued concealment 
depends on discipline. Tracks are controlled; vehicles are 
parked several hundred meters from the command post; security 
weapons and positions are concealed and tracks to them made 
inconspicuous; all spoil is concealed, and protective and 
communication wires follow terrain lines and are concealed as 
much as possible. Night blackout discipline is rigidly enforced. 
Routes to visitor parking areas are maintained in accordance 
with the track plan. Power generation equipment is also 
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concealed to protect against noise and infrared signature 
detection. 


In open terrain where natural concealment is afforded only by 
small scrub growth and rocks, overhead camouflage is obtained by 
uSing the LWCSS. Even in desert terrain, broken ground and scrub 
vegetation form irregular patterns and are blended with 
artificial materials. Digging-in reduces shadow and silhouettes, 
and simplifies draping positions or tents. In open terrain, 
dispersion is particularly important. Routes between elements 
are concealed or made by indirect in straight lines. 


CAMOUFLAGE OF CIVILIAN STRUCTURES 


A headquarters within an existing civilian structure presents 
the problem of hiding day movement and concealing the evidence 
of night activity when blackout conditions prevail. Military 
movement in a village or a group of farm buildings is less 
discoverable if kept to a minimum. Attempts to alter the 
appearance of buildings by disruptive painting is evidence of 
occupation and simply reveals a military presence. Erection of a 
small structure simulating a new garage or other auxiliary 
Civilian building is unlikely to arouse suspicion. Any major 
changes, however, especially if the enemy is familiar with the 
area, will be closely scanned by enemy air observers. When 
buildings are partially destroyed and left debris-littered, 
installations are camouflaged with debris to blend with the 
rough and jagged lines of the surroundings. A few broken 
timbers, pieces of broken plaster, and a few scattered rags 
accomplish quick and effective concealment. Other debris usually 
available includes rubble, scrap metal, wrecked vehicles, and 
furniture. 


CAMOUFLAGE OF SUPPLY POINTS 


Camouflage of a supply point includes all the difficulties of 
both maneuver unit and command post concealment, plus a number 
of particularly troublesome factors peculiar to supply points 
alone. Supply points vary in size from large concentrations of 
materials in rear areas, to small piles of supplies in the 
forward areas. Large amounts of equipment are quickly brought 
up, unloaded, and concealed, yet are easily accessible for 
redistribution. Flattops are used effectively providing the 
supply points are not too large, time and materials are 
available, and they blend with the terrain. For supply points 
which cannot be concealed, decoy points will often disperse the 
force of an enemy attack. 
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Natural concealment and cover are used whenever possible. Stacks 
of supplies are dispersed to minimize damage from a single 
attack. New access roads are planned using existing overhead 
cover. In more permanent installations, tracks running through 
short open areas are concealed by overhead nets slung between 
trees. Traffic control includes measures to conceal activity and 
movement at, to, and from the installation. Even when natural 
cover is sparse or nonexistent, natural terrain features are 
advantageously used. 


In cultivated fields, supplies are laid out along cultivation 
lines and textured with strip-garnished twine nets to resemble 
standing stubble. In plowed fields, supplies are stacked 
parallel to the furrows and covered with earth-colored burlap 
for effective concealment. Access routes are made along the 
furrow, and no unnatural lines appear on the pattern. 


Camouflage discipline measures at supply points include track 
plans that result in minimal changes to terrain appearance, 
debris control to prevent accumulation and enemy detection, 
concealment and control of trucks waiting to draw supplies, and 
camouflage maintenance. 


CAMOUFLAGE OF WATER POINTS 


Effective concealment of water points and other support 
activities require 


e An adequately concealed road net. 

e Sufficient concealment to hide waiting vehicles. 

e Adequate concealment-artificial or natural for operating 
personnel, storage tanks, and pumping and purification 
equipment. 

e Strict enforcement of camouflage discipline. 

e Control of spilled water and adequate drainage to prevent 
standing pools of water which reflect light. 


Foliage not sufficiently thick for perfect concealment is 
supplemented by natural materials or LWCSS. Concealment is 
required for water point equipment, the shine of water in the 
tanks, and any small open areas that are crossed by vehicles or 
personnel. Shine on water is concealed by a canvas cover or 
foliage. The characteristic shape of tanks is distorted by 
foliage or artificial materials. Camouflage discipline at a 
water point requires a water supply schedule for using units. 
Lack of a schedule, or violation of it, usually causes a jam of 
waiting vehicles which cannot be concealed. 
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CAMOUFLAGE OF CREW-SERVED 
AND INDIVIDUAL FIGHTING POSITIONS 


If positions are expertly camouflaged and maintained, the enemy 
will have great difficulty in locating them until stumbling into 
a kill zone. Natural materials used to camouflage fighting 
positions should be indigenous to the area. As an example, 
willow branches from the edge of a stream will not appear 
natural in a grove of oaks. Since spoil may differ in color from 
the ground surface, it may be necessary to camouflage the soil 
or remove it from the unit area. 


Routes taken by troops to fighting positions are obscured so 
footprints or telephone lines do not reveal the positions. All 
camouflage procedures used for any field location, both visual 
and thermal, are successfully applied and maintained. 


CAMOUFLAGE OF OTHER DEFENSIVE POSITIONS 


Other positions are camouflaged the same way as positions 
located in the defensive area. Positions include those for major 
weapons, special design shelters, protective walls (in some 
cases, obstacles), and trenches. 


CAMOUFLAGE IN SPECIAL TERRAIN 


Special terrain conditions, such as deserts, snow regions, and 
urban areas require special camouflage measures. 


Deserts 


Areas where there is no large convenient overhead cover are 
unplowed fields, rocky areas, grasslands, and other wide-open 
spaces. In certain types of flat terrain, shadow patterns and 
judicious use of drape nets render objects inconspicuous. Units 
in deserts or other featureless terrains are highly vulnerable 
to breaches of light or sound discipline during day or night. 
The eye's capability to reasonably discern stationary objects is 
greatly reduced by this type of terrain. Dust trails from moving 
vehicles identify a military position faster than open, 
stationary, noncamouflaged vehicles. Luminosity at night in open 
plain areas significantly degrades depth perception and, 
dependent upon surface texture, makes visual observation useless 
at long ranges and significantly enhances sound detection 
methods. 
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A desert version of the LWCSS provides concealment against 
visual, near infrared, and radar target acquisition/surveillance 
sensor devices. A radar transparent version of the LWCSS allows 
US units to camouflage radar without degrading operations. The 
desert camouflage net is a complete cover since it depends on 
ground surface imitation, both in color and texture, for effect. 


Snow Regions 


A blanket of snow often eliminates much of the ground pattern 
and makes blending difficult. Differences in texture and color 
disappear or become less marked. Snow-covered terrain, however, 
is rarely completely white. By taking advantage of dark features 
in the lines, stream-beds, evergreen trees, bushes, shadows of 
snowdrifts, folds in the ground, and the black shadows of 
hillsides a unit on the move or halted successfully blends 
itself into the terrain. However, exhaust, ice fog, and infrared 
Signatures are difficult to overcome regardless of how well the 
unit is hidden. 


Good route selection in snow-covered terrain is usually more 
important than any other camouflage measure. Because of the 
exposed tracks, skis and snowshoes are not used near the area 
Since their marks are more sharply defined than foot tracks, and 
may be discovered with infrared imagery. 
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To avoid tracking up the area, personnel, vehicles, 
and material are restricted from open areas. Well 
concealed positions in snow terrain are easily 
identified when the snow melts, unless precautions 
are taken. Light discipline is enforced to prevent 
disclosure of the position. Compacted snow on 
well-traveled paths melts slower than the 
uncompacted snow, and leaves visible white lines 
on a dark background. The snow is then broken up 
and spread out to hasten melting. 


By following communication lines 
or other lines which are a natural 
part of the terrain, tracks are 
minimized. Tracks coinciding with 
such lines are harder to identify. 
A turn-in is concealed and the 
tracks themselves continued beyond 
the point. Windswept drift lines 
cast shadows and are followed as 
much as possible. Straight tracks 
to an important installation are 
avoided. Snow region camouflage 
nets and paints assist in 
camouflage operations. 


Urban Areas 


Because vegetation is scarce in 
urban areas, maximum use is made 
of the shadows available. Outside 
buildings, vehicles and defensive 
positions use the shadows to 
obscure their presence. Troops 
inside buildings observe from the 
shadow side of a window in order 
to be inconspicuous. Combat in the 
urban environment usually produces 
considerable rubble from damaged 
buildings and roads. This material 
is used for obstacles as well as 
camouflage for defensive 
positions. These positions are 
blended into the terrain and 
placed behind rubble as it would 
naturally fall from a building. 
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In urban areas, the prime concerns for individual 

fighting positions are exposure and muzzle flash. 
When firing from behind a wall, the soldier fires 

around cover (when possible), not over it. When 

firing from a window, the soldier avoids standing 
in the opening and being exposed to return fire. 


Also, the soldier avoids firing 
with the gun muzzle protruding, 
especially at night when muzzle 
flash is so obvious. When firing 
from a loophole, the soldier gains 
cover and concealment. The soldier 
is positioned well back from the 
loophole to keep the weapon from 
protruding and to conceal muzzle 
flash. When firing from the peak 
of a roof, soldiers use available 
cover. 


The principles for individual 
fighting positions also apply for 
Crew-served weapons positions, but 
with the following added 
requirements. When employing 
recoilless weapons (90-mm RCLR and 
LAW), the soldiers select 
positions which allow for 
backblast. Shown is a building 
corner improved with sandbags to 
make an excellent firing position. 
Similarly, another means of 
allowing for backblast while 
taking advantage of cover in an 
elevated position is also shown. 
When structures are elevated, 
positions are prepared to take 
advantage of overhead cover. 
However, care is taken to ensure 
that backblast is not contained 
under the building, causing damage 
or collapse of the structure, or 
possible injury to the crew. When 
machine gun positions are fixed, 
the same consideration as 
individual positions is given to 
exposure and muzzle location. For 
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further information on camouflage 
operations, refer to FM 5-20. 
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ABN 
AMBL 
ACE 

ADA 
AFNORTH 


AFCENT 


AFSOUTH 


EMP 


airborne 

airmobile 

armored combat earthmover 
air defense artillery 


Allied Forces, Northern 
Europe 


Allied Forces, Central 
Europe 


Allied Forces, Southern 
Europe 


ammunition 

armored personnel carrier 
antitank 

antitank guided missile 
battalion 

battalion operations center 
combat engineer vehicle 
combined forces command 


centiGray 
(NATO term for “rad”’) 


consolidated express 
company 
communications 
command post 
corps terrain team 
cubic 


continuous wave acquisition 
radar 


demilitarized zone 
direct support 


division tactical operations 
center 


division terrain team 
each 


electromagnetic pulse 


FAAR 
FARP 


FDC 
FLOT 


frag 


NATO 


forward area alerting radar 


forward arming and 
refueling point 


fire direction center 
forward line of own troops 
field manual 

fragment 

foot, feet 

general support 

high explosive 

high explosive antitank 
horsepower 
headquarters 

infantry fighting vehicle 
inch(es) 

infantry 

infrared 

improved TOW vehicle 
kiloton(s) 

light antitank weapon 
pound(s) 


lightweight camouflage 
screening system 


meter(s) 


mobilit pc ounieunepmly - 
survivability 


mechanized 


mission, enemy, terrain and 
weather, time, and troops 


machine gun 
millimeters 
miles per hour 
not applicable 


North Atlantic Treaty 
Organization 
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NBC 
OPCON 
OPORD 
PACOM 
PAR 

pit 

POL 


psi 
rad 


RCLR 
ROK 
ROR 
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nuclear, biological, chemical 
Operational control 
Operations order 

Pacific Command 

pulse acquisition radar 
platoon 


petroleum, oils, and 
lubricants 


pounds per square inch 


radiation absorbed dose; 
“roentgen” 


recoilless rifle 
Republic of Korea 


range only radar 
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SOP 


STANAG 
TM 

TNT 
TOC 
TOW 


TREE 


US 
yd 
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Small Emplacement 
Excavator 


standing operating 
procedure 


standardization agreement 
technical manual 
trinitrotoluene 

tactical operations center 


tube-launched, optically 
tracked, wire guided missile 


transient radiation effects on 
electronics 


United States 
yard(s) 
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Mechanized infantry units, 1-8 
Unit support systems, 1-10 
Combined operations, 5-24 
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Converting Dimensioned Timber to Round 
Timber, 3-16 
Corrugated metal fighting bunker, 
4-27, C-14 
Cover. See also Overhead cover 
In deserts, 5-4 
In jungles, 5-2 
In mountainous areas, 5-4 
In urban areas, 5-20 
Covered deep-cut position, 4-19, C-23 
5-11 
Crater Dimension (Using Boreholes), 5-11 
Crater position (hasty), 4-3 
Crawl trench, 4-20 
Crew-served weapons fighting positions 
Characteristics of, 4-12 
Dragon position, 4-9 
Dismounted TOW position, 4-10 
In mountainous areas, 5-4 
Machine gun position, 4-11 
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Machine gun position with overhead cover, 4-11 
Mortar position, 4-12 
RCLR (90mm) position, 4-10 
Cross sections of streets, 5-16 
D7/D8 Crawler Tractors, A-5 
Deep-cut position, 4-18 
Deep-cut positions, 4-19. See also Vehicle 
protective positions 
Deliberate fighting position for M1 tank 
(hull defilade), 4-15 
Demolitions. See Explosives; Boreholes 
Detection, D-1 
Developing deliberate fighting 
positions, 4-14 
Dimensions of Field Artillery Vehicle 
Positions, 4-18 
Dimensions of Typical Deep-Cut 
Positions, 4-19 
Dimensions of Vehicle Positions, 4-15 
Direct fire weapons 
Description of, 3-2 
Effects of, 3-2 
Survivability consideration for, 3-2 
Threat use of, 1-3 
Dismounted TOW 
Fighting position for, 4-10 
Fighting position in snow, 5-9 
Use in urban buildings, 5-22 
Dismounted TOW position, 4-10, C-6 
Dismounted TOW and machine gun positions 
in snow, 5-9 
Dragon 
Fighting position for, 4-9 
Use in urban buildings, 5-22 
Dragon position, 4-9 
Drainage, 3-38, 5-2 
Drainage sump, 3-14 
Drainage sump, 3-14 
Earth walls, 4-37, C-51 
Earth wall roof support points, 3-15 
Earth wall with revetment, 4-37, C-52 
Elevated position, D-9 
EMP, 3-5 
Energy distribution of tactical nuclear 
weapons, 3-4 
Engineer's role 
In analyzing data, 2-3 
In planning, 2-2 
In setting priorities, 2-4 
In the defense, 1-7 
In the offense, 1-6 
Responsibilities, 2-8 
Equipment to be Protected, 2-5 


Eskimo-style snow shelter, 5-6 
Examples of expedient protective positions 
against initial nuclear effects, 3-8 

Excavation repair, 3-39 
Expedient funnel] for filling sandbags, 3-27 
Explosives. See also Boreholes 

As method of excavation, 3-26, 3-26 

Cold region use, 5-9, 5-11 
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Extent of backblast in open areas, 5-22 
Fabric-covered frame position, 4-27, C-12 
Facing revetment supported by pickets, 3-37 
Facing revetment supported by timber 
frames, 3-37 
Field Artillery units 
Equipment protection for, 2-5 
Survivability requirements for, 1-9 
Fighting and protective positions 
Categories of, 3-18 
Definition of, 1-6 
In cold regions, 5-5 
In deserts, 5-4 
In jungles, 5-2 
In mountainous areas, 5-4 
In the defense, 2-7 
In the offense, 2-7 
In urban areas, 5-16 
Firing from a loophole, D-8 
Firing from a roof peak, D-8 
Firing from behind a waili, D-8 
Fixed machine gun position, D-9 
Floors. See Structural components 
Framed building characteristics, 5-18 
Frameless building characteristics, 5-17 
G2/S2 responsibilities, 2-10 
G3/S3 responsibilities, 2-8, 2-10 
G4/S4 responsibilities, 2-10 
Gabions, 5-4 
Grenade sump, 4-3 
Grenade trap, 3-19 
Hardened frame/ fabric shelter, 4-35, C-41 
Hardened soil bin wal] with plywood 
revetment, C-56 
Hasty fighting position for APC, 4-13 
Hawk, 2-5, 4-18 
Hide positions, 4-14 
Hull defilade, 4-14 
Indirect fire weapons 
Description of, 3-3 
Effects of, 3-3 
Survivability considerations for, 3-3 
Threat use of, 1-4 
Individual fighting position in snow, 5-10 
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Individual fighting positions (deliberate) 
Characteristics of, 4-8 
LAW position, 4-7 
One-soldier position, 4-5 
One-soldier position with overhead cover, 4-5 
Two-soldier position, 4-6 
Two-soldier position with overhead cover, 4-7 
Individual fighting positions (hasty) 
Characteristics of, 4-8 
Crater position, 4-3 
In snow, 5-10 
In urban areas, 5-16, 5-21 
Prone position, 4-4 
Skirmisher’s trench, 4-4 
Individual fighting positions (special designs) 
Characteristics of, 4-41 
Fabriec-covered frame position, 4-27 
Wood-frame position, 4-26 
Initial Radiation Effects on Personnel, 3-6 
Interoperability, 5-24 
Japan, 5-25 
JD410 Utility Tractor, A-6 
Jungie floating piatform as fighting 
position, 5-2 
Jungle rain shelter, 5-2 
Korea, 5-24 
LAW 
Fighting position for, 4-7 
Use in urban buildings, 5-22 
LAW position, 4-7 
Lean-to shelter, 5-14 
Light infantry units, 1-7 
LWCSS, D-3, D-6, D-7 
M1 tank position, 4-15 
M8AI1 landing mats. See Steel landing mats 
M9 ACE, A-2 
M728 CEV, A-3 
M730 Chaparral. See Chaparral (M730) 
Machine gun position, 4-11 
In snow, 5-9 
In urban buildings, 5-22, D-9 
With overhead cover, 4-11 
Machine gun position, 4-11, C-7 
Machine gun position in snow, 5-9 
Machine gun position with overhead 
cover, 4-11 
Maintenance/repair of positions, 3-38 
Major logistics systems and rear areas, 1-8 
Major weapon positions. See Vehicle fighting 
positions, Vehicle protective positions 
Material Thickness, in Inches, Required 
to Protect Against Direct Fire HE Shaped 
Charge, 3-12 
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Material Thickness, in Inches, Required 
to Protect Against Direct Hits by Direct 
Fire Projectiles, 3-11 

Material Thickness, in Inches, Required 
to Protect Against Indirect Fire 
Fragmentation and Blast Exploding 
50 Feet Away, 3-13 

Materials for protection. See Shielding 
materials 

Maximum Span of Dimensioned Wood 
Roof Support for Earth Cover, 3-16 

Maximum Span of Inverted Landing Mats 
(M8A1) for Roof Supports, 3-17 

Maximum Span of Steel Picket Roof 
Supports for Sandbag Layers, 3-17 

Maximum Span of Wood Stringer Roof 
Support for Earth Cover, 3-16 

Mechanized infantry units 

Equipment protection for, 2-5 
Survivability requirements for, 1-8 

METT-T, 2-3 

Minimum Floor Sizes for Firing Weapons 
in Enclosed Areas, 5-23 


Maotal anleart ahalian A_9t OL9n 
4ECUGL CULVULEL SILTILTI, Emi, Vr 


Metal pipe arch shelter, 4-36, C-49 
Metal shipping container shelter, 4-31 
Moduiar timber frame shelter, 4-33, C-35 
Mortar position, 4-12, C-8 
Multipurpose positions. See Special design 
positions 
NATO. See Combined operations 
Nuclear weapons 
Description of, 3-4 
Effects of, 3-3 
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Threat use of, 1-5 
Octagonal trace, 4-21 
One-soldier position (deliberate), 4-5, C-3 
One-soldier position with overhead cover 
(deliberate), 4-5, C-5 
OPORD, 2-8 
Overhead cover. See aiso Roofs; Cover 
In deserts, 5-5 
In snow, 5-8 
In urban areas, 5-22 
To defeat delay fuzes, 3-24 
PACOM, 5-24 
Parapet position for ADA, 4-17, C-28 
Parapet position for self-propelled howitzer 
and ammo carrier, 4-17 
Parapets 
For mutual support, 3-20 
With major weapons systems, 4-13 
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Parapets used for frontal protection relying 
on mutual support, 3-20 
Plywood perimeter bunker, 4-28, C-16 
Plywood portable wall, 4-39, C-58 
Pole revetment, 3-35 
Poncho shelters, 5-3 
Portable asphalt armor panels, 4-41, C-61 
Portable precast concrete wall, 4-40, C-59 
Position with overhead cover, D-9 
Position with overhead cover protection 
against fragments from a 120-mm 
mortar, 3-21 
Precast concrete slab bunker, 4-29, C-19 
Prone position (hasty), 4-4, C-2 
Protective positions 
Against nuclear effects, 3-8 
Definition of, 1-6 
For vehicles, 4-16 
Protective walls 
Cast-in-place concrete wall, 4-40 
Characteristics of, 4-44, 4-45 
Construction of, 4-37 
Earth wall with revetment, 4-37 
Earth walis, 4-37 
Plywood portable wall, 4-39 
Portable asphalt armor panels, 4-41 
Portable precast concrete wall, 4-40 
Soil bin wall with log revetment, 4-38 
Soil bin wall with plywood revetment, 4-39 
Soil bin wall with timber revetment, 4-38 
Soil-cement wall, 4-38 
Steel landing mat wall, 4-39 
Radiation effects (initial) 
On equipment, 3-7 
On personnel, 3-6 
Protective positions against, 3-8 
Radiation effects (residual), 3-4 
Ramps, 3-30, 4-14 
RCLR (90mm) 
Fighting position for, 4-10 
Use in urban buildings, 5-22 
Recoilless rifle (90mm) position, 4-10 
Rectangular fabric/frame shelter, 
4-35, C-44 
Relationship of radiation dose to distance 
from ground zero for a 1-KT weapon, 3-5 
Required Thickness, in Inches, of Protective 
Material to Resist Penetration of Different 
Shells (Delay Fuze), 3-24 
Retaining wall revetment, 3-26 
Revetments 
Avoiding, 3-32 
In deserts, 5-5 


Methods to support facing, 3-32 
Types of facing, 3-32 
Roofs. See also Structural components 
Designing, 3-15, B-1 
For overhead cover, 3-20 
Sandbags 
As construction method, 3-26 
Filling, 3-27 
For repairing trenches, 3-27 
For revetting walls, 3-27 
Scoop Loader, A-4 
Security of positions, 3-39 
SEE, A-7 
Sewer systems, 5-16 
Shelters 
Aboveground cavity wall shelter, 4-34 
Airtransportable assault shelter. 4-32 
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Characteristics of, 4-42, 4-48 
Concrete arch shelter, 4-36 
Construction of, 4-29 
Description of, 3-25 
Hardened frame/ fabric shelter, 4-35 
In jungles, 5-2 
In snow, 5-13 
Metal culvert shelter, 4-32 
Metal pipe arch shelter, 4-36 
Metal shipping container shelter, 4-31 
Modular timber frame shelter, 4-33 
Rectangular fabric/frame shelter, 4-35 
Steel frame/fabric-covered shelter, 4-34 
Timber frame buried shelter, 4-33 
Timber post buried shelter, 4-32 
Two-soldier mountain shelter, 5-4 
Two-soldier sleeping shelter, 4-30 
Types of, 4-30 

Shielding materials 
Brick/masonry, 3-12 
Concrete, 3-10 
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Rock, 3-12 
Snow/ice, 3-12 
Soil, 3-10 
Steel/metal, 3-10, 3-14 
Wood, 3-14 
Shielding of M8A1 Landing Mats, 4-40 
Shielding Values of Earth Cover and 
Sandbags for a Hypothetical 2,400-rads 
(cGy) Free-in-Air Dose, 3-13 
Skirmisher’s trench (hasty), 4-4 
Snow cave, 5-14 
Snow hole, 5-15 
Snowhouse with snow block walls, 5-15 
Snow pit, 5-15 
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Snow trench with wood revetment, 5-10 
Snow Wall Construction for Protection from 
Grenades, Small Caliber Fire, and HEAT 
Projectiles, 5-12 
Soil bin wall with log revetment, 4-38, C-53 
Soil bin wall with plywood revetment, 
4-39, C-55 
Soil bin wall with timber revetment, 
4-38, C-54 
Soil-cement wall, 4-38,C-52 
Special design positions, 4-41. See also Bunkers; 
Individual fighting positions (special designs); 
Protective walls; Shelters 
Special purpose weapons 
Flamethrowers, 3-9 
Fuel-air munitions, 3-9 
Survivability considerations for 
Special terrain environments 
Camouflage in, D-6 
Cold regions, 5-5 
Deserts, 5-4 
Jungles, 5-2 
Mountainous areas, 5-4 
Urban areas, 5-16 
Staff officers’ responsibilities, 2-10 
Standard fighting trench, 4-21, C-62 
Standard Survivability Estimates for 
Maneuver Units, 2-6 
Standoff. See Triggering screens 
Steel frame/fabric-covered shelter, 
4-34, C-39 
Steel landing mat wall, 4-39, C-51 
Steel landing mats 
As protective walls, 4-39 
As shielding material, 3-10 
For roof supports, 3-17 
Protection characteristics of, 4-40 
Stinger/Redeye, 2-5 
Stone layer added to typical overhead 
cover to defeat the delay fuze burst from 
an 82-mm mortar, 3-24 
Strongpoint positions, 4-25 
Structural components 
Floors, 3-14 
Roofs, 3-15, B-1 
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Survivability considerations 
Chemical agents, 3-9 
Direct fire, 3-2 
Indirect fire, 3-3 
Nuclear weapons, 3-5 
Special purpose weapons, 3-9 
Survivability equipment, A-1 


Q 
or 


to 


’ 


Index-5 


FM 5-103 ———— 


Survivability Requirements, 1-11 
Survivability Requirements for Fighting 
Positions in Urban Buildings, 5-21 
Survivability Requirements for Troops 
in Urban Buildings, 5-20 
Tactical radii of effects of 1-KT and 10-KT 
fission weapons from low airburst, 3-7 
Threat 
Chemical weapons, 1-5 
Deep attack, 1-5 
Direct fire weapons, 1-3 
Indirect fire weapons, 1-4 
Nuclear weapons, 1-5 
Timber frame buried shelter, 4-33, C-36 
Timber post buried shelter, 4-32, C-34 
TOW, dismounted. See Dismounted TOW 
Trenches 
Construction of, 4-20 
Crawl trench, 4-20 
Description of, 3-18 
In snow, 5-10 
Octagonal trace in, 4-21 
Standard fighting trench, 4-21 
Uses of, 4-20 
Zigzag trace in, 5-10 
Triggering Screen Facing Material 
Requirements, 3-23 
Triggering Screen Material Thickness, In 
inches, Required to Defeat Fragmenis at 
a 10-Foot Standoff, 3-23 
Triggering screens 
Defeating delay fuzes, 3-24 
Defeating super-quick fuzes, 3-23 
Description of, 3-22 
Materials for, 3-23 
Tunnels, 3-18 
Turret defilade, 4-14 
Two-soldier position (deliberate), 4-6, C-4 
Two-soldier position with overhead cover 
(deliberate), 4-7, C-5 
Two-soldier sleeping shelter, 4-30, C-29 
Types of Metal Revetment, 3-36 
Typical standoff framing with dimensioned 
wood triggering screen, 3-22 
Typical tunnel system, 3-19 
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Unit positions 
For artillery firebases, 4-23 
For forward logistics, 4-22 
For strongpoints, 4-25 
Unit support systems, 1-10 


Urban Structure Material Thickness, 5-19 
US force involvement. See also Survivability 
considerations 
Against indirect fire, 1-4 
Against nuclear weapons, 1-5 
During enemy attack, 1-3 
In a meeting engagement, 1-4 
In deep attack on rear areas, 1-6 
In retrograde operations or pursuit 
by Threat, 1-4 
On a chemical contaminated battlefield, 1-5 
Vehicle fighting positions (deliberate) 
Characteristics of, 4-14 
Dimensions of, 4-15 
For M1 tank, 4-15 
Parts of, 4-14 
Vehicle fighting positions (deliberate), C-63 
Vehicle fighting positions (hasty) 
Characteristics of, 4-13 
Construction planning factors for, 4-46 
Dimensions of, 4-15 
Vehicle protective positions 
Artillery firing platform, 4-16 
Characteristics of, 4-16 
Covered deep-cut position, 4-19 
Deep-cut position, 4-18 
Parapet position for ADA, 4-17 
Parapet position for self-propelled 
howitzer and ammo carrier, 4-17 
Vehicle protective positions (field artillery) 
Dimensions of, 4-18 
Parapet position for, 4-17 
Valean. 9:5 


Wadis, 5-4 

Walls. See Protective walls; Structural 
components 

Wigwam shelters, 5-13 

Wood-frame fighting position, 4-26, C-9 

Zigzag trace, 4-32 
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